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		  Datasheet File OCR Text:


		  fdd / fdfd series insulated crimp terminals metric page 1 21/10/05  v1.1 features: ? easy cable entry guide which eliminates flared wire strands. ? bright electrotinned finish which prevents oxidisation. ? full compliance to bs4579, iec352-2, iso1996. ? a digit is indented above the crimp to verify correct usage. specifications: current ratings  : quoted at 415 v ac maximum at  32c. temperature range  : -20c to +85c. insulation  : coloured vinyl. terminal  : brass, copper to bs6017 (1981). plating  : electrotinned to bs1872 (1984). maximum electrical rating : 75c 300 volts. female push-on fully insulated female push-on wire details insulation colour red  blue yellow wire size in mm 2 0.25 - 1.65 1.04 - 2.63 2.63 - 6.64 single standard wire size diameter 0.57 - 1.44 1.14 - 1.82 1.82 - 2.89 equivalent a.w.g. 22 - 16 16 - 14 12 - 10 equivalent s.w.g. 29 - 17 17 - 13 11 - 6 suitable metric cables stranded 19/0.15 19/0.3 19/0.45 13/0.2 7/0.5 44/0.3 16/0.2 21/0.3 7/0.85 19/0.2 30/0.25 56/0.3 14/0.25 19/0.335 65/0.3 24/0.2 63/0.2 37/0.4 19/0.25 28/0.3 159/0.2 32/0.2 35/0.3 84/0.3 40/0.2 51/0.25 7/1.04 19/0.3 - - single 1/0.9 1/1.38 1/2.25 1/1.13 1/1.78 - crimp selection chart dimensions : millimetres awg = american wire gauge. swg = standard wire gauge. conductor make up metric cables i.e. 19/0.15 = 19 strands of 0.15mm diameter.

 fdd / fdfd series insulated crimp terminals metric page 2 21/10/05  v1.1 specification table dimensions : millimetres type w a l c b t current rating colour part number female push-on 3.2 0.8 19.7 1.7 10.5 0.4 10 red fdd1-110(8) 5.03 0.5 fdd1-187(5) 4.9 fdd1-187(8) 6.6 0.8 21.2 fdd1-250 5.03 0.5 19.7 2.3 15 blue fdd2-187(5) 4.9 0.8 fdd2-187(8) 6.6 21 fdd2-250 23.5 3.4 13 24 yellow fdd5-250 fully insulated female push-on - - - - - - 10 red fdfd1-187(8) - - - - - - fdfd1-250 - - - - - - 15 blue fdfd2-187(8) - - - - - - fdfd2-250 - - - - - - 24 yellow fdfd5-250 double crimp with sleeve on barrel - - - - - - 10 red  fdd1-110(5)
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