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		  140 koa speer electronics, inc. ? bolivar drive ? p.o. box 547 ? bradford, pa 16701 ? usa ? 814-362-5536 ? fax: 814-362-8883 ? www.koaspeer.com specifications given herein may be changed at any time without prior notice. please confirm technical specifications before you  order and/or use. 2/12/08 resistors acb acc acd ac(x) ac terminator networks features ? thin film construction ? surface mount package ? stable resistor technology ? high component density ? products with lead-free terminations meet eu rohs  and china rohs requirements for further information on packaging, please refer to appendix a. dimensions and construction w l p lead die pad molded resin bonding wire si wafer a c w h applications ? signal termination ? signal conditioning ? dc current blocking ordering information reference  above table t: sn (other termination styles available,  contact factory  for options) 2 significant digits + number  of zeros  2 significant digits + number  of zeros acb q20 t teb 500 termination material type package  code nominal capacitance packaging nominal resistance  new part # 101 teb: 13" embossed plastic tape package code w ?.2 l ?.2 pins dimensions  inches  (mm) 20 .341 (8.66) .236 (5.99) q20 24 .341 (8.66) .236 (5.99) q24 20 .500 (12.7) .408 (10.36) w20 total power 1 watt 1 watt 1.2 watts circuit schematic acb : 20 pins single common acc : 20 pins 4 commons acd : 24 pins 6 commons k: 10% k tolerance m: 20% m tolerance / w ?.2 150 (3.81) 150  (3.81) .300 (7.62) h ?.2 .063 (1.60) .063 (1.60) .084 (2.40) p ?.1 .025 (0.635) .025 (0.635) .050 (1.27) a ?.1 .010 (0.25) .010 (0.25) .016 (0.41) c ?.1 .026 (0.66) .026 (0.66) .026 (0.66) eu

 ac(x) ac terminator networks part designation capacitor voltage rating power rating @ 70? (per element) t.c.r. (ppm/?) applications and ratings acb acc acd 20v 200 100mw operating temperature range -55c to +125c capacitor range pf (e-24) resistance tolerance capacitor tolerance resistance range  (e-24) 33 ~ 400pf m: 20% k: 10% 10 ~ 1,000 environmental applications performance characteristics parameter mil-r-55342 4.7.7 +0.25% maximum   r test method resistance to soldering heat mil-r-55342 4.7.5 +0.50% short time overload mil-std-202 method 103 +0.50% moisture resistance mil-std-202 method 107 +0.50% thermal shock 2 atm., 121c, 96 hrs +1% h.a.s.t. parallel termination driver receiver v te r m 50 ohms 100 pf 141 koa speer electronics, inc. ? bolivar drive ? p.o. box 547 ? bradford, pa 16701 ? usa ? 814-362-5536 ? fax: 814-362-8883 ? www.koaspeer.com specifications given herein may be changed at any time without prior notice. please confirm technical specifications before you  order and/or use. 11/29/04 resistors
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