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		  Datasheet File OCR Text:


		  electrical solutions order number of pieces required, in multiples of standard package quantity. prime items appear in  bold. b2. cable accessories c1. wiring duct c3. abrasion protection c4. cable management d1. terminals d2. po w er connectors e1. labeling sys te ms e2. labels e3. pre-printed  & write-on markers f. index b3. stainless steel ties c2. surface raceway e5. lockout/ tagout & safety solutions b1. cable ties a. system overview d3. grounding connectors e4. permanent identification flex conductor, one-hole, standard barrel with window lug ? can be used with code conductor and flex conductor class: g, h, i, k, m and diesel locomotive ? generously beveled wire entry prevents bent back strands when inserting conductor into barrel ? color-coded barrels marked with panduit and specified competitor die index numbers for proper crimp die selection ? inspection window to visually assure full conductor insertion ? tin-plated to inhibit corrosion ? ul listed and csa certified to 35 kv** and temperature rated to 90c when crimped with panduit and specified competitor crimping tools and dies ? american bureau of shipping approved for use with flexible, extra-flexible, and code stranded copper conductors type lcax w l t b inspection window ?see pages d3.70 C d3.73 for tool and die information. *not ul listed or csa certified with class k flex conductor when crimped with burndy tools. **consult cable manufacturer for voltage stress relief instructions with applications greater than 2000 v. part number flex conductor size code conductor size stud  hole  size  (in.) figure dimensions  (in.) panduit color code panduit die index no.? burndy die index no.? t&b die index no.? wire strip length (in.) std. pkg. qty. class g, h, i, k, m diesel locomotive w b t l lcax8-10-l #8 awg #8 awg #8 awg #10 0.41 0.42 0.08 1.11 red p21 49 21 1/2 50 lcax8-14-l 1/4 0.48 0.42 0.07 1.20 red p21 49 21 1/2 50 lcax8-56-l 5/16 0.56 0.42 0.05 1.32 red p21 49 21 1/2 50 lcax8-38-l 3/8 0.60 0.42 0.05 1.42 red p21 49 21 1/2 50 lcax6-10-l #6 awg #6 awg #6 awg #10 0.45 0.48 0.09 1.19 blue p24 7 24 9/16 50 lcax6-14-l 1/4 0.48 0.48 0.08 1.28 blue p24 7 24 9/16 50 lcax6-56-l 5/16 0.56 0.48 0.07 1.40 blue p24 7 24 9/16 50 lcax6-38-l 3/8 0.62 0.48 0.06 1.50 blue p24 7 24 9/16 50 lcax4-10-l #4 awg #5, #4, #3 awg #4 awg #10 0.55 0.53 0.09 1.26 gray p29 8 29 5/8 50 lcax4-14-l 1/4 0.55 0.53 0.09 1.35 gray p29 8 29 5/8 50 lcax4-56-l 5/16 0.55 0.53 0.09 1.47 gray p29 8 29 5/8 50 lcax4-38-l 3/8 0.62 0.53 0.07 1.57 gray p29 8 29 5/8 50 lcax2-10-e* #2 awg #2 awg #2 awg #10 0.70 0.59 0.11 1.40 brown p33 10 33 11/16 20 lcax2-14-e* 1/4 0.70 0.59 0.11 1.50 brown p33 10 33 11/16 20 lcax2-56-e* 5/16 0.70 0.59 0.11 1.63 brown p33 10 33 11/16 20 lcax2-38-e* 3/8 0.70 0.59 0.11 1.70 brown p33 10 33 11/16 20 lcax2-12-e* 1/2 0.75 0.59 0.09 1.94 brown p33 10 33 11/16 20 lcax1-10-x #1 awg #1 awg #1 awg #10 0.76 0.66 0.12 1.50 green p37 11 37 3/4 10 lcax1-14-x 1/4 0.76 0.66 0.12 1.67 green p37 11 37 3/4 10 lcax1-56-x 5/16 0.76 0.66 0.12 1.72 green p37 11 37 3/4 10 lcax1-38-x 3/8 0.76 0.66 0.12 1.80 green p37 11 37 3/4 10 lcax1-12-x 1/2 0.80 0.66 0.12 2.03 green p37 11 37 3/4 10

 l t b w diesel locomotive class g, h, i, k, m std. pkg. qty. wire strip length (in.) t&b die index no.? burndy die index no.? panduit die index no.? panduit color code figure dimensions  (in.) stud  hole  size  (in.) code conductor size flex conductor size part number for technical assistance in the u.s., call 866-405-6654 (outside the u.s., see inside back cover for directory) electrical solutions b2. cable accessories c1. wiring duct c3. abrasion protection c4. cable management d1. terminals d2. po w er connectors e1. labeling s y stems e2. labels e3. pre-printed  & write-on markers f. index b3. stainless steel ties c2. surface raceway e5. lockout/ tagout & safety solutions b1. cable ties a. system overview d3. grounding connectors e4. permanent identification ?see pages d3.70 C d3.73 for tool and die information. *not ul listed or csa certified with class k flex conductor when crimped with burndy tools. **consult cable manufacturer for voltage stress relief instructions with applications greater than 2000 v. flex conductor, one-hole, standard barrel with window lug (continued) lcax1/0-14-x 1/0 awg 1/0 awg 1/0 awg 1/4 0.85 0.72 0.13 1.82 pink p42 12 42 3/4 10 lcax1/0-56-x 5/16 0.85 0.72 0.13 1.82 pink p42 12 42 3/4 10 lcax1/0-38-x 3/8 0.85 0.72 0.13 1.89 pink p42 12 42 3/4 10 lcax1/0-12-x 1/2 0.85 0.72 0.13 2.14 pink p42 12 42 3/4 10 lcax1/0-58-x 5/8 0.96 0.72 0.11 2.38 pink p42 12 42 3/4 10 lcax2/0-10-x 2/0 awg 2/0 awg 2/0 awg #10 0.96 0.83 0.13 1.72 black p45 13 45 7/8 10 lcax2/0-14-x 1/4 0.96 0.83 0.13 1.97 black p45 13 45 7/8 10 lcax2/0-56-x 5/16 0.96 0.83 0.13 1.97 black p45 13 45 7/8 10 lcax2/0-38-x 3/8 0.96 0.83 0.13 2.03 black p45 13 45 7/8 10 lcax2/0-12-x 1/2 0.96 0.83 0.13 2.28 black p45 13 45 7/8 10 lcax2/0-58-x 5/8 0.96 0.83 0.13 2.52 black p45 13 45 7/8 10 lcax3/0-10-x 3/0 awg  3/0 awg  3/0 awg #10 1.06 0.91 0.14 1.84 orange p50 14 50 1 10 lcax3/0-14-x 1/4 1.06 0.91 0.14 2.08 orange p50 14 50 1 10 lcax3/0-56-x 5/16 1.06 0.91 0.14 2.10 orange p50 14 50 1 10 lcax3/0-38-x 3/8 1.06 0.91 0.14 2.17 orange p50 14 50 1 10 lcax3/0-12-x 1/2 1.06 0.91 0.14 2.40 orange p50 14 50 1 10 lcax3/0-58-x 5/8 1.06 0.91 0.14 2.64 orange p50 14 50 1 10 lcax4/0-14-x 4/0 awg 4/0 awg 4/0 awg 1/4 1.19 1.03 0.16 2.30 purple p54 15 54 1 1/16 10 lcax4/0-56-x 5/16 1.19 1.03 0.16 2.53 purple p54 15 54 1 1/16 10 lcax4/0-38-x 3/8 1.19 1.03 0.16 2.53 purple p54 15 54 1 1/16 10 lcax4/0-12-x 1/2 1.19 1.03 0.16 2.64 purple p54 15 54 1 1/16 10 lcax4/0-58-x 5/8 1.19 1.03 0.16 2.85 purple p54 15 54 1 1/16 10 lcax4/0-34-x 3/4 1.19 1.03 0.16 3.04 purple p54 15 54 1 1/16 10 lcax250-14-x 250 kcmil 262.6 kcmil  1/4 1.28 1.03 0.17 2.34 yellow p62 16 62 1 1/16 10 lcax250-56-x 5/16 1.28 1.03 0.17 2.57 yellow p62 16 62 1 1/16 10 lcax250-38-x 3/8 1.28 1.03 0.17 2.57 yellow p62 16 62 1 1/16 10 lcax250-12-x 1/2 1.28 1.03 0.17 2.68 yellow p62 16 62 1 1/16 10 lcax250-58-x 5/8 1.28 1.03 0.17 2.89 yellow p62 16 62 1 1/16 10 lcax250-34-x 3/4 1.28 1.03 0.17 3.08 yellow p62 16 62 1 1/16 10 lcax300-38-6 300 kcmil 313.1 kcmil  3/8 1.39 1.19 0.18 2.91 red p71 18 71h 1 1/4 6 lcax300-12-6 1/2 1.39 1.19 0.18 2.91 red p71 18 71h 1 1/4 6 lcax300-58-6 5/8 1.39 1.19 0.18 3.12 red p71 18 71h 1 1/4 6 lcax350-56-6 350 kcmil 373.7 kcmil  5/16 1.54 1.29 0.22 2.93 blue p76 19 76h 1 3/8 6 lcax350-38-6 3/8 1.54 1.29 0.22 2.93 blue p76 19 76h 1 3/8 6 lcax350-12-6 1/2 1.54 1.29 0.22 3.09 blue p76 19 76h 1 3/8 6 LCAX350-58-6 5/8 1.54 1.29 0.22 3.30 blue p76 19 76h 1 3/8 6 lcax450-12-6 450 kcmil 444.4 kcmil  1/2 1.70 1.40 0.26 3.60 brown p87 20 87h 1 7/16 6 lcax450-58-6 5/8 1.70 1.40 0.26 3.73 brown p87 20 87h 1 7/16 6 lcax500-56-6 500 kcmil 535.3 kcmil  5/16 1.89 1.48 0.26 3.27 pink p99 l99 99h 1  9/16 6 lcax500-38-6 3/8 1.89 1.48 0.26 3.27 pink p99 l99 99h 1  9/16 6 lcax500-12-6 1/2 1.89 1.48 0.26 3.64 pink p99 l99 99h 1  9/16 6 lcax500-58-6 5/8 1.89 1.48 0.26 4.20 pink p99 l99 99h 1  9/16 6 lcax650-56-6  646.4 kcmil  5/16 1.95 1.45 0.30 3.27 black p106 24 106h 1 1/2 6 lcax650-38-6 3/8 1.95 1.45 0.30 3.27 black p106 24 106h 1 1/2 6 lcax650-12-6 1/2 1.95 1.45 0.30 3.64 black p106 24 106h 1 1/2 6 lcax650-58-6 5/8 1.95 1.45 0.30 4.20 black p106 24 106h 1 1/2 6 lcax750-12-3  777.7 kcmil  1/2 2.17 1.66 0.32 3.94 yellow p115 l115 115h 1 3/4 3 lcax750-58-3 5/8 2.17 1.66 0.32 4.59 yellow p115 l115 115h 1 3/4 3
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