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		  Datasheet File OCR Text:


		  the  ecmc 2   350  is  a  state  of  the  art  five-channel, ten-position charger. easy  to transport and friendly to operate, it  automatically  recognizes  the  type  of  military  battery.  recharges  batteries  simultaneously,  regardless  of  soc  or  chemistry. benefits l   charges different battery types l    charges different battery  chemistries l   fast battery charge l   wheeled and transportable l    may be removed from outer  wheeled transport case l   worldwide usage l   quiet operation l   intuitive plug-and-charge operation l   led indication of charge status key features l   automatic battery recognition l    charges all five channels  simultaneously, regardless of  battery type or chemistry l    conditioning charge for battery  storage l    on-board hmi l    rugged construction for a long life  of field operations l    wide ac input, for worldwide  functionality l    wide dc input, for charging from  vehicles, fuel cells, etc... l    input cables  (ac, dc)  included l    electronic and mechanical   batteries interface included typical applications l    capability to charge more than   50 military li-ion, ni-mh and ni-cd  battery types  l    ideal for missions involving various  battery types:   - base of operations or workshop   - peace keeping    - law enforcement   - exercise and training may 2010 extended capability multi chemistry charger ecmc 2  350 military workshop charger dependable performance electrical characteristics ac input voltage   85 C 265 v (50-60 hz,+/- 5%) dc input voltage    11 C 14 v and 19 C 32 v output power   350 w charger voltage   4 C 34 v maximum output current   10 a (per channel)   physical characteristics length   685 mm width   460 mm depth   340 mm weight   < 15 kg (ac, dc cables included) volume   107 litres environmental protection   ip44 (open) ip67 (closed) operating temperature range   - 20c to  + 60c storage temperature range   - 40c to  + 75c references temperature   mil-std 81 0 e 503.3 altitude   mil-std 81 0 e 500.3 ii-3 vibration   mil-std 81 0 e 514.4 cat 8 shock   mil-std 81 0 e 516.4 i drop   mil-std 81 0 e 516.4 iv salt fog   mil-std 81 0 e 509.3 i immersion   mil-std 81 0 e 512.3 ii-3 nsn   6130 14 564 1772 part number   09118y

 saft specialty battery group 12, rue sadi carnot 93170 bagnolet C france tel    +33 (0)1 49 93 19 18 fax    +33 (0)1 49 93 19 69 www.saftbatteries.com doc. n o  3200 6-2- 0510 information in this document is subject to change without notice   and becomes contractual only after written confirmation by saft. published by the communications department. photo credit: saft socit anonyme au capital de 31 944 000    rcs bobigny b 383 703 873 technology features l    microprocessor controlled l    built-in multiple redundant safety  protection l    software field upgradeable   (future proof) l    bit  (built in self test) l    dc input automatic cut off to prevent   deep discharge of vehicle battery l   sm bus  (smart battery)  compatible l    ac and dc input protection by field  re-settable circuit breakers materials l   case: high impact polypropylene l   colour: black l   control panel: aluminium/abc l   cables: 105c rated pvc built-in protection devices ensure  safety in case of: l   exposure to heat l    exposure to direct sunlight   for extended periods l   short circuit l   over voltage l   under voltage l   transient voltage spikes transportation and storage: l    for long term storage use a dry  place at a temperature preferably  not exceeding  + 50c l     short term storage at  - 40c to  + 75c is possible p erformance characteristics for l i- ion batteries sai 2590   5 charged in approx.  5  hours sai 2800  5 charged in approx. 5 hours sally   5 charged in approx. 5 hours pr4g military battery   ba684 a- ali14 2- ali146     ba685 a- ali143 etc... (capable of charging more than 50 battery types) safety/reliability standards information technology equipment   en 60950-1 mtbf (mil hdbk-217f gb)   40 000 h at 25c operational ceiling   700 hpa emi standards emc emission   en 61000-6 3 & 4     mil-std 461d re102 ground army emc immunity   en   61000-6 1 & 2     mil-std 461d rs103 ground army rf emission   fcc 47 cfr ch 1, pt 15 mains input connector   iec 320/c references charger unit   09119z   nsn (to be advised) interface   gp16497   nsn (to be advised) cable dc/dc   gp16715   nsn (to be advised) cable ac/dc   gp16716   nsn (to be advised) case   gp16923   nsn (to be advised) ecmc 2  350
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