

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						ACT25			F60162			92315			LM2902P			C2331			CDRH4D28			8B42B			FW261			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				ADF0304 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  catalogue no. 8-1773450-9 issued 09/2008 dimensions are in mm and inches and are  shown for reference purposes only . specifications subject to change. www.tycoelectronics.com features  extremely high contact pressure system allows aqueous or  solvent cleaning without tape seal  gas tight contacts  auto insertable  shipped in the off position p r oduct k e y t ypical pr oduct key adf 0 8 04 t ype adf flush actuator , auto inser table thr ough hole dip switch p ositions 02 2 positions 07 7 positions 03 3 positions 0 8 8 positions 04 4 positions 09 9 positions 05 5 positions 10 10 positions 06 6 positions 12 12 positions t er minal blank thr ough hole - tht sealin g blank no tape t tape seal pa c ka g in g blank tube mat er ial 04 rohs compliant t ypical perf or mance c har act er istics contact  configuration . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . spst contact  rating,  non-switching  (max) . . . . . . . . . . . . . . . 1 amp  @  5 vdc contact  rating,  switching  (max) . . . . . . . . . . . . . . . . . 100 ma  @  24 vdc contact  rating,  switching  (min) . . . . . . . . . . . . . . . . . . . . . 0.1 a  @  1 mv electr ical  life. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,000  cycles mechanical  life . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,000  cycles contact  r esistance . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . max  50 mohm insulation  r esistance . . . . . . . . . . . . . . . . . . . . . . . . . . . min  1000 mohm dielectr ic  str ength . . . . . . . . . . . . . . . . . . . . . . . . . . . . 500 v ac  for  1 min actuation  for ce . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8.0 n  (800  gf)  max actuator  travel . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.30 mm (.051) en vir onmental specif ication operating  temperatur e . . . . . . . . . . . . . . . . . . . . . . . . . . . . -30  to  +85c storage  temperatur e . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -45  to  +100c solder  heat  r esistance . . . . . . . . . . . . . . . . . . . . . . . . . . 265c/10s  wave mat er ial specif ications contacts . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . copper  alloy  gold  finish actuator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . nylon  p a6t t er minals . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . copper  alloy  gold  finish base . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . pps cover . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . pps rohs  dir ective  2002/95/ec . . . . . . . . . . . . . . . . . . . . . . . . . . . compliant dip switches adf series, flush actuator, tht a19 dip switches  http://

 catalogue no. 8-1773450-9 issued 09/2008 dimensions are in mm and inches and are  shown for reference purposes only . specifications subject to change. www.tycoelectronics.com p ositions codes 02 to 12   2 to 12 positions t er minals blank   through hole - tht p r oduct k e y p ositions t er minal sealin g pa c k a g in g mat er ial p ar t number adf0204 2 positions tht no tape tube rohs 1 8 250 02-1 adf02t04 thr ough hole tape seal compliant 1825002-2 ADF0304 3 positions no tape 1825002-3 adf03t04 tape seal 1825002-4 adf0404 4 positions no tape 1 8 250 02-5 adf04t04 tape seal 1825002-6 adf0504 5 positions no tape 1825002-7 adf05t04 tape seal 1825002-8 adf0604 6 positions no tape 1 8 250 02-9 adf06t04 tape seal 1-1825002-0 adf0704 7 positions no tape 1-1825002-1 adf07t04 tape seal 1-1825002-2 adf0 8 04 8 positions no tape 1- 1 8 250 02-3 adf08t04 tape seal 1-1825002-4 adf0904 9 positions no tape 1-1825002-5 adf09t04 tape seal 1-1825002-6 adf1 0 0 4 10 positions no tape 1- 1 8 250 02-7 adf10t04 tape seal 1-1825002-8 adf1204 12 positions no tape 1-1825002-9 adf12t04 tape seal 2-1825002-0 preferred parts in bold print code p os dim l dim h 02 2 7.06 (.278) 3.50 (.138) 03 3 9.60 (.378) 3.50 (.138) 04 4 12.14 (.478) 3.50 (.138) 05 5 14.68 (.578) 3.50 (.138) 06 6 17.22 (.678) 3.50 (.138) 07 7 19.76 (.778) 3.50 (.138) 08 8 22.30 (.878) 3.50 (.138) 09 9 24.84 (.978) 3.50 (.138) 10 10 27.38(1.078) 3.50 (.138) 12 12 32.51(1.278) 3.61 (.142) adf08 dip switches adf series, flush actuator, tht (continued) a20 dip switches
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