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		  Datasheet File OCR Text:


		  ? all rights reserved                                      1/14                                           rev a                                     specification                                       revision:  a    product model:    QST2D4002-T-A      designed by   r&d checked by   quality department  by   approved by   terry                    approval by customer                                                                    ok        ng  problem survey:                                                      approved by                                 1. if there is no special request from customer, quality  co.,ltd. will not reserve the t ooling of the product under  the following conditions:        1.1 there is no response from customer in  one year after quality co.,ltd. submit the samples;        1.2 there is no order in one year after the latest mass production.  2. all correlated data (include quality record) will be reserved one year more after tooling was discarded.  3. if there is no s p ecial re q uest from customer , the  p roduct of  q ualit y  co , . ltd. will re p air onl y  one  y ea r . ????? quality  co.  ltd .   

 quality                                                                 ? all rights reserved                                      2/14                                           rev a                                                                                               revision record     vev no.  rev date  contents  note  a 2007-8-1  new issue                                                                                                                                                              

 quality                                                                 ? all rights reserved                                      3/14                                           rev a                                                                                                   contents     no.  item  page  1. numbering system   4 / 15   2 general information  4 / 15   3 external dimensions  5 / 15   4  interface description  5 / 15   4 absolute maximum ratins   5 / 15   5  electrical characteristics   7 / 15   6 dc charisteristcs  7 / 15   7 backlight charisteristcs  8 / 15   8 application circuit  8/15  9  reliability test conditions and methods  9/15  10 inspection standard  10/15  11 handling precautions  13/15  12  precaution for use   14 / 15                                                       

 quality                                                                 ? all rights reserved                                      4/14                                           rev a                                                                                                            1. numbering system          2. general information        item standard values units lcd type    2.4??tft  --  dot arrangement  240  rgb  320  dots  driver ic  spfd5408a  --  module size  42.72(w) 59.28(h)3(t)  mm  view area  40.58 (w)   52.82(h)  mm  active area  36.72(w)   48.96(h)  mm  dot pitch  0.153 (w)   0.153 (h)  mm  back light  four white led in parallel  --  weight tbd g            3. external dimensions     

 spfd5408  intelligence hi-tech co., ltd iht24qcn0v1 lcm24qcn0 iht24qcn0-v1.0 1.0 iht24qcn0v1   ver.1.0                                 issue date: 2007/07/10 3  

 quality                                                                 ? all rights reserved                                      5/14                                           rev a                                                                                                   4. interface description          5. absolute maximum ratins       

 quality                                                                 ? all rights reserved                                      6/14                                           rev a                                                                                               6. dc characteristics.       

 quality                                                                 ? all rights reserved                                      7/14                                           rev a                                                                                                 8. application circuit       

 quality                                                                 ? all rights reserved                                      8/14                                           rev a                                                                                                              

 quality                                                                 ? all rights reserved                                      9/14                                           rev a                                                                                                 9. reliability test conditions and methods    no item  condition  method  1  high / low  temperature  storage  60  /-20   500hrs  check and record every  96hrs  2  high / low  temperature life  50  /-10   500hrs (operating  mode)  check and record every  96hrs  3  high  temperature    high humidity  operating  40    90% rh, 120hrs  check and record every  48hrs  4 thermal shock    -30  (30min )     25  (5min)  80  (30min)  (conversion time, : 5 sec ) 20 cycles each 10 cycles end ,  check  5 vibration  10hz~55hz~10hz  amplitude: 1.5mm  2hrs for each direction(x,y,z)  each direction end, check  the  appearance and   electrical characteristics  6 static electricity  gap mood: 1kv~8kv (10 times  air discharge with positive/negative  voltage voltage gap : 1kv)  touch mood: 1kv~2kv  each discharge end,  check the electrical  characteristics  7 slump  free faller movement for each side  cording  angle (75cm high   6  sides  2 angle  2 cording)  end                     

 quality                                                                 ? all rights reserved                                      10/14                                           rev a                                                                                               10.inspection standard    no   item   criterion   01  outline  dimension   in accord with drawing   02  position-fin ding  dimension  assemble  dimension  in accord with drawing  round type: non display                           unit : mm    y        x         dimension qualified quantity  d  0.1  ignore  0.1  d  0.15  3  0.15  d  0.25  2  d  0.25  0  03  lcd black  spots,  white spots  (round  type)                           unit : mm                                               w        l  length width  qualified  quantity  -   0.02  ignore   3  2    0.02  w  0.03    2 0.03  w  0.05 1  -  d  0.05  according to  circle  04  lcd black  spots,  white spots  (line  style)        05  lcd  scratch   threadlike  fiber  same to no.3 circle  sightline and surface of  lcd is vertical  (2)same to no.3 line style     

 quality                                                                 ? all rights reserved                                      11/14                                           rev a                                                                                               06 pol  it is not admissible that pol is  beyond the edge of glass, else,  unqualified.  it is essential that pol is over  the 50 percent of width of frame ,  else ,unqualified.  according to the drawing in  case of special definition.  drive condition is accord ing to specification  measure location is in follow picture  3  adjust brightness instrument tozero ,  burrow against the surf ace of lcd , press  ?measure? ,  record when the display is  steady.     (yokogawa-3298)  07 brightness  in accord with product  specification    measure location  08 cr (max)  according to  specification  according to product specification  measure instrument ( dms-501 )  09  response  time  according to  specification  according to product specification  measure instrument ( dms-501 )  10  viewing  angle  according to  specification  according to product specification  measure instrument ( dms-501 )  11  vibration    ring  compare with the  sample customer  supply  compare with the sample customer supply  when assemble        11.  handling precautions    11.1 mounting method   the lcd panel of skyworthlcd l cd module consists of two thin  glass plates with polarizes  which easily be damaged. and since  the module in so constructed as  to be fixed by utilizing fitting  holes in the printed circuit board.  extreme care should be needed when handling the lcd modules.      11.2 caution of lcd handling and cleaning   when cleaning the display surface, use soft cloth with solvent      [recommended below] and wipe lightly  z  isopropyl alcohol   

 quality                                                                 ? all rights reserved                                      12/14                                           rev a                                                                                               z  ethyl alcohol       do not wipe the display surface with dry or  hard materials that will damage the polarizer  surface.          do not use the following solvent:  z  water  z  aromatics       do not wipe ito pad area with the dry or har d materials that will damage the ito patterns          do not use the following solvent on t he pad or prevent it fr om being contaminated:  z  soldering flux  z   chlorine (cl) , salfur (s)  if goods were sent without bei ng sili8con coated on the pad, ito patterns could be damaged  due to the corrosion as time goes on.  if ito corrosion happen by miss-handling or using  some materials such as chlorine (ci),  salfur (s) from customer,  responsibility is on customer.    11.3 caution against static charge   the lcd module use c-mos lsi driver s, so we recommended that you:  connect any unused input terminal to vdd or v ss, do not input any signals before power is  turned on, and ground your body, work/assembly  areas, assembly equipment to protect against  static electricity.    11.4 packing   z   module employ lcd elements and must be treated as such.  z   avoid intense shock and falls from a height.  z   to prevent modules from degr adation, do not operate or stor e them exposed direct to  sunshine or high temperature/humidity     11.5 caution for operation   z   it is an indispensable condition to drive lcd?s  within the specified voltage limit since the  higher voltage then the limit  cause the shorter lcd life.  z   an electrochemical reaction due to direct cu rrent causes lcd?s undesir able deterioration, so  that the use of direct curr ent drive should be avoided.  z  response time will be extremely delayed at  lower temperature then the operating  temperature range and on the other hand at hi gher temperature lcd?s how dark color in  them. however those phenomena do not mean ma lfunction or out of order with lcd?s,  which will come back in the s pecified operation  temperature.  z   if the display area is pushed har d during operation, some font  will be abnormally displayed  but it resumes normal condition after turning off once.  z   a slight dew depositing on termi nals is a cause for electro-c hemical reaction resulting in  terminal open circuit.  usage under the maximum operating temper ature, 50%rh or less is required.      11.6 storage   in the case of storing for a long period of ti me for instance, for years for the purpose or  replacement use, the followi ng ways are recommended.    z  storage in a polyethylene bag with the opening sealed  so as not to enter fresh air outside in it .  and with no desiccant.  z  placing in a dark place where neither exposure  to direct sunlight nor light?s keeping the  storage temperature range.  z  storing with no touch on polarizer  surface by the anything else.  [it is recommended to store them as they have  been contained in the  inner container at the  time of delivery from us      11.7 safety   z  it is recommendable to crash damaged or unneces sary lcd?s into pieces and wash off liquid   

 quality                                                                 ? all rights reserved                                      13/14                                           rev a                                                                                               crystal by either of solvents such as ac etone and ethanol, which should be burned up later.  z   when any liquid leaked out of a damaged glass cell  comes in contact with your hands, please  wash it off well with soap and water       12. precaution for use  12.1     a limit sample should be provided by the both  parties on an occasion when the both parties  agreed its necessity. judgment by a limit sample s hall take effect after the limit sample has been  established and confirmed  by the both parties.    12.2    on the following occasions, the handing of pr oblem should be decided through discussion and  agreement between responsible  of the both parties.  z  when a question is arisen  in this specification  z  when a new problem is arisen which is  not specified in th is specifications  z  when an inspection specificat ions change or operating cond ition change in customer is  reported to skyworthlcd , and some problem is  arisen in this specific ation due to the change  z   when a new problem is arisen at  the customer?s operating set for sample evaluation in the  customer site.          

 quality                                                                 ? all rights reserved                                      14/14                                           rev a                                                                                               12 packing method    to be determined    
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