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		  Datasheet File OCR Text:


		  aluminum electrolytic capacitor           suntan ?   g e n e r a l ,    m i n i a t u r i z e d    ts13d CD293   f e a t u r e s  ?   load life of 2000 hours at 85    ?   high ripple current   ?   smaller size    pcb mounting     ?   specifications  items  performance characteristics operating temperature range(  ) -40~+85 (450wv:-25~+85)  capacitance tolerance(25  , 120hz)   20%  leakage current(  a)  0.01cv or 1.5ma whichever is smaller. (at 25 , after 5 minutes )  c: nominal capacitance (  f)    v: rated voltage (v)  dissipation factor(25  , 120hz)    rated voltage(v) cap(  f)  10~16 25 35~50 63 80~100     rated voltage(v)       d(mm)  160~200 250~400 2700 ---- ---- 0.20 0.15 0.15  3300~4700 ---- 0.35 0.25 0.20 0.15  5600~6800 0.40 0.35 0.30 0.20 0.20  22~30  0.10 0.15  8200 0.40 0.35 0.35 0.25   35  0.12 0.15    temperature stability (120hz)    rated voltage (v)  10  16~35  50~100  160~200  250~400 450  impedance  ratio  z-25  /z+20  5 4 3 3 4 4  z-40  /z+20  18 15 10  6  8  --    load life (+85  )  time 2000hours  leakage current  not more than the specified value.  capacitance change  within 20 % of the initial value  dissipation factor  not more than 200% of the specified value.    shelf life (+85 )     time 1000hours  leakage current  not more than the specified value.  capacitance change  within  15% of the initial value  dissipation factor  not more than 150% of the specified value.  after test: u r  to be applied for 60 minutes, 24  to 48 hours before measurement.     ?   dimensions                         mm ? multi p lier for ri pp le current frequency coefficient  frequency(hz)  rated voltage(v)   50 120 1k 10k 20k  50  0.95 1 1.10 1.15 1.15 63~100  0.95 1 1.16 1.30 1.33  160  0.95 1 1.20 1.50 1.55 temperature coefficient  temperature(  )  rated voltage(v)   +40 +55 +70 +85  aluminum electrolytic capacitor           suntan ?       ts13d CD293       ?   standard ratings   wv(v)  /   dxl  (mm)  10 16 25 35 50 63 80 100  cap ripple cap ripple cap ripple cap ripple c ap ripple cap ripple cap ripple cap ripple uf arms uf arms uf arms uf arms uf arms uf arms uf arms uf arms 22x25  10000  2.5  8200  2.2  5600  2.0  3300 1.8  2200 1.7  1500 1.6  1000  1.3  680  1.1  22x30 15000 3.2 10000 2.6 6800 2.3 3900 2.1 2700 1.9 2200 2.0 1200 1.5  820  1.2  22x35  18000  3.6  12000  2.9  8200  2.6  5600 2.3  3900 2.1  2700 2.2  1800  1.9  1200 1.6  22x40 22000 4.0 15000 3.3 10000 2.9  6800 2.9  4700 2.4  3300 2.3  2200  2.1  1500 1.8  22x45  --  --  18000  3.8  12000  3.3  --  --  --    3900 2.5  --  --  --  --  22x50 --  -- 22000 4.2 --  -- 8200 2.8 5600 2.5 --  -- 2700 2.5 1800 2.1  25x25  15000  3.1  10000  2.6  6800  2.3  4700 2.2  2700 1.9  2200 2.0  1500  1.7  1000 1.4  25x30 18000 3.6 15000 3.3 10000 2.8  5600 2.3  3900 2.1  2700 2.3  1800  1.9  1200 1.6  25x35  22000  4.1  18000  3.7  12000  3.2  6800 2.6  4700 2.4  3300 2.3  2200  2.2  1500 1.7  25x40 --  -- 22000 4.2 15000 3.7 8200 2.8 5600 2.5 3900 2.6 2700 2.5 1800 2.0  25x45  --  --  --  --  --  --  10000 3.1  6800 2.8  5600 3.1  3300  2.8  2200 2.2  25x50 -- -- -- -- 18000 4.3 12000 3.5 8200 3.2 -- -- 3900 3.1 2700 2.6  30x25  22000  4.1  15000  3.4  10000  3.0  6800 2.7  3900 2.4  3300 2.3  2200  2.2  1500 1.8  30x30 --  -- 22000 4.2 12000 3.4 8200 2.8 5600 2.5 3900 2.6 2700 2.5 1800 2.1  30x35  --  --  --  --  18000  4.2  10000 3.2  6800 2.8  5600 3.2  3300  2.8  2200 2.3  30x40 --  --  --  -- 22000 4.8 12000 3.5 8200 3.0 6800 3.6 3900 3.2 2700 2.7  30x45  --  --  --  --  --  --  15000 4.1  10000 3.4  --  --  4700  3.6  3300 3.0  30x50 -- -- -- -- -- -- 18000 4.6 12000 3.8 8200 3.7 5600 3.5 3900 3.4  35x25  --  --  22000  4.4  15000  3.9  8200 2.9  5600 2.6  3900 2.7  2700  2.5  1800 2.2  35x30 --  --  --  -- 18000 4.4 12000 3.6 8200 3.0 5600 3.3 3900 3.2 2200 2.5  35x35  --  --  --  --  22000  5.0  15000 4.1  10000 3.4  6800 3.7  4700  3.6  3300 3.1  35x40 -- -- -- -- -- -- 18000 4.7 12000 3.8 8200 3.8 5600 3.5 3900 3.4  35x45  --  --  --  --  --  --  22000 5.3  --  --  10000 4.3  --  --  --  --  35x50 -- -- -- -- -- -- -- -- 15000 4.5 12000 4.8 6800 4.4 4700 4.0              suntan ?   technology company limited     website: www.suntan.com.hk      email: info@suntan.com.hk      tel: (852) 8202 8782      fax: (852) 8208 6246    www.datasheet.co.kr  datasheet pdf - http://www..net/

 aluminum electrolytic capacitor           suntan ?       ts13d CD293       ?   standard ratings   wv(v)  /   dxl  (mm)  160 180 200 250 315 350 400 450  cap ripple cap ripple cap ripple cap ripple c ap ripple cap ripple cap ripple cap ripple uf arms uf arms uf arms uf arms uf arms uf arms uf arms uf arms 22x25  330  1.3  270  1.2  220  1.1  180  0.94  100  0.67  82  0.64  68  0.55  --  --  22x30 390 1.5 330 1.4 330 1.4 220 1.1 150 0.85 120 0.82 100 0.70 68 0.57  22x35  560  1.9  470  1.7  390  1.6  270  1.2  180  0.96  150  0.94  120  0.79  100  0.72  22x40 680 2.1 560 1.9 470 1.8 330 1.4 220 1.1 180 1.1 150 0.90 120 0.80  22x45  --  --  --  --  560  2.0  390  1.6  270  1.2  220  1.2  180  1.0  --  --  22x50 820 2.5 680 2.3 -- -- 470 1.8 -- -- -- -- 220 1.1 150 0.95  25x25  390  1.5  390  1.5  330  1.4  220  1.1  150  0.85  120  0.81  100  0.70  --  --  25x30 560 1.9 470 1.7 390 1.6 330 1.4 180 0.96 150 0.94 150 0.89 100 0.73  25x35  680  2.2  560  2.0  560  2.0  390  1.6  220  1.1  220  1.2  180  1.0  120  0.83  25x40 820 2.4 680 2.2 680 2.3 470 1.8 270 1.3  --  --  220 1.2 150 0.95  25x45  1000  2.7  820  2.5  --  --  560  2.0  330  1.4  270  1.4  270  1.3  180  1.1  25x50 1200 3.1 1000 2.9 820 2.6  --  --  390 1.6 330 1.6  --  --  220 1.2  30x25  560  2.0  470  1.8  470  1.9  330  1.5  220  1.1  180  1.1  150  0.95  --  --  30x30 820 2.5 680 2.3 560 2.1 470 1.8 270 1.3 220 1.2 180 1.1 150 0.98  30x35  1000  2.8  820  2.6  680  2.4  560  2.0  330  1.4  270  1.4  220  1.2  180  1.1  30x40 1200 3.2 1000 2.9 820 2.7 680 2.3 390 1.6 390 1.7 270 1.4 220 1.3  30x45  1500  3.7  1200  3.3  1000  3.1  820  2.6  470  1.8  470  2.0  330  1.6  270  1.4  30x50 -- -- -- -- 1200 3.4 -- -- 560 2.0 -- -- 390 1.8 -- --  35x25  820  2.4  680  2.2  560  2.0  470  1.9  270  1.3  220  1.3  180  1.2  180  1.2  35x30 1000 2.7 820 2.5 820 2.5 680 2.4 390 1.6 330 1.6 270 1.5 220 1.3  35x35  1200  3.0  1200  3.1  1000  2.8  820  2.6  470  1.8  390  1.8  330  1.7  270  1.5  35x40 1500 3.5  --  -- 1200 3.2 1000 3.0 560 2.0 470 2.0 390 1.8  --  --  35x45  1800  3.9  1500  3.6  --  --  1200 3.4  680  2.3  560  2.3  470  2.1  390  1.9  35x50 2200 4.5 1800 4.1 1500 3.8  --  --  --  --  680  2.6  560  2.3  470  2.2  ripple current : 85  , 120hz    note: specification are subject to change without notic e. for more detail and update, please visit our website.        suntan ?   technology company limited     website: www.suntan.com.hk      email: info@suntan.com.hk      tel: (852) 8202 8782      fax: (852) 8208 6246      www.datasheet.co.kr  datasheet pdf - http://www..net/
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