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		  Datasheet File OCR Text:


		  131 130 nm3fxi nm3p kmx sm2/2 NTE10-3 ntl1 nm3fd-b look for the logo www.neutrik.com na3f5m na3f5m 3-pole 5-pole na3f5m na3fdm na3fdm na3mdf na3mdf a d a p t e r m o d u l e s   &   a u d i o   t r a n s f o r m e r    m o d u l e s   &   a u d i o   t r a n s f o r m e r s a u d i o   t r a n s f o r m e r   s e l e c t i o n   g u i d e  ? multifunctional modules allow to design customized  adapters to suit specific needs   ? based on the x and d series connector system  ? nte transformers and switch can be built in  ? professional look, rugged diecast shell audio transformer  ? professional audio transformers for multiple applic ations, as e.g. microphone or line inputs  ? very low distortion, excellent frequency response  ? cost effective cable version for free wiring  ? fully permalloy-shielded studio versions nte1 1 : 1 200 : 200 200 / 2k, (600 / 10k) -3 general purpose, splitting, xlr inline nte4 1 : 4 200 : 3.2k 200 / 10 k -7 mic input step-up nte10/3 1 : 3  200 : 1.8k 200 / 10 k -7 general purpose mic input step-up 1 : 10 200 : 20k 200 / 50 k -6 ntl1 1 : 1 10k : 10k 600 / 10k +19 line input ntm1 1 : 1 200 : 200 200 / 2k +7 mic input, splitting ntm4 1 : 4 200 : 3.2k 200 / 10k +9 mic input step-up * measured with typical source / load impedances wiring: nte*... free wires, ntl / ntm*... pcb mount , shielded;   find detailed specifications on www.neutrik.com   part  no. turns ratio impedance source / load max. input applications (prim : sec) ratio impedance in  ? level* @ 50 hz, 1% thd [dbu] 3 pole plug sm2/2 switch vm housing  3-pole xlr feedthrough adapter  d-flange chassis mount  male to female and vice versa  utilizes xx-components na3fdm 3 pole xlr female 3 pole xlr male na3mdf 3 pole xlr male 3 pole xlr female o r d e r i n g   i n f o r m a t i o n   f e e d t h r o u g h d m x   a d a p t e r s  ? compact xlr 3 to 5 pole adapters for lighting (dmx)   applications  ? solve interconnection problems of the old (3-pole)  and new  (5-pole) dmx standard  ? enable usage of standard 3-pole microphone cable fo r  dmx applications  ? based on the worldwide accepted standard xlr connec tors  ? reliable and rugged diecast shell na3f5m 3 pole xlr female 5 pole xlr male for dmx light ing applications na3m5f 3 pole xlr male 5 pole xlr female for dmx light ing applications o r d e r i n g   i n f o r m a t i o n   d m x   a d a p t e r   part  no. port  1 port  2 comments f e e d t h r o u g h 5 pole male connector 5 pole female  connector all metal housing
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