

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						000A0			EML5113			P89LP			DBI15005			BD645			0603CS			UDN2987			000A0			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				SFAJC1000223MX00 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  89 c l-c inductor at threaded end feedthrough  emi filters 4-40 unc thread 4.0mm hexagonal head type no. capacitance dielectric rated dwv ( * = preferred value) (z= -20%+80%) code voltage (vd.c.) (m= +/-20%) (vd.c.) * sfaac 5000100zc0 10pf c0g 500 750 sfaac 5000150zc0 15pf c0g 500 750 sfaac 5000220zc0 22pf c0g 500 750 sfaac 5000330zc0 33pf c0g 500 750 * sfaac 5000470zc0 47pf c0g 500 750 * sfaac 5000680mc0 68pf c0g 500 750 * sfaac 5000101mc0 100pf c0g 500 750 sfaac 5000151mc0 150pf c0g 500 750 * sfaac 5000221mc0 220pf c0g 500 750 * sfaac 5000331mc0 330pf c0g 500 750 * sfaac 5000471mx0 470pf x7r 500 750 sfaac 5000681mx0 680pf x7r 500 750 * sfaac 5000102mx0 1nf x7r 500 750 sfaac 5000152mx0 1.5nf x7r 500 750 * sfaac 5000222mx0 2.2nf x7r 500 750 sfaac 5000332mx0 3.3nf x7r 500 750 * sfaac 5000472mx0 4.7nf x7r 500 750 sfaac 5000682mx0 6.8nf x7r 500 750 * sfaac 2000103mx0 10nf x7r 200 500 * sfaac 2000153mx0 15nf x7r 200 500 * sfaac 1000223mx0 22nf x7r 100 250 sfaac 0500333mx0 33nf x7r 50 125 * sfaac 0500473mx0 47nf x7r 50 125 electrical details electrical configuration c filters capacitance measurement at 1000hr point current rating 10a temperature rating -55c to 125c ferrite inductance n/a mechanical details head a/f 4mm (5/32") mounting torque 0.15 nm (1.7lbf in) max. mounting hole diameter n/a max panel thickness n/a weight 0.5g typical (0.017oz) finish silver plate on copper undercoat 4.0 a/f (0.157) 15.0   1.0 (0.591   0.039) 17.0   1.0 (0.669   0.039) 6.0 (0.236) 3.2 (0.126) pin  ?  0.7 (0.028) dimensions mm (inches) c sfaa electrical details electrical configuration c or l-c filters capacitance measurement at 1000hr point current rating 10a temperature rating -55c to 125c ferrite inductance, typical 0.5h l-c type mechanical details nut a/f 4mm (5/32") head a/f 4mm (5/32") washer diameter 6.9mm (0.272") mounting torque 0.25 nm (2.6 lbf in) max.  if using nut 0.15 nm (1.7 lbf in) max.  into tapped hole mounting hole diameter 3.15mm  0.1 (0.124" 0.004") max panel thickness 3.2mm (0.126") weight 0.5g typical (0.017oz) finish silver plate on copper undercoat type no. capacitance dielectric rated dwv ( * = preferred value) (z= -20%+80%) code voltage (vd.c.) (m= +/-20%) (vd.c.) * sfaj#1 5000100zc0# 2 10pf c0g 500 750 sfaj#1 5000150zc0# 2 15pf c0g 500 750 sfaj#1 5000220zc0# 2 22pf c0g 500 750 sfaj#1 5000330zc0# 2 33pf c0g 500 750 * sfaj#1 5000470zc0# 2 47pf c0g 500 750 * sfaj#1 5000680mc0# 2 68pf c0g 500 750 * sfaj#1 5000101mc0# 2 100pf c0g 500 750 sfaj#1 5000151mc0# 2 150pf c0g 500 750 * sfaj#1 5000221mc0# 2 220pf c0g 500 750 * sfaj#1 5000331mc0# 2 330pf c0g 500 750 * sfaj#1 5000471mx0# 2 470pf x7r 500 750 sfaj#1 5000681mx0# 2 680pf x7r 500 750 * sfaj#1 5000102mx0# 2 1nf x7r 500 750 sfaj#1 5000152mx0# 2 1.5nf x7r 500 750 * sfaj#1 5000222mx0# 2 2.2nf x7r 500 750 sfaj#1 5000332mx0# 2 3.3nf x7r 500 750 * sfaj#1 5000472mx0# 2 4.7nf x7r 500 750 sfaj#1 5000682mx0# 2 6.8nf x7r 500 750 * sfaj#1 2000103mx0# 2 10nf x7r 200 500 * sfaj#1 2000153mx0# 2 15nf x7r 200 500 * sfaj#1 1000223mx0# 2 22nf x7r 100 250 sfaj#1 0500333mx0# 2 33nf x7r 50 125 * sfaj#1 0500473mx0# 2 47nf x7r 50 125 4.0 a/f (0.157) 15.0   1.0 (0.591   0.039) 17.0   1.0 (0.669   0.039) 6.0 (0.236) 3.2 (0.126) pin  ? 0.7 (0.028) dimensions mm (inches) sfaj m3 thread 4.0mm hexagonal head 4-40 unc class 2a thread m3 x 0.5 - 6g thread notes 1. for details of ordering see page 85. 2. for insertion loss information see page 84. #1. for c filter insert ?c? ,for l-c filter insert ?l?. # 2 . for nuts and washers insert ?1?. for none insert ?0?.
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