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		  Datasheet File OCR Text:


		  power switch es/esb92d design and speci? cations are each subject to change without notice.  ask factory for the current technical speci? cations before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. e s b 9 2 product code type design no. circuit diagram d 123456789 rating tv-5,  5 a 250 vac (ul, csa) 4 a/128 a 250 vac (european standards) safety standards ul, csa,   vde, beab, semko, fimk o, sev, demko, nemko circuit  diagram dpst operatin g force circuit lock travel 1.5 mm   2.5 mm dpst 8.0 n 3.0 n 8.0 n3.0 n travel lock travel: 2.5 mm, full travel: 3.5 mm lock travel: 1.5 mm, full travel: 2.5 mm minimum quantity/packing unit                                                      25  pcs.  polyethylene  bag  (bulk) quantity/carton                                                    300  pcs. ?   oa equipment:  pcs, monitors,  printers, etc. compact push type power switches series: r2 type :     esb92d malaysia  features  available for both dpst and spst       available for equipment sub  ject to in  rush current (128 a)  special heat resistant structure  meets the world { s major safety standards  rapid switching structure, applicable to iec60065 6th edi  tion (refer to the notes.)   cadmium-free contact high reliability type (applicable to practical rates of usage)  speci? cations  explanation of part numbers  recommended applications  av equipment: tvs and audio systems  oa equipment: pcs, monitors, print  ers, etc. dec. 2005

 power switch es/esb92d design and speci? cations are each subject to change without notice.  ask factory for the current technical speci? cations before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. 8.5 20.0 1.0  3.3  0.1 6.1  2.5 1.0 2.5 2.8 1.6 2.0 1.75 18.0  0.5 30.0  0.5 19.0 12.5 13.4 4.0 1.6 8.8 16.6 25.5 2.8 0.6 0.6 8.7 26.0 2.6 f 3.0 0 0.1  2.1 1.0 6.5 15.0 max. 11.8 4.45 r0.5 2- f 3.2 hole lock travel full travel ? 8.5 16.5 1.0  3.3  0.1 6.1 11.8 15.0 max.  2.5 1.0 2.5 1.1 2.0 1.75 18.0  0.5 30.0  0.5 19.0 12.5 13.4 4.0 8.0 16.6 25.5 0.6 0.6 1.5 1.2 f 3.0 0 0.1  2.1 4.0 1.0 6.5 4.45 r0.5 1.2 0.6 8.7 15.0 lock travel full travel f 3.10 0.05 0 + 24.70  0.05 16.60  0.05 8.00  0.05 15.00  0.05 8.70  0.05 4- f 1.60 0.05 0 + 1.7 0.1 0 + 1.25 0.10 0 + no. 1 no. 2 solder lug type part no. travel circuit diagram lock full esb9 2d 27b 2.5 mm 3.5 mm dpst esb92d17b 1.5 mm 2.5 mm part no. travel circuit diagram lock full esb92d21b 2.5 mm 3.5 mm dpst esb92d11b 1.5 mm 2.5 mm pwb mount type ?  mounting spec with m3 top recommended pwb piercing plan (t=1.600.05) view from te rmi nal side  dimensions in mm (not to scale) nov. 2005
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