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		  Datasheet File OCR Text:


		  half-pitch dip switch     a6h 295 half-pitch dip switch a6h ultra-low profile, half-pitch,  surface-mounting dip switch ? very low profile of 1.55 mm ? half-pitch (1.27-mm) design  allows greater compactness  and reduces mounting space by 63%.  (compared with conventional models) ? washable, seal tape models available ? embossed taping models available ? rohs compliant ordering information note: 1. small reels of 500 pieces are also available. order ?-pm? version instead of ?-p?. 2. switches cannot be water washed. specifications  characteristics note:  data shown are of initial value. number of poles part numbers standard models models with seal tape tube packaging embossed taping  packaging tube packaging embossed taping  packaging quantity per tube quantity per reel quantity per tube quantity per reel 2 a6h-2101 125 a6h-2101-p 4,000 a6h-2102 125 a6h-2102-p 4,000 4 a6h-4101 75 a6h-4101-p a6h-4102 75 a6h-4102-p 6 a6h-6101 54 a6h-6101-p a6h-6102 54 a6h-6102-p 8 a6h-8101 40 a6h-8101-p a6h-8102 40 a6h-8102-p 10 a6h-0101 33 a6h-0101-p a6h-0102 33 a6h-0102-p switching capacity 25 ma at 24 vdc minimum permissible load 10   a at 3.5 vdc contact resistance 200 m   max. insulation resistance 100 m   min. (at 100 vdc) dielectric strength 300 vac for 1 min between terminals operating force 30 to 500 gf ( 0.3 to 4.9 n) vibration resistance malfunction durability 10 to 55 hz, 1.5-mm double amplitude shock resistance malfunction durability 300 m/s 2  min. service life mechanical 1,000 operations min. electrical 1,000 operations min. ambient operating temperature ?20 to 70  c at 60% rh max. (with no icing or condensation) ambient operating humidity 35% to 95% (at 5 to 35  c) weight 0.06 g (2 poles), 0.09 g (4 poles), 0.12 g (6 poles), 0.15 g (8 poles), 0.18 g (10 poles)

 296 half-pitch dip switch     a6h dimensions note: 1. all units are in millimeters  unless otherwise indicated. 2. unless otherwise specif ied, a tolerance of   0.4 mm applies to all dimensions. no. of poles model dimension a standard with seal tape 2 a6h-2101 a6h-2102 3.77 4 a6h-4101 a6h-4102 6.31 6 a6h-6101 a6h-6102 8.85 8 a6h-8101 a6h-8102 11.39 10 a6h-0101 a6h-0102 13.93   standard a6h- @ 101 a6h- @ 101-p   with seal tape a6h- @ 102 a6h- @ 102-p standard with seal tape seal tape (t=0.05) dimensions of pcb pad  (top view) p: pole numbers p: pole numbers a 0.2 4.5 0.2 1.45 0.1 1.27 1.27(p-1) 0.6 6.7 0.6 6.7 0.76 4.9 7.4 1.27(p-1) 0.1 internal connections (top view) o on 12 910

 half-pitch dip switch     a6h memo

 half-pitch dip switch     a6h omron on-line global - http://www.omron.com usa - http://www.components.omron.com cat. no. x303-e-1 printed in usa omron electronic  components llc 55 e. commerce drive, suite b schaumburg, il 60173 847-882-2288 11/10            specificat ions subject to change without notice all sales are subject to omron electronic components  llc standard terms and conditions of sale, which  can be found at  http://www.components.omron.com/compon ents/web/webfiles.ns f/sales_terms.html all dimensions shown  are in millimeters. to convert millimeters into inches, multiply by 0.0393 7. to convert grams into ounces, multiply by 0.03527.
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