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		  Datasheet File OCR Text:


		   ceramic capacitors high value multilayer ceramic capacitors (high dielectric type) UMK107B7224KA-TR features item summary 50v, x7r, 0.22f, 10%, 0603 lifecycle stage mass production standard packaging quantity (minimum) taping paper 4000pcs products characteristics table casesize (eia/jis) 0603/1608 rated voltage (max) 50v capacitance 0.22f capacitance tolerance 10% resistance 500 m?f min. dielectric loss tangent 10%max temperature characteristics (eia/jis) x7r/- temperature range (eia/jis) -55 to +125/- capacitance change (eia/jis) 15/-% rohs compliance yes halogen free yes soldering method reflow external dimensions l 1.6mm  0.10 w 0.8mm  0.10 t 0.8mm  0.10 e 0.35mm  0.25 2014.12.01 powered by tcpdf (www.tcpdf.org)                                 1 / 1     spec sheet http://www.ty-top.com t h e d a t a i s r e f e r e n c e o n l y . e l e c t r i c a l c h a r a c t e r i s t i c s v a r y d e p e n d i n g o n e n v i r o n m e n t o r m e a s u r e m e n t c o n d i t i o n . t a i y o y u d e n r e s e r v e s t h e r i g h t t o m a ke c h a n g e t o t h e d a t e a t a n y t i m e w i t h o u t n o t i c e . b e f o r e m a k i n g f i n a l s e l e c t i o n , p l e a s e c h e c k p r o d u c t s p e c i f i c a t i o n .  multi layer ceramic capacitor    -electrical characteristics data- 10r2a09o rohs compliance product  UMK107B7224KA-TR 50v  1608  x7r  0.22uf  +/-10% t=0.9mmmax 50v 0603  x7r  0.22uf +/-10% t=0.035inchmax UMK107B7224KA-TR dc bias  char. -100 -80 -60 -40 -20 0 20 0 1020304050 dc bias voltage[v] dc/c[%] . UMK107B7224KA-TR capacitance temp. -30 -20 -10 0 10 -55 -35 -15 5 25 45 65 85 105 125 temperature[degreec] dc/c[%] . UMK107B7224KA-TR ripple current 1 10 100 0 0.5 1 1.5 2 2.5 ripple current[a rms ] dtemp.[degreec] . 10khz 100khz 1mhz UMK107B7224KA-TR capacitance freq. 0.01 0.1 1 10 100 0.001 0.01 0.1 1 10 100 1000 10000 frequency[mhz] capacitance[uf] . UMK107B7224KA-TR impedance,esr freq. 0.001 0.01 0.1 1 10 100 1000 10000 0.001 0.01 0.1 1 10 100 1000 10000 frequency[mhz] z,esr[ohm] . esr z
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