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		  Datasheet File OCR Text:


		  jeiizu ^.mi.-l.on.auX00602MA sensitive 0.8a scrs main features: symbol 't(rms) vdrm/vrrm igt value 0.8 600 200 unit a v "a description thanks to highly sensitive triggering levels, the x006 scr series is suitable for all applications where the available gate current is limited, such as ground fault circuit interrupters, overvoltage crowbar protection in low power supplies, capacitive ignition circuits,... to-92 absolute ratings (limiting values) symbol !t(rms) it(av) 'tsm lzt dl/dt 'gm pg(av) tstg tj parameter rms on-state current (180 conduction angle) average on-state current (180 conduction angle) non repetitive surge peak on-state current 2 1 1 value for fusing critical rate of rise of on-state current ig = 2x igt , tr< 100 ns peak gate current tp = 8.3 ms tp = 1 0 ms tp = 1 0ms f = 60 hz tp = 20 ms average gate power dissipation tl = 85c tl = 85c tj = 25c tj = 25c tj = 125c tj = 125c tj = 125c storage junction temperature range operating junction temperature range value 0.8 0.5 10 9 0.25 50 1 0.1 -40to+ 125 - 40 to + 125 unit a a a a2s a/us a w c nj semi-conductors reserves the right to change test conditions, parameter limits and package dimensions without notice. information furnished by nj semi-conductors is believed to.be both accurate and reliable at the time of going to press. however, nj semi-conductors assumes no responsibility for any errors or omissions discovered in its use. nj semi-conductors encourages customers to verify that datasheets are current before placing orders. quality semi-conductors

 X00602MA electrical characteristics (tj = 25c, unless otherwise specified) symbol igt vgt vgd vrg 'h il dv/dt vtm vm rd 'drm 'rrm test conditions vd=12v rl=140ii vd = vdrm rl = 3.3 k2 rgk = 1 ki tj = 125c !rg=10na it = 50 rna rgk = 1 kij ig = 1 ma rgk = 1 ki vd = 67 % vdrm rgk = 1 k2 itm = 1 a tp = 380 ms threshold voltage dynamic resistance vdrm vrrm kgk - n ki2 tj = 125c tj = 25c tj = 125c tj = 125c tj = 25c tj = 125c min. max. max. min. min. max. max, min. max. max. max. max. X00602MA 15 200 0.8 0.2 5 5 6 25 1.35 0.85 245 1 100 unit ma ma v v v ma ma v/us v v mii ma thermal resistances symbol rth(j-l) rth(j-a) parameter junction to lead (dc) junction to ambient (dc) value 70 150 unit c/w c/w product selector part number X00602MA voltage 600v sensitivity 200 ua package to-92
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