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		  Datasheet File OCR Text:


		  p.35 www.panduit.com for service and technical support, call 866-405-665 4 (outside the u.s. and canada, see  catalog  back cover). a. system overview b. copper systems c. fiber optic systems d. power over ethernet e. zone cabling f. wireless g. outlets h. media distribution i. physical infrastructure management j. overhead & underfloor routing k. surface raceway l. cabinets, racks & cable management m. grounding & bonding n. industrial o. labeling & identification p. cable management accessories q. index physical infrastructure systems tak-ty ? hook & loop cable tie mounts ? for use with tts tak-tape ? and hlt/hls tak-ty ? hook & loop cable ties ? unique cradle design provides maximum stability fo r  cable bundle ? for indoor use only ? dimensions: 1.10"l x 1.10"w x .34"h  (27.9mm x 27.9mm x 8.6mm) *maximum static load for adhesive backed mounts is  .38 lbs. (174g). **flame retardant products are manufactured from a  material that is rated ul 94v-0. 4-way adhesive backed cable tie mounts ? allow cable tie entry from all four sides ? available in multiple sizes to match application  load requirements ? produced 2-up and with tear tabs for fast and easy  liner removal to speed installation ? rubber-based adhesive provides a strong and  reliable bond ? for indoor use only part number material color mounting method std. pkg. qty. std. ctn. qty. abmt-a-c* nylon 6.6 natural rubber  100 1000 abmt-a-c20* black 100 1000 abmt-s6-c nylon 6.6 natural #6 (m3) screw 100 1000 abmt-s6-c20 black 100 1000 abmt-s6-c60** flame retardant nylon 6.6 black 100 1000 abmt-s6-c69** natural 100 1000 part number used with cable ties length  width  material color std. pkg. qty. std. ctn. qty. in. mm in. mm abm1m-a-c m .50 12.7 .50 12.7 nylon 6.6 white 100 500 abmm-a-c m, i .75 19.1 .75 19.1 abs white 100 500 abmm-a-c20 m, i .75 19.1 .75 19.1 black 100 500 abm2s-a-c m, i, s 1.00 25.4 1.00 25.4 white 100 500 abm2s-a-c14 m, i, s 1.00 25.4 1.00 25.4 gray 100 500 abm2s-a-c15 m, i, s 1.00 25.4 1.00 25.4 ivory 100 500 abm2s-a-c20 m, i, s 1.00 25.4 1.00 25.4 black 100 500 abm100-a-c m, i, s 1.00 25.4 1.00 25.4 nylon 6.6 white 100 1000 abm100-a-c15 m, i, s 1.00 25.4 1.00 25.4 ivory 100 1000 abm100-a-d20 m, i, s 1.00 25.4 1.00 25.4 black 500 5000 abm112-a-c m, i, s 1.12 28.6 1.12 28.6 white 100 500 abm112-a-d20 m, i, s 1.12 28.6 1.12 28.6 black 500 5000 abm3h-a-l m, i, s, hs, lh, h, hlm 1.50 38.1 1.50 38.1 white 50 500 abm3h-a-l20 1.50 38.1 1.50 38.1 black 50 500 ABM4H-A-L 2.00 50.8 2.00 50.8 white 50 500 cable tie cross sections: m = miniature, i = interme diate, s = standard, hs = heavy-standard,  lh = light-heavy, h = heavy, hlm = miniature tak-ty ? hook & loop cable ties.
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