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		  Datasheet File OCR Text:


		  1  features  magnetically shielded construction.  storage temperature range: -40  ~+105  .  operating temperature range: -40  ~+105  (including coils self-heat).  competitive price due to improvement of productivit y efficiency.  rohs compliance.  applications ideally used in mobile phone,pda,mp3,dsc/dvc,hdd,et c as dc-dc  converter inductors.      shapes and dimensions/recommended land patterns(mm) power inductor power inductor power inductor power inductor cdrh**d**r series     dimensions 4.5 3.0 4.5 3.0 c  max. 5.8 5.8 4.8 4.8 d 6.3 6.3 5.3 5.3 b  max. 4.2 3.2 5.3 cdrh50d43r cdrh60d43r cdrh60d28r cdrh50d28r type name 3.8 3.8 3.2 e 6.3 6.3 5.3 a  max. 5.3 5.3 4.2 f a c b d e f cdrh98d18r  www.datasheet.net/  datasheet pdf - http://www..co.kr/

 2 power inductor power inductor power inductor power inductor cdrh**d**r series 5.9 1.3 3.6 6.2 cdrh60d28r 4.8 1.1 3.0 5.2 cdrh50d43r 4.8 1.1 3.0 5.2 cdrh50d28r 10.2 3.3 3.6 10.2 CDRH89D18R 5.9 1.3 3.6 6.2 cdrh60d43r 3.2 1.5 0.8 3.8 cdrh38d16r/ld 1.5 1.5 1.5 1.5 1.5 1.1 1.1 c  3.2 3.2 3.2 3.2 3.2 2.2 2.2 d 0.8 3.8 cdrh38d16r/hp 0.8 0.8 0.8 0.8 0.8 0.8 b 3.0 cdrh30d16r cdrh38d16r cdrh38d14r/ld cdrh38d14r/hp cdrh38d14r cdrh30d14r type name 3.8 3.8 3.8 3.8 3.0 a      land pattern (mm) a b d c 1.8 1.8 1.8 1.5 1.5 1.5 1.8 1.5 c  max. 3.5 3.5 3.5 3.5 3.5 3.5 2.8 2.8 d 3.0 1.0 4.2 3.95 cdrh38d16r/hp 4.2 4.2 4.2 4.2 4.2 3.3 3.3 b  max. 2.0 1.0 3.15 cdrh30d16r cdrh38d16r/ld cdrh38d16r cdrh38d14r/ld cdrh38d14r/hp cdrh38d14r cdrh30d14r type name 1.0 1.0 1.0 1.0 1.0 1.0 e 3.95 3.95 3.95 3.95 3.95 3.15 a  max. 3.0 3.0 3.0 3.0 3.0 2.0 f a c b d e f  www.datasheet.net/  datasheet pdf - http://www..co.kr/

 3     electrical characteristics specification. 0.60 0.75 0.90 1.05 1.30 1.60 1.90 (at 20  ) 0.95 0.56 223  20% 6.4  20% cdrh30d14rnp-6r4mc 1.16 0.68 153  20% 4.7  20% cdrh30d14rnp-4r7mc 1.28 0.80 111  20% 3.3  20% cdrh30d14rnp-3r3mc 1.62 1.00 74  25% 2.2  30% cdrh30d14rnp-2r2nc 0.63 0.46 394  20% 10  20% cdrh30d14rnp-100mc 2.10 1.20 50  25% 1.4  30% cdrh30d14rnp-1r4nc 2.43 1.40 39  25% 1.0  30% cdrh30d14rnp-1r0nc (at 100  ) temperature  rise current (a)    2 saturation current ( a )    1 d.c.r.   (m  ) inductance (=h) sumida p/n power inductor power inductor power inductor power inductor cdrh**d**r series     cdrh30d14r 0.52 0.41 624(520) 22  20% cdrh30d16rnp-220mc 0.56 0.50 498(415) 15  20% cdrh30d16rnp-150mc 0.39 0.33 948(770) 33  20% cdrh30d16rnp-330mc 0.86 0.60 252(210) 10  20% cdrh30d16rnp-100mc 0.74 0.88 1.05 1.28 1.52 1.88 0.97 210(175) 6.8  20% cdrh30d16rnp-6r8mc 1.11 150(120) 4.7  30% cdrh30d16rnp-4r7mc 1.52 93.8(75) 3.3  30% cdrh30d16rnp-3r3mc 1.95 58.8(47) 2.2  30% cdrh30d16rnp-2r2nc 2.30 47.5(38) 1.5  30% cdrh30d16rnp-1r5nc 2.73 37.5(30) 1.0  30% cdrh30d16rnp-1r0nc temperature rise current (a)    2 saturation current ( a )    1 d.c.r. (m  ) max. (typ.) inductance (=h) sumida p/n     cdrh30d16r  www.datasheet.net/  datasheet pdf - http://www..co.kr/

 4 power inductor power inductor power inductor power inductor cdrh**d**r series     cdrh38d14r 0.66 0.68 552(460) 15  20% cdrh38d14rhpnp-150mc 0.83 0.83 348(290) 10  20% cdrh38d14rhpnp-100mc 0.54 0.56 840(700) 22  20% cdrh38d14rhpnp-220mc 1.04 1.05 222(185) 6.3  20% cdrh38d14rhpnp-6r3mc 1.28 1.40 1.80 2.00 2.40 2.75 1.45 138(115) 4.3  20% cdrh38d14rhpnp-4r3mc 1.70 113(90) 3.6  20% cdrh38d14rhpnp-3r6mc 2.40 68.8(55) 2.2  30% cdrh38d14rhpnp-2r2nc 2.70 53.8(43) 1.7  30% cdrh38d14rhpnp-1r7nc 3.40 37.5(30) 1.2  30% cdrh38d14rhpnp-1r2nc 4.30 25(20) 0.9  30% cdrh38d14rhpnp-r90nc temperature rise current (a)   2 saturation current ( a )   1 d.c.r. (m  ) max. (typ.) inductance (=h) sumida p/n     cdrh38d14r/hp 0.60 0.43 642(535) 22  20% cdrh38d14rnp-220mc 0.76 0.53 402(335) 15  20% cdrh38d14rnp-150mc 0.48 0.36 972(810) 33  20% cdrh38d14rnp-330mc 0.95 0.66 270(225) 10  20% cdrh38d14rnp-100mc 0.80 1.00 1.12 1.40 1.64 1.88 1.32 163(136) 6.8  20% cdrh38d14rnp-6r8mc 1.55 114(91) 4.2  20% cdrh38d14rnp-4r2mc 1.90 90(72) 3.3  20% cdrh38d14rnp-3r3mc 2.50 55(44) 2.2  30% cdrh38d14rnp-2r2nc 3.00 40(32) 1.6  30% cdrh38d14rnp-1r6nc 3.60 28.8(23) 1.2  30% cdrh38d14rnp-1r2nc temperature  rise current (a)   2 saturation current ( a )   1 d.c.r. (m  ) max. (typ.) inductance (=h) sumida p/n  www.datasheet.net/  datasheet pdf - http://www..co.kr/

 5 power inductor power inductor power inductor power inductor cdrh**d**r series     cdrh38d14r/ld     cdrh38d16r 0.48 0.24 840(700) 33  20% cdrh38d14rldnp-330mc 0.68 0.30 480(400) 22  20% cdrh38d14rldnp-220mc 0.85 0.35 294(245) 15  20% cdrh38d14rldnp-150mc 0.44 0.21 1070(895) 47  20% cdrh38d14rldnp-470mc 1.08 0.43 214(178) 10  20% cdrh38d14rldnp-100mc 0.54 0.64 0.76 0.92 1.08 1.20 1.46 130(108) 6.8  20% cdrh38d14rldnp-6r8mc 1.73 90(72) 4.7  20% cdrh38d14rldnp-4r7mc 2.14 72.5(58) 3.3  20% cdrh38d14rldnp-3r3mc 2.65 43.8(35) 2.2  30% cdrh38d14rldnp-2r2nc 3.30 32.5(26) 1.5  30% cdrh38d14rldnp-1r5nc 3.58 27.5(22) 1.2  30% cdrh38d14rldnp-1r2nc temperature  rise current (a)   2 saturation current ( a )   1 d.c.r. (m  ) max. (typ.) inductance (=h) sumida p/n 0.68 0.31 0.35 431  20% 33  20% cdrh38d16rnp-330mc 0.47 0.24 0.29 788  20% 47  20% cdrh38d16rnp-470mc 0.42 0.22 0.26 1007  20% 68  20% cdrh38d16rnp-680mc 1.15 0.47 0.53 174  20% 15  20% cdrh38d16rnp-150mc 0.80 0.38 0.44 303  20% 22  20% cdrh38d16rnp-220mc 1.30 0.54 0.62 127  20% 10  20% cdrh38d16rnp-100mc 0.33 0.17 0.20 1521  20% 100  20% cdrh38d16rnp-101mc 0.81 0.95 1.16 1.41 1.65 2.18 (at 20  ) 1.50 0.69 91  25% 6.8  20% cdrh38d16rnp-6r8mc 1.75 0.80 68  25% 4.7  20% cdrh38d16rnp-4r7mc 2.25 0.99 47  25% 3.3  20% cdrh38d16rnp-3r3mc 2.85 1.22 30  25% 2.2  30% cdrh38d16rnp-2r2nc 3.05 1.39 27  25% 1.6  30% cdrh38d16rnp-1r6nc 3.45 1.73 19  25% 0.9  30% cdrh38d16rnp-r90nc (at 100  ) temperature  rise current (a)   2 saturation current ( a )   1 d.c.r.   (m  ) inductance (=h) sumida p/n  www.datasheet.net/  datasheet pdf - http://www..co.kr/

 6 power inductor power inductor power inductor power inductor cdrh**d**r series     cdrh38d16r/hp     cdrh38d16r/ld 0.75 0.23 0.26 351  20% 33  20% cdrh38d16rldnp-330mc 0.65 0.19 0.22 490  20% 47  20% cdrh38d16rldnp-470mc 0.45 0.15 0.18 867  20% 68  20% cdrh38d16rldnp-680mc 1.13 0.32 0.36 163  20% 15  20% cdrh38d16rldnp-150mc 0.90 0.28 0.32 248  20% 22  20% cdrh38d16rldnp-220mc 1.45 0.40 0.47 104  20% 10  20% cdrh38d16rldnp-100mc 0.35 0.12 0.15 1335  20% 100  20% cdrh38d16rldnp-101mc 0.56 0.69 0.81 1.01 1.14 1.54 (at 20  ) 1.75 0.49 75  25% 6.8  20% cdrh38d16rldnp-6r8mc 2.00 0.59 55  25% 4.7  20% cdrh38d16rldnp-4r7mc 2.60 0.70 37  25% 3.3  20% cdrh38d16rldnp-3r3mc 3.00 0.88 30  25% 2.2  30% cdrh38d16rldnp-2r2nc 3.15 0.99 25  25% 1.6  30% cdrh38d16rldnp-1r6nc 3.80 1.31 18  25% 0.9  30% cdrh38d16rldnp-r90nc (at 100  ) temperature rise current (a)   2 saturation current ( a )   1 d.c.r.   (m  ) inductance (=h) sumida p/n 0.50 0.38 0.45 694  20% 33  20% cdrh38d16rhpnp-330mc 0.45 0.32 0.38 847  20% 47  20% cdrh38d16rhpnp-470mc 0.30 0.27 0.32 1357  20% 68  20% cdrh38d16rhpnp-680mc 1.00 0.56 0.66 216  20% 15  20% cdrh38d16rhpnp-150mc 0.75 0.46 0.54 371  20% 22  20% cdrh38d16rhpnp-220mc 1.15 0.72 0.84 156  20% 10  20% cdrh38d16rhpnp-100mc 1.00 1.24 1.46 1.76 2.06 2.66 (at 20  ) 1.35 0.85 112  25% 6.8  20% cdrh38d16rhpnp-6r8mc 1.60 1.07 82  25% 4.7  20% cdrh38d16rhpnp-4r7mc 1.95 1.22 59  25% 3.3  20% cdrh38d16rhpnp-3r3mc 2.65 1.50 34  25% 2.2  30% cdrh38d16rhpnp-2r2nc 2.95 1.76 29  25% 1.6  30% cdrh38d16rhpnp-1r6nc 3.30 2.40 20  25% 0.9  30% cdrh38d16rhpnp-r90nc (at 100  ) temperature  rise current (a)   2 saturation current ( a )   1 d.c.r.   (m  ) inductance (=h) sumida p/n  www.datasheet.net/  datasheet pdf - http://www..co.kr/

 7 power inductor power inductor power inductor power inductor cdrh**d**r series     cdrh50d28r 0.98 0.94 248  20% 33  20% cdrh50d28rnp-330nc 1.16 1.15 175  20% 22  20% cdrh50d28rnp-220nc 1.30 1.40 140  20% 15  20% cdrh50d28rnp-150nc 0.78 0.78 370  20% 47  20% cdrh50d28rnp-470nc 1.75 1.70 87  25% 10  20% cdrh50d28rnp-100nc 2.10 2.50 3.10 3.65 4.20 4.80 2.20 61  25% 6.8  20% cdrh50d28rnp-6r8nc 2.70 40  25% 4.7  20% cdrh50d28rnp-4r7nc 3.50 25  25% 3.0  20% cdrh50d28rnp-3r0nc 4.30 17  25% 2.2  30% cdrh50d28rnp-2r2nc 4.70 15  25% 1.6  30% cdrh50d28rnp-1r6nc 5.40 13  25% 1.2  30% cdrh50d28rnp-1r2nc temperature  rise current (a)   2 saturation current ( a )   1 d.c.r. (m  ) max. (typ.) inductance (=h) sumida p/n     cdrh50d43r 3.80 3.60 22  25% 2.2  30% cdrh50d43rnp-2r2nc 3.50 2.90 25  25% 3.3  30% cdrh50d43rnp-3r3nc 0.65 0.54 545  20% 100  20% cdrh50d43rnp-101mc 0.51 0.44 775  20% 150  20% cdrh50d43rnp-151mc 0.49 0.36 975  20% 220  20% cdrh50d43rnp-221mc 0.72 0.65 430  20% 68  20% cdrh50d43rnp-680mc 0.91 0.78 270  20% 47  20% cdrh50d43rnp-470mc 1.25 0.96 160  20% 33  20% cdrh50d43rnp-330mc 1.44 1.16 112  20% 22  20% cdrh50d43rnp-220mc 1.44 1.75 2.12 2.44 1.90 72  25% 15  20% cdrh50d43rnp-150mc 2.40 47  25% 10  20% cdrh50d43rnp-100mc 2.80 37  25% 6.8  20% cdrh50d43rnp-6r8mc 3.20 30  25% 4.7  20% cdrh50d43rnp-4r7mc temperature rise current (a)   2 saturation current ( a )   1 d.c.r. (m  ) max. (typ.) inductance (=h) sumida p/n  www.datasheet.net/  datasheet pdf - http://www..co.kr/

 8 power inductor power inductor power inductor power inductor cdrh**d**r series     cdrh60d28r 0.80 0.65 456(380) 68  20% cdrh60d28rnp-680mc 0.65 0.54 654(545) 100  20% cdrh60d28rnp-100mc 1.02 0.76 300(250) 47  20% cdrh60d28rnp-470mc 0.54 0.44 942(785) 150  20% cdrh60d28rnp-150mc 1.27 0.93 198(165) 33  20% cdrh60d28rnp-330mc 1.55 1.10 132(110) 22  20% cdrh60d28rnp-220mc 1.75 1.35 111(89) 15  20% cdrh60d28rnp-150mc 2.25 1.60 72.5(58) 10  20% cdrh60d28rnp-100mc 2.00 2.40 2.70 3.00 3.50 2.90 46.3(37) 6.8  20% cdrh60d28rnp-6r8mc 3.75 30(24) 4.7  20% cdrh60d28rnp-4r7mc 4.00 27.5(22) 3.9  20% cdrh60d28rnp-3r9mc 4.45 22.5(18) 3.0  30% cdrh60d28rnp-3r0nc 4.85 20(16) 2.2  30% cdrh60d28rnp-2r2nc temperature rise current (a)   2 saturation current ( a )   1 d.c.r. (m  ) max. (typ.) inductance (=h) sumida p/n     cdrh60d43r (at 105  ) (at 20  ) 0.47 0.56 0.68 0.85 1.00 1.20 1.45 1.80 2.10 2.60 3.10 3.50 4.40 4.80 5.80 0.49 0.44 1030  20% 220  20% cdrh60d43rnp-221mc 0.45 0.38 1325  20% 330  20% cdrh60d43rnp-331mc 5.20 4.80 15  25% 1.5  30% cdrh60d43rnp-1r5nc 0.82 0.66 415  20% 100  20% cdrh60d43rnp-101mc 0.65 0.52 670  20% 150  20% cdrh60d43rnp-151mc 0.90 0.75 325  20% 68  20% cdrh60d43rnp-680mc 1.04 0.90 270  20% 47  20% cdrh60d43rnp-470mc 1.33 1.12 178  20% 33  20% cdrh60d43rnp-330mc 1.55 1.30 118  20% 22  20% cdrh60d43rnp-220mc 1.60 2.00 2.50 2.80 3.60 4.00 1.98 78  25% 15  20% cdrh60d43rnp-150mc 2.90 38  25% 10  20% cdrh60d43rnp-100mc 3.45 31  25% 6.8  20% cdrh60d43rnp-6r8mc 3.80 26  25% 4.7  20% cdrh60d43rnp-4r7mc 4.10 22  25% 3.3  30% cdrh60d43rnp-3r3nc 4.40 17  25% 2.2  30% cdrh60d43rnp-2r2nc temperature  rise current (a)   2 saturation current ( a )   1 d.c.r. (m  ) max. (typ.) inductance (=h) sumida p/n  www.datasheet.net/  datasheet pdf - http://www..co.kr/

 9 california chicago tel.+1-408-321-9660   fax. +1-408-321-9308 tel.+1-847-545-6700   fax. +1-847-545-6720 taipei shenzhen shanghai hong kong tel.+60-3-8733-0900 fax.+60-3-8737-7384 tel.+65-6296-3388   fax.+65-6296-3390 tel.+82-2-6237-0777  fax.+82-2-6237-0778 tel.+81-3-5202-7112    fax.+81-3-5202-7105 malaysia singapore seoul tokyo for more information tel.+886-2-27065228  fax.+886-2-27065229 tel.+86-755-82910228 fax.+86-755-82910338 tel.+86-021-58363299 fax.+86-021-58363266 tel.+852-2880-6688   fax.+852-2565-9600 power inductor power inductor power inductor power inductor cdrh**d**r series     cdrh98d18r 1.05 1.05 410(328) 47  20% cdrh98d18rnp-470mc 1.25 1.25 287(230) 33  20% cdrh98d18rnp-330mc 1.50 1.85 2.30 2.75 3.30 1.50 195(156) 22  20% cdrh98d18rnp-220mc 1.85 125(100) 15  20% cdrh98d18rnp-150mc 2.40 81(65) 10  20% cdrh98d18rnp-100mc 2.75 66(53) 6.8  20% cdrh98d18rnp-6r8mc 3.70 38.5(31) 4.3  20% cdrh98d18rnp-4r3mc temperature rise  current (a)   2 saturation  current ( a )   1 d.c.r. (m  ) max. (typ.) inductanc e (=h) sumida p/n  1  saturation current: this indicates the value of d.c . current when the inductance decreases to 70% of  its nominal value.  2  temperature rise current: the actual current when t emperature of coil becomes   t=40  .(ta=20  )  www.datasheet.net/  datasheet pdf - http://www..co.kr/
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