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		  Datasheet File OCR Text:


		  ? american power conversion corp., all rights reserved   world wide [   ]  change basic rack pdu rack pdu, basic, zero u, 20a, 120v, (14)5-15  AP9551  email technical specifications printer friendly  more images standard lead time : usually in stock apc basic rack pdu , input: 120v , input  connections: nema l5-20p , cord length: 12 feet  ( 3.66 meters ) , output: 120v , output  connections: nema 5-15r  includes : rack mounting brackets, toolless  mounting kit, user manual  technical specifications product overview documentation options compare models output nominal output voltage  120v  maximum total current draw per  phase  20a  output connections  (14) nema 5-15r  always on outlets  14  overload protection  yes  input nominal input voltage  120v  input frequency  50/60 hz  regulatory derated input current  (north america)  16a  input connections  nema l5-20p  cord length  3.66 meters  number of power cords  1  acceptable input voltage  90-132 vac  maximum line current per phase  20a  maximum input current per phase  20a  load capacity  2400 va  physical net weight  2.20 kg  maximum height  620.00 mm  maximum width  44.00 mm  maximum depth  44.00 mm  shipping weight  2.92 kg  shipping height  648.00 mm  shipping width  178.00 mm  shipping depth  152.00 mm  color  black  units per pallet  100.00  environmental operating environment  0 - 45 c  operating relative humidity  0 - 95%  operating elevation  0-3000 meters  storage temperature  -25 - 65 c  storage relative humidity  0 - 95%  storage elevation  0-15000 meters  conformance regulatory approvals  cul recognized,csa,ul 1363,ul recognized  standard warranty  2 years repair or replace  copyright about apc investors job seekers press feedback contact privacy policy home products support services selectors how to buy
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