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		  Datasheet File OCR Text:


		  product description features parameters specification unit operating wavelength range 1260~1360 1510~1610 mm through insertion loss (@  op , t op , all sop, exclude  connector) 2% 5% 10%  0.4  0.6  0.9 db polarization dependent loss  0.05 db return loss (exclude connector)  45 db tapped  monitoring responsivity (relative to nominal power at  input port) 2% 5% 10% 10~23 26~59 52~110 14~25 35~65 70~120 ma/w responsivity temperature dependence  (@1310nm  or 1550nm)  0.3 db responsivity polarization dependence  0.1 db pd pd dark current (@ 70c, -5v bias) 0.5g bandwidth  10 na 2.0g bandwidth  2.5 na reverse voltage  20 v forward current  10 ma conditions input optical power 2% 5% 10%  21  16  12 dbm operating temperature range  ( 46335 landing pkwy fremont, ca 94538  tel: (510) 933-7200 fax: (510) 933-7300 email: sales@oplink.com ? www.oplink.com itms ordering information product lines:    ?   mux/demux    ?    switching/routing    ?    coupling/splitting    ?    monitoring/conditioning    ?    amplifcation    ?    transmission    ?    interconnect    ?    rgb laser modules mechanical drawing / package dimensions   (dimension in mm)  oplink can provide a remarkable range of customized optical solutions. for detail, please contact oplinks oem  design team or account manager for your requirements and ordering information (510) 933-7200. standard package (p1, bare fiber or loose tube) miniature package (p4, bare fiber only) miniature package (p5, loose tube only)   st andard  package  p in  assignment pin  1: anode pin  2: cathode  pin  3: case  g round input(black) note :  anode is conne ct ed to the metal housin g. input(blue) output(white ) note :  anode is conne ct ed to the metal housin g. 0 0   tap ratio          wavelength bandwidth package & fiber type fiber length     p bare ber  p looe tbe  p bare ber   p looe tbe   eter  eter  eter  eter  connector  type one   fcpc fcpc fcpc cpc cpc cpc t lc  ingle channel ntegrated tap onitor t erie r n  n  cl band  rohs:    o   o  o  o rohs  r  
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