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		  Datasheet File OCR Text:


		  d i g i t r o n   s e m i c o n d u c t o r s 144 market street kenilworth nj 07033 usa phone +1.908.245 - 7200 fax +1.908.245 - 0555 sales@digitroncorp.com www.digitroncorp.com rev. 2012 0705 1n4460 C  1n44 96 glass zener diodes 1n6485 C  1n6491 1.5 watts maximum ratings operating temperature: - 65 to +175c storage temperature: - 65 to +175 c power dissipation: 1.5 watts @ t a = 25 c thermal resistance 42c/w at 3/8 inch  from body forward voltage 1.00 v at 200 ma and 1.5 v at 1.0 a electrical characteristics @ 25c nominal zener voltage v z test current i zt maximum dynamic impedance z zt @ i zt maximum knee impedance z zk  @ i zk maximum reverse current i r  @ v r maximum continuous current i zm surge current 8.3 ms sq wave i zsm type volts ma ohms ohms ma a volts ma amps 1n6485 3.3 76.0 10 400 1.0 50 1.0 433 4.2 1n6486 3.6 69.0 10 400 1.0 50 1.0 397 3.9 1n6487 3.9 64.0 9 400 1.0 35 1.0 366 3.6 1n6488 4.3 58.0 9 4 00 1.0 5.0 1.0 366 3.6 1n6489 4.7 53.0 8 500 1.0 4.0 1.0 304 3.0 1n6490 5.1 49.0 7 500 1.0 1.0 1.0 280 2.7 1n6491 5.6 45.0 5 600 1.0 .5 2.0 255 2.5 1n4460 6.2 40.0 4 200 1.0 10.0 3.72 230 2.3 1n4461 6.8 37.0 2.5 200 1.0 5.0 4.08 210 2.1 1n4462 7.5 34. 0 2.5 400 .50 1.0 4.50 191 1.9 1n4463 8.2 31.0 3 400 .50 .50 4.92 174 1.7 1n4464 9.1 28.0 4 500 .50 .30 5.46 157 1.6 1n4465 10.0 25.0 5 500 .25 .30 8.00 143 1.4 1n4466 11.0 23.0 6 550 .25 .30 8.80 130 1.3 1n4467 12.0 21.0 7 550 .25 .20 9.60 119 1.2 1 n4468 13.0 19.0 8 550 .25 .05 10.40 110 1.1 1n4469 15.0 17.0 9 600 .25 .05 12.00 95 .95 1n4470 16.0 15.5 10 600 .25 .05 12.80 90 .80 1n4471 18.0 14.0 11 650 .25 .05 14.40 79 .79 1n4472 20.0 12.5 12 650 .25 .05 16.00 71 .71 1n4473 22.0 11.5 14 650 .25 .05 17.60 65 .65 1n4474 24.0 10.5 16 700 .25 .05 19.20 60 .60 1n4475 27.0 9.5 18 700 .25 .05 21.60 53 .53 1n4476 30.0 8.5 20 750 .25 .05 24.00 48 .48 1N4477 33.0 7.5 25 800 .25 .05 26.40 43 .43 1n4478 36.0 7.0 27 850 .25 .05 28.80 40 .40 1n4479 39.0 6.5 30 900 .25 .05 31.2 37 .37 1n4480 43.0 6.0 40 950 .25 .05 34.4 33 .33 1n4481 47.0 5.5 50 1000 .25 .05 37.6 30 .30 1n4482 51.0 5.0 60 1100 .25 .05 40.8 28 .28 1n4483 56.0 4.5 70 1300 .25 .25 44.8 26 .26 1n4484 62.0 4.0 80 1500 .25 .25 49.6 23 .23 1n4485 68.0 3.7 100 1700 .25 .25 54.4 21 .21 1n4486 75.0 3.3 130 2000 .25 .25 60.4 19 .19 1n4487 82.0 3.0 160 2500 .25 .25 65.6 17 .17 1n4488 91.0 2.8 200 3000 .25 .25 72.8 16 .16

 d i g i t r o n   s e m i c o n d u c t o r s 144 market street kenilworth nj 07033 usa phone +1.908.245 - 7200 fax +1.908.245 - 0555 sales@digitroncorp.com www.digitroncorp.com rev. 2012 0705 1 n4460 C  1n44 96          glass zener diodes 1n6485 C  1n6491 1.5 watts 1n4489 100.0 2.5 250 3100 .25 .25 80.0 14 .14 1n4490 110.0 2.0 300 4000 .25 .25 88.0 13 .13 1n4491 120.0 2.0 400 4500 .25 .25 96.0 12 .12 1n4492 130.0 1.9 500 5000 .25 .25 104.0 11 .11 1n4493 150.0 1.7 700 6000 .25 .25 120.0 9.5 .095 1n4494 160.0 1.6 1000 6500 .25 .25 128.0 8.9 .089 1n4495 180.0 1.4 1300 7000 .25 .25 144.0 7.9 .079 1n4496 200.0 1.2 1500 8000 .25 .25 160.0 7.2 .072 standard tolerance is 5%.  available in 2%(c) tolerance and 1%(d) tolerance. mechanica l characteristics case: glass marking: body painted, alpha - numeric polarity: cathode band bl maximum length may include end plugs available non - rohs (standard) or rohs compliant (add pbf suffix) a vailable as hr (high reliability) screened per mil - prf - 19500, jantx level. add hr suffix to base part nu mber dimensions 1n4460 - 1n4488, 1n6485 C  1n6491 inches millimeters min max min max bd - 0.095 - 2.413 bl - 0.180 - 4.572 ld 0.028 0.032 0.711 0.813 ll 1.00 0 - 25.400 -
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