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		  Datasheet File OCR Text:


		    communication modules   COM-1240  mvb interface b oard                                   data sheet         tel.  +39 0433 485 411 fax. +39 0433 485 499 e-mail:   sales main features    architecture:  pc/104 compliant  m vb   d evices class: 3 (4   op tional)  device interface:  emd (electrical middle distance)  internal cpu:  32 bits, 24 mhz risc processor  sram:  1 mb (accessible from host)  dimensions (l x w x h):  90mm x 96mm x 15mm  power supply:  +5 volts  5%  power consumption:  3.5 watts   operating temp. range:  -25c to +85c   (en50155 compl nt)  relative humidity:  95% max  (non condensing)  supported o. s.:  linux, wince                      general description    th  mvb inter li ant with the 2002/95/ce (rohs) directive,  specifically developed to be used as a  gateway between a pc104 system and the m vb bus (multifunctional vehicle bus, as used in rail applications).   it  m  board railway vehicles thus simplifying connections and   widening compatibility.   the COM-1240 features the 32 bit, 24 mhz risc microprocessor a nd supports the complete tcn (train communication network)  pr  (optiona he session layer. this will free  up resource requirements on the main cpu  module, as it will only need to handle the application layer of the tcn protocol.  the COM-1240 is lightweight and has very low power consu pti on. it is en50155 compliant, so it will be resistant to high  vibrations, humidity and temperature extremes.       ia   rohs   e COM-1240 is an face board, comp will allow for enhanced com unications with the devices installed on otocol stack class 3 lly class 4) , up to t m eth_COM-1240_d s180708 a ll trademarks or registred trademarks are the properties of their respective companies.   @ eurotech.it url:  www.eurotech.it note:  the information in this document is subject to change without notice and should not be construed as a commitment by eurotech s .p.a. while reasonable precautions have been taken, eurotech s.p.a. assumes no responsibility for any error that may appear in this d ocument.  

 mouser electronics    authorized distributor      click to view pricing, inventory, delivery & lifecycle information:         eurotech:     ? COM-1240-00
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