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		  Datasheet File OCR Text:


		  SFP-1411 version: 1 155m smf sfp transceiver, 40km, 1310nm levelone SFP-1411 is a high performance and costeffective single-mode sfp transceiver. intended for use with 100base-fx, it provides up to 155 mbps bi-directional data transfer rate on a single duplex fiber core. for use with 9-micron fiber cables, it has increased transmission power to reach a distance of up to 40km. the SFP-1411 transceiver operates using a wavelength of 1310nm with a fp-laser diode light source and has a lc connector. key features - 1310nm fp ld - data rate: 155mbps, nrz - single +3.3v power supply - rohs compliant and lead-free - ac/ac differential electrical interface - compliant with multi-source agreement (msa) small form factor pluggable (sfp) - duplex lc connector - compliance with 100base-fx of ieee802.3u standard - compliance with fddi pmd standard - compliance with atm standard - eye safety designed to meet laser class 1 comply with en60825-1 specifications system specifications connectors and cabling: www.level1.com page 1 of 4

 duplex lc connector, single-mode fiber(smf) wavelength(nm): 1310nm fp laser diode transmit power: -5 ~ 0 dbm power budget: 29 db power: supply voltage: 3.3v max voltage/current: 6v/300ma standards & protocols: ieee802.3u 100base-fx standard receive sensitivity(dbm): -34 dbm features general: hot-swappable performance data transfer rate: 1.25 gbps bi-directional data link operating distance: up to 40km (9/125?m) environment temperature (c): operating: 0c  ~  70c storage: -40  ~  85c humidity (non-condensing): 5 ~ 95% physical specifications dimensions (w x d x h mm): 13.7 x 56.5 x 8.95 mm weight (g): 20g others approval and compliance: class 1 eye safety and comply with en 60825-1 ce, fcc, rohs www.level1.com page 2 of 4

 diagram order information SFP-1411 no liability or responsibility for any errors or omissions in the content.  specifications are subject to change without notice. www.level1.com page 3 of 4

 all mentioned brand names are registered trademarks and property of their owners. copyright ? digital data communications gmbh, germany. all rights reserved. powered by tcpdf (www.tcpdf.org) www.level1.com page 4 of 4
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