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		  Datasheet File OCR Text:


		        bowei   integrated   circuits co.,ltd.   &  tel : 0311 -87091891  87091887  &  fax: 0311-87091282   &  http://www.cn-bowei .com 108                     specifications  (50 ? ,t a =-55 !?^ +85 ! ) dc voltage :  he164a :10 vdc he 1 64b / c : 11vdc rf input :+10dbm storage temp:  +125 ! case   temp :+ 105 ! maximum rating        typical   curves ( he161d ) gain frequency(ghz) gain(db) frequency(ghz) frequency(ghz) vswr vswr bowei   integrated   circuits co.,ltd.   b wei o p 0 (dbm) output    power qf004a +9v ~ +10v c2 c1 6 5 2 out in 100pf 100pf         parameterl         ghz       gp   db      p in   dbm         po dbm       v cc / i cc  v/a   typical   3.1~3.4   29.5     30.5   9 / 0 . 45       "e 29 . 0     "e 30 . 0 ?   --     29 . 5     35 . 0   10 / 0 . 75     "e 29 . 0 3 --         10 / 1 . 0       "e 29 . 0       --   f -f l h model he162a he162b he162c frequency  range l gainl input power   saturation outputpower   dc   operation  voltage / current guaranteed guaranteed typical typical guaranteed                       29.5 0 0 3 3 5 "e 34 . 8 ? 33 . 5 "e 33 . 0 ?  %3  t a =24  1 !;   3.0 29 30 31 3.2 3.4 ta=+25! ta=+85! ta= - 55! 3.1 3.3 3.5   3.0 3.1 3.3 3.5   1.5 2.0 1.0 3.2 3.4   3.0 35.0   34.0 3.1 3.3 3.5 3.2 3.4 36.0 pin=5dbm 3.1~3.4 3.1~3.4 3.1~3.4 3.1~3.4 3.1~3.4 features frequency range :3.1~3.4ghz gain flatness: gp 0 3db   vswri 1 6 standard hermetic package   operating temperature range: %? %? %3 "d . %? "d . %? %?   -55 !?^ +85 ! application   notes 1. typical application shown as   right: c =10 ?^ 33 ? f ? 1    c =  1000 ?^ 3300pf;  2 2.output port should be connected  with  isolator; 4. input port and output port should be avoided operating      under short 0  open  or high vswr state .  5. heat sink must be provided in use.  3. see   assembly   section   for   mounting   information HE164 series 1 1 2 2 3 3 4 4 5 5 6 6 lot number he164x  power amplifier medium 
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