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		  Datasheet File OCR Text:


		                                            3 261i   series   ?   rf signal chokes                     rev. a       a.   electrical specifications:     part   number   color dots   inductance   (nh)  5%   q   (min.)   test freq.   (mhz)   dcr ( ?      rated  current   (ma)   1   2   3   3361i - 90 njh   blk   wht   blk   90   80   100   0.035   600   3361i - r 10 jh   brn   blk   blk   100   80   100   0.035   600   3361i - r 11 jh   brn   brn   blk   110   80   100   0.035   600   3361i - r 12 jh   brn   red   blk   120   80   100   0.035   600   3361i - r 13 jh   brn   org   blk   130   80   100   0.035   600   3361i - r 14 jh   brn   yel   blk   140   80   100   0.045   600   3361i - r 15 jh   brn   grn   blk   150   80   100   0.045   600   3361i - r 1 7jh   brn   blu   grn   165   80   100   0.045   600   3361i - r 18 jh   brn   gry   blk   180   80   100   0.045   600   3361i - r 20 jh   red   blk   blk   200   80   100   0.045   600   3361i - r 22 jh   red   red   blk   220   80   100   0.058   600   3361i - r24jh   red   yel   blk   240   70   100   0.058   600   3361i - r 28 jh   red   gry   blk   280   70   100   0.058   600   3361i - r 31 jh   org   brn   blk   3 10   70   100   0.058   600   3361i - r 35 jh   org   grn   blk   350   70   100   0.058   600            note:   ?j?: tolerance 5%,   h  ?   internal control code.     b.   dimensions:   mm (in ch )  series   a   b   c   d   e   f   g   h   3361i   series   6.0   (0.236)   6.0   (0.236)   9.0   (0.354)   6.5   (0.256)   3.0   (0.118)   0.5   (0.0 20)   4.5   (0.177)   4.5   (0.177)   tol.   0.5   (0.020)   0.5   (0.020)   +1.0 (0.039)   - 0.5 (0.020)   max.   +1.0 (0.039)   - 0.5 (0.020)   0.05   (0.002)   0.5   (0.020)   0.5   (0.020)               c.   general information :  1.   for high frequency up to 1.0ghz.    2.   high q up to  150mhz.   3.   electrical specifications at 25 c.   4.   temperature stability: 150ppm/ c.   5.   operating temperature:  -30 c to   +85 c   6.   unspecified values and stricter tolerance less than   1% are available upon request.   7.   msl: level 1.       d.   applications:   1.   computers & game consoles   2.   se t top boxes & cables modems   3.   mobile com munication devices ( radios ,   etc.)   4.   lcd, dvd, brp   5.   for   lc filters, catv diplex filters.                    frontier   electronics corp. ?                                                 page  1   of  1                                667 e. coch ran st., simi v alley, ca 93065      http://www.frontierusa.com                                                               phone: 1 - 805 - 522 - 9998, fax: 1 - 805 - 522 - 9989  
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