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		  Datasheet File OCR Text:


		  dip switches end stackable piano type dip switch DX516 series DX516t_ _ _ _ tht terminals DX516 how to order: 1 2 3 sales@greatecs.com www.greatecs.com s t 02 04 06 08 10 type of terminals: smt terminals tht terminals no. of positions: 2 positions 4 positions 6 positions 8 positions 10 positions tb tr package style: tube tape & reel (only s.m.t) 1 3 5 general tolerance �  0.2mm general tolerance �  0.2mm DX516_10 DX516_08 DX516_06 DX516_04 DX516_02 materials: ? cover: ul 94v-0 nylon high-temp thermoplastic black ? base: ul 94v-0 nylon high-temp thermoplastic black ? actuator: ul 94v-0 nylon high-temp thermoplastic white ? contact: alloy copper with gold cladding ? terminal: brass with gold cladding mechanical: ? mechanical life: 2,000 cycles ? operation force:   800 gf  ? operation temperature: -20c to +85c ? storage temperature: -40c to +85c electrical: ? electrical life: 2,000 cycles ? rating: 25ma, 24vdc ? circuit: single pole single throw soldering processes: ? wave soldering: recommended solder temperature at 260c     max. 5 seconds for tht type.  ? contact resistance:100m 
  max,at 500vdc ? insulation resistance: 100m 
  max.,at 500vdc ? hand soldering: use a soldering iron of 30 watts, controlled at 350c    approximately max 5 seconds while applying solder.  dimention a & b:        tube dimension:             general specifications: DX516s_ _ _ _ smt terminals [0.024] [0.100 typ.] [0.035] [0.048] 1.22 2.54 typ. 0.60 [0.236] 6.00 [a  0.002] [0.031] 0.90 20 [0.386] 9.80 0.70 [0.028] 0.80 a 0.05 [0.197max] 5.00max [0.004] 0.10 b0.10=2.54*(p-1) 6.80 10.80 2.54 [0.100] 1.10 [b0.004=0.100*(p-1)] [0.043] [0.268] [0.425] DX516t_rc without DX516s_rc without 6 8 4 10 prod. no. no. of pos. dim. a dim. b 2 (2,4,6,8,10 pos avail) ra rc actuator type raised actuator recessed actuator 2 1 0 on/off-position push down on (standard) push down off 4 4 5 ? dielectric strength: 500vac / 1 minute ? reflow soldering: when applying reflow soldering, the peak temperature  or the reflow oven should be set at 260c max. ? do not wash the switch except top tape sealed type,  which suitable    for spray cleaning method from top of the s/w. reflow temperature proflie:  DX516_10 DX516_08 DX516_06 DX516_04 DX516_02 tape & reel: DX516_10 DX516_08 DX516_06 DX516_04 DX516_02 packing unit: 95               - 47               - 31               - 23               - 18               -                  700 DX516s-02. 04.06.08.10 prod.no       no.per   no. per tube         reel DX516t                                  DX516s temperature room 150 max 260 60sec 120~150sec time 255 230 5~10sec ( sec ) (2,4,6,8,10 pos avail) schematic(typ .) schematic(typ .) b0.10=2.54*(p-1)
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