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		  Datasheet File OCR Text:


		  br100-03lld ... br100-04lld br100-03lld ... br100-04lld surface mount bidirectional si-trigger-diodes (diac) bidirektionale si-triggerdioden fr die oberfl?chenmontage (diac) version 20 14 - 04 - 30 dimensions - ma?e [mm] breakover voltage durchbruchspannung 28 ... 45 v glass case minimelf glassgeh?use minimelf sod-80c weight approx. C gewicht ca. 0.04 g standard packaging taped and reeled standard lieferform gegurtet auf rolle please note pcn023 for change of case material and parameters: bitte pcn023 beachten wegen ?nderung geh?usematerial und parameter: http://diotec.com/tl_files/diotec/files/pdf/products/pcn/pcn023_br100-03lld_br100-04lld.pdf maximum ratings grenzwerte power dissipation verlustleistung t a  = 50c p tot 150 mw  1 ) peak pulse current (120 hz pulse repetition rate) max. triggerstrom (120 hz puls-wiederholrate) t p     20 s i pm   2 a  1 ) operating junction temperature C sperrschichttemperatur storage temperature C lagerungstemperatur t j t s -50...+100c -50...+175c characteristics kennwerte breakover voltage durchbruchspannung dv/dt = 10 v/s br100-03lld br100-04lld v bo v bo 28 ... 36 v 35 ... 45 v breakover current C durchbruchstrom v = 98% v bo i bo < 50 a asymmetry of breakover voltage unsymmetrie der durchbruchspannung |v (bo)f  C v (bo)r |  v bo < 3 v foldback voltage C spannungs-rcksprung i = i bo  to/auf i f  = 10 ma dv/dt = 10 v/s  v f/r > 5 v thermal resistance junction to ambient air w?rme widerstand sperrschicht  C  umgebende luft r tha < 150 k/w  1 ) thermal resistance junction to  terminal w?rmewiderstand sperrschicht  ?  anschluss r tht < 70 k/w 1 mounted on p.c. board with 25 mm 2  copper pads at each terminal montage auf leiterplatte mit 25 mm 2  kupferbelag (l?tpad) an jedem anschluss ?  diotec semiconductor ag http://www.diotec.com/ 1 0 . 3 0 . 3 3 . 5  0 . 1

 br100-03lld ... br100-04lld 2 http://www.diotec.com/ ?  diotec semiconductor ag
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