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		  Datasheet File OCR Text:


		  fox electronics  5570 enterprise parkway   fort myers, florida  33905  usa   +1.239.693.0099   fax +1.239.693.1554   www.foxonline.com   emea tel: +44 .1283.568153 | canada +1.888.438.2369 | japan tel: +81.3.3374.2079 | singapore tel: +65.68447989   ? 2013 fox electronics | an integrated device technology, inc. company | iso9001:2008 certified 14.3 x 9.3 mm, oven-controlled, hcmos, smd, xo rev. 6/28/2013 http://www.foxonline.com/need_a_sample.htm model: FTP301AH series page 1 of 2 rohs compliant (exemption 7c-i) / reach compliant 850-frequency-xxxxx  FTP301AH 5 mhz to 40 mhz ? part number selection frequency range model number part number 5.000 ~ 40.000 mhz 100 ppb 20 ppb -40oc ~ +85oc -40oc ~ +85oc 3.3 v dc   5% 15 pf typ 0.1v typ, 0.4v max 3.3 v  typ, 2.8v min -60dbc max 45% / 55% positive 5 ppm min 10 % 0v to 3.3v 100k ? 5 minutes 500ma max 0.6 w max at 25oc 5 ppb / day max 4 ppm max -90 dbc/hz max   -115 dbc/hz max -135 dbc/hz max -145 dbc/hz max 1 au 5.4 grams +250oc max, 10o s parameters frequency range  (f o ) frequency stabilty vs.:   operating temperature (t opr )   referenced to +25oc after 1 hour         others availabe - see page 2   change of  v dd  (  5%)   temperature range   operating  (t opr )   storage  (t stg ) supply voltage   ( v dd )   5v is available - contact fox output load   sinewave is available - contact fox output wave shape   (v ol )   (v oh )   spurious   symmetry control voltage   slope   frequency change (? f )   non-linearity (0.8v to ( v dd )   voltage control ( v c )   input impedance ( z in ) warm up   time (to 100 ppb) (referenced to  f c  @ 60min after turn-on)   warm-up current   operating power aging   short-term aging  (after 30 days)   long term  (10-years all effects) phase noise   @ 10 hz offset:   @ 100 hz offset:   @ 1 khz offset:   @ 10 khz offset: mosisture sensitivity level  (msl) termination finish weight  (typical)   reflow limits ? electrical characteristics max   (unless otherwise noted) all dimensions are in millimeters. pin connections #1 v c  or n.c.   #2 not connected   #3 gnd / case #4 rf output   #5 not connected   #6 v dd 10 mhz  19.2 mhz    12.8 mhz 20 mhz 15.36  mhz 25 mhz   16.384 mhz ? developed frequencies features ?  smd ?  3.3v operation (5v avail) ?  hcmos output

 45 f o x e l e c t r o n i c s     5 5 7 0   e n t e r p r i s e   p a r k w a y       f o r t   m y e r s ,   f l o r i d a     3 3 9 0 5     u s a      + 1 . 2 3 9 . 6 9 3 . 0 0 9 9       fa x   + 1 . 2 3 9 . 6 9 3 . 1 5 5 4       w w w. f o x o n l i n e . c o m   e m e a  te l :   + 4 4   . 1 2 8 3 . 5 6 8 1 5 3   |   c a n a d a   + 1 . 8 8 8 . 4 3 8 . 2 3 6 9   |   j a p a n   te l :   + 8 1 . 3 . 3 3 7 4 . 2 0 7 9   |   singapore tel: +65.68447989   ?   2 0 1 3   f o x   e l e c t r o n i c s   |  a n   i n t e g r a t e d   d e v i c e   te c h n o l o g y,   i n c .   c o m p a n y   |   i s o 9 0 0 1 : 2 0 0 8   c e r t i f i e d 14.3 x 9.3 mm, oven-controlled, hcmos, smd, xo rev. 6/28/2013 http://www.foxonline.com/need_a_sample.htm model: FTP301AH series page 2 of 2 rohs compliant (exemption 7c-i) / reach compliant 0 ~ +70oc -30oc ~ +70oc -40oc ~ +85oc ? ? ? ? ? ? 200 ppb ? other stabilities available 100 ppb 50 ppb stability temperature ? ? ? key:  ? = available, ?  = conditional, consult fox ?tape and reel specs
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