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		  Datasheet File OCR Text:


		  nominal coil resistance nominal current pick-up voltage drop-put voltage nominal power (w) voltage (  10%) (ma) (max.) (min.) consumption 6vdc 40 150 4.8vdc 0.6vdc 12vdc 160 75 9.6vdc 1.2vdc 24vdc 650 37 19.2vdc 2.4vdc approx 0.90 48vdc 2,600 18.5 38.4vdc 4.8vdc 100vdc 11,000 9.1 80.0vdc 10.0vdc 6vac - 183 4.8vac 1.8vac 12vac - 95 9.6vac 3.6vac 24vac - 56 19.2vac 7.2vac approx. 48vac - 26 38.4vac 14.4vac 1.2va 110vac - 11 88.0vac 33.0vac 220vac - 6.8 176.0vac 66.0vac contact arrangement spdt dpdt contact material agcdo 15 a  120vac 10a  120vac 15 a  28vdc 10a  28vdc max. operating voltage 250vac, 120vdc max. operating current 15a 10a contact resistance max. 50m w   (initial) insulation resistance           min. 100 w   (at 500vdc) 1000vac between open contact  (1 min.) 1500vac between coil & contacts (1 min.) surge strength 2000v operate time max. 25ms release time max. 25ms ambient temperature -  20c ~ + 40c vibration resistance 1.0mm d.a.  10 ~55hz shock resistance min. 20g                          mechanical 1x10  (ac), 5 x 10  (dc) operations                          electrical 5x10  operations weights approx. 35g 65 shark river road, neptune, new jersey 07753-7423 toll free 1 (888) 922-8330    fax (732) 922-6363 n features ? long life ? 2 contact arrangement - 1 form c for 15a - 2 form c for 10a ? applicable for low to high level loads ? pcb terminal & plug-in available n coil rating 7                                 7 5  life mc ul e155513 csa lr76479m1 n specifications contact rating  dielectric strength 7.5a  220vac  

 n how to order mc      2c   -   s   -  dc 24  -  tf series contact arrangement: 1c (spdt);  2c  (dpdt) mounting:  s = socket;  p = pcb voltage:  dc/ac 6, 12, 24, 48, 110/120, 220 cover:  blank = std;  tf = top flange n dimensions 65 shark river road, neptune, new jersey 07753-7423 (732) 922-6333  phone         (732) 922-6363  fax 
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