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		  Datasheet File OCR Text:


		  document number: 59049 revision 16- j ul-02 www.vishay.com 76 tms vishay aztronic for technical questions, contact sfer@vishay.com tms 0.5 / 1 / 1.2 / 1.8 / 2.5 tms 3.2 tms 5 mains transformers dimensions  in millimeters 32 5 34.5 20 20 10    9 7      6 5 1 5 a 6 pins ?0.8 3.5 40.2 5 34.5 25 20 10    9 7      6 5 1 5 28.1 6 pins   0.8 3.5 44.1 5 36.9 25 25 10    9 7      6 5 1 5 32.5 6 pins   0.8 3.5 electrical diagrams 1 secondary 2 secondarys 1 5 9 7 primary secondary 1 5 9 7 primary secondary 10 6 features   potted in a case to be mounted on a pcb   potting gives a high isolation and good aging   pins are on a standard 5mm pitch

 www.vishay.com 77 tms vishay aztronic document number: 59049 revision 16- j ul-02 for technical questions, contact sfer@vishay.com     series and model     size    power   (w)    temporized fuse   (a)    unit weight   (g)    high a  (mm) ei 30 0.5  42 15,3   6v   9v 12v 15v 18v 24v 2 x 6v 2 x 9v 2 x 12v 2 x 15v 2 x 18v 2 x 24v 83 55 41 33 27 21 41 27 21 17 14 11 166 110   82   66   54   42   82   54   42   34   28   22 200 133 100   80   66   50 100   66   50   40   33   25 300 200 150 120 100   75  150 100   75   60   50   37 417 277 209 167 139 104 208 139 104   83   69   52 533 355 266 213 179 133 266 178 133 107   89   67 834 554 418 334 278 208 416 278 209 166 138 104 ei 30 1.0  70 21.8 ei 30 1.2  80 23.8 ei 30 1.8  96 26.8 ei 30 2.5  110 29.5 ei 38 3.2 0.032 150 28.1 ei 42 5 0.032 195 32.5 tms    0.5 tms    1 tms    1.2 tms    1.8 tms    2.5 tms    3.2 tms    5 maximum permanent current (1 secondary) 7 - 9 ma maximum permanent current (2 secondaries) 6 - 7 + 9 - 10 ma other voltages on request mains transformers mechanical specifications case                          ul 94 vo compound climatic temperature range   shelf                - 40  c + 120  c   working          - 20  c + 70  c dielectric strength       primary/secondary  400vrms primary voltage    230vrms 50/60hz electrical protection    external fuse electrical specifications technical specifications marking print marked: manufacturer, series, model, customer speci   cations, manufacturing date (code).       series         tms  ordering information in box.  packaging       power          1.2          secondary voltage       1 x 12v




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of TMS322X15V 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























