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		  Datasheet File OCR Text:


		   high frequency products saw filter F5KA847M0D4ML features item summary lte , tx, 504 lifecycle stage mass production standard packaging quantity (minimum) taping embossed 3000 , 15000pcs products characteristics table temperature range -30 to +85 band(3gpp) b20 use lte transmitting / receiving tx filter insertion loss 1.7db attenuation 52db rohs compliance yes halogen free yes soldering method reflow external dimensions l 1.4mm  +0.1:-0.1 w 1mm  +0.1:-0.1 t 0.5mm  max 2015.06.03 powered by tcpdf (www.tcpdf.org)                                 1 / 1     spec sheet http://www.ty-top.com t h e d a t a i s r e f e r e n c e o n l y . e l e c t r i c a l c h a r a c t e r i s t i c s v a r y d e p e n d i n g o n e n v i r o n m e n t o r m e a s u r e m e n t c o n d i t i o n . t a i y o y u d e n r e s e r v e s t h e r i g h t t o m a ke c h a n g e t o t h e d a t e a t a n y t i m e w i t h o u t n o t i c e . b e f o r e m a k i n g f i n a l s e l e c t i o n , p l e a s e c h e c k p r o d u c t s p e c i f i c a t i o n .        customer name   stan dard   specification     system   band  20 tx   date   dec .   22 , 201 1   part number   f5ka 847m0d4ml   versi on  2 .1 b   final       pb - free   p b   * pb free part   msl1   table 1 electrical specification     passband: 832 ~ 862 mhz   item   condition   (mhz)   specification   unit   remarks   min.   typ.   max.   insertion loss   832~862   -   1.7   2. 3   db   (*1)   ripple   832~862   -   0.7   1.3   db     absolute attenuation   0 ~7 9 1   4 0   61   -   db     791~821   4 0   52   -   db     925~960   38   4 8   -   db     1570~1580   35   57   -   db     1664~1724   30   57   -   db     1805~1880   30   55   -   db     2110~2170   25   55   -   db     2400~2690   25   45   -   db     3328~3448   20   57   -   db     4160~4310   20   41   -   db     5000~6000   10   19   -   db     vswr   input   832~862   -   2. 0   2. 3   -     ou tput   -   2. 0   2. 3   -     input impedance   single - ended   50   ohm     output impedance   single - ended   50   ohm     operating temperature   - 30   to + 85   o c     (*1)   specification of insertion loss includes loss that comes from the test board.(0.05db)           customer name   stan dard   specification     system   band  20 tx   date   dec .   22 , 201 1   part number   f5ka 847m0d4ml   versi on  2 .1 b   final       pb - free   p b   * pb free part   msl1   dimensions   device size: 1.4ty p. x 1.0typ. x 0.5max.                         unit: mm       pin configuration     pin no.   symbol   function   1   in   single - ended  pin   2   gnd   ground   3   gnd   ground   4   out   single - ended pin   5   gnd   ground     evaluation condition                                 1   4   2,3,5   single - ended   in put   (50ohm)   single - ended   out put   (50ohm)   port1   port2        index        customer name   stan dard   specification     system   band  20 tx   date   dec .   22 , 201 1   part number   f5ka 847m0d4ml   versi on  2 .1 b   final       pb - free   p b   * pb free part   msl1     fig.1 pass - band characteristic     fig.2 in - band characteristic             customer name   stan dard   specification     system   band  20 tx   date   dec .   22 , 201 1   part number   f5ka 847m0d4ml   versi on  2 .1 b   final       pb - free   p b   * pb free part   msl1     fig.3  vswr       fig.4 wide - band characteristic     s11  in put   s 22   out put           customer name   stan dard   specification     system   band  20 tx   date   dec .   22 , 201 1   part number   f5ka 847m0d4ml   versi on  2 .1 b   final       pb - free   p b   * pb free part   msl1     fig.5 impedance (s11   in put)     fig.6 impedance (s22 output)               customer name   stan dard   specification     system   band  20 tx   date   dec .   22 , 201 1   part number   f5ka 847m0d4ml   versi on  2 .1 b   final       pb - free   p b   * pb free part   msl1   ordering code     ordering code   packing   reel size   status   F5KA847M0D4ML - z   tape & reel   3 ,000pcs.   mp   f5ka847m0 d4m l - za   tape & reel   less than  3 ,000 pcs.   mp   F5KA847M0D4ML - y   tape & reel   15,000pcs   mp   F5KA847M0D4ML - q   bulk   few pcs.   mp         *minimum  order  quantity  (moq)  is  assigned  for  each  inquiry,  please  contact  to  sales  representatives..   *mp : mass production       notice        all of the contents specified herein are subject to change without notice due to technical    improvements, etc.      please contact t aiyo   y uden   c o., ltd. for further details of product specifications.        please conduct validation and verification of products in actual condition of mounting    and operating environment before commercial shipment of the equipment.           
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  high frequency products saw filter F5KA847M0D4ML features item summary lte , tx, 504 lifecycle stage mass production standard packaging quantity (minimum) taping embossed 3000 , 15000pcs products characteristics table temperature range -30 to +85 band(3gpp) b20 use lte transmitting / receiving tx filter insertion loss 1.7db attenuation 52db rohs compliance yes halogen free yes soldering method reflow external dimensions l 1.4mm  +0.1:-0.1 w 1mm  +0.1:-0.1 t 0.5mm  max 2015.06.03 powered by tcpdf (www.tcpdf.org)                                 1 / 1     spec sheet http://www.ty-top.com t h e d a t a i s r e f e r e n c e o n l y . e l e c t r i c a l c h a r a c t e r i s t i c s v a r y d e p e n d i n g o n e n v i r o n m e n t o r m e a s u r e m e n t c o n d i t i o n . t a i y o y u d e n r e s e r v e s t h e r i g h t t o m a ke c h a n g e t o t h e d a t e a t a n y t i m e w i t h o u t n o t i c e . b e f o r e m a k i n g f i n a l s e l e c t i o n , p l e a s e c h e c k p r o d u c t s p e c i f i c a t i o n .        customer name   stan dard   specification     system   band  20 tx   date   dec .   22 , 201 1   part number   f5ka 847m0d4ml   versi on  2 .1 b   final       pb - free   p b   * pb free part   msl1   table 1 electrical specification     passband: 832 ~ 862 mhz   item   condition   (mhz)   specification   unit   remarks   min.   typ.   max.   insertion loss   832~862   -   1.7   2. 3   db   (*1)   ripple   832~862   -   0.7   1.3   db     absolute attenuation   0 ~7 9 1   4 0   61   -   db     791~821   4 0   52   -   db     925~960   38   4 8   -   db     1570~1580   35   57   -   db     1664~1724   30   57   -   db     1805~1880   30   55   -   db     2110~2170   25   55   -   db     2400~2690   25   45   -   db     3328~3448   20   57   -   db     4160~4310   20   41   -   db     5000~6000   10   19   -   db     vswr   input   832~862   -   2. 0   2. 3   -     ou tput   -   2. 0   2. 3   -     input impedance   single - ended   50   ohm     output impedance   single - ended   50   ohm     operating temperature   - 30   to + 85   o c     (*1)   specification of insertion loss includes loss that comes from the test board.(0.05db)           customer name   stan dard   specification     system   band  20 tx   date   dec .   22 , 201 1   part number   f5ka 847m0d4ml   versi on  2 .1 b   final       pb - free   p b   * pb free part   msl1   dimensions   device size: 1.4ty p. x 1.0typ. x 0.5max.                         unit: mm       pin configuration     pin no.   symbol   function   1   in   single - ended  pin   2   gnd   ground   3   gnd   ground   4   out   single - ended pin   5   gnd   ground     evaluation condition                                 1   4   2,3,5   single - ended   in put   (50ohm)   single - ended   out put   (50ohm)   port1   port2        index        customer name   stan dard   specification     system   band  20 tx   date   dec .   22 , 201 1   part number   f5ka 847m0d4ml   versi on  2 .1 b   final       pb - free   p b   * pb free part   msl1     fig.1 pass - band characteristic     fig.2 in - band characteristic             customer name   stan dard   specification     system   band  20 tx   date   dec .   22 , 201 1   part number   f5ka 847m0d4ml   versi on  2 .1 b   final       pb - free   p b   * pb free part   msl1     fig.3  vswr       fig.4 wide - band characteristic     s11  in put   s 22   out put           customer name   stan dard   specification     system   band  20 tx   date   dec .   22 , 201 1   part number   f5ka 847m0d4ml   versi on  2 .1 b   final       pb - free   p b   * pb free part   msl1     fig.5 impedance (s11   in put)     fig.6 impedance (s22 output)               customer name   stan dard   specification     system   band  20 tx   date   dec .   22 , 201 1   part number   f5ka 847m0d4ml   versi on  2 .1 b   final       pb - free   p b   * pb free part   msl1   ordering code     ordering code   packing   reel size   status   F5KA847M0D4ML - z   tape & reel   3 ,000pcs.   mp   f5ka847m0 d4m l - za   tape & reel   less than  3 ,000 pcs.   mp   F5KA847M0D4ML - y   tape & reel   15,000pcs   mp   F5KA847M0D4ML - q   bulk   few pcs.   mp         *minimum  order  quantity  (moq)  is  assigned  for  each  inquiry,  please  contact  to  sales  representatives..   *mp : mass production       notice        all of the contents specified herein are subject to change without notice due to technical    improvements, etc.      please contact t aiyo   y uden   c o., ltd. for further details of product specifications.        please conduct validation and verification of products in actual condition of mounting    and operating environment before commercial shipment of the equipment.           
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