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		  Datasheet File OCR Text:


		  struthers-dunn 407 east smith street - suite b timmonsville, sc 29161 us phone: (843) 346-4427 ? fax: (843) 346-4465 e-mail: info@struthers-dunn.com ? web site:www.struthers-dunn.com item # 88hpx-34-24vdc, 88hp series - hermetically sealed plug-in special purpose relays the 88hp series relay is a 2 or 3 pole, hermetically sealed, metal can relay. relays are completelysealed to prevent any contamination from entering. cases are painted gray to protect them fromcorrosion.  for additional configuration please contact the manufacturer.    specifications   contacts   coil   timing   dielectric strength   temperature   life expectancy   miscellaneous specifications  series  88hp  nominal input voltage  24 vdc  number of pins octal style  8 pin  resistance  400 ohms  contact arrangement  dpdt  contacts  contact configuration  dpdt  contact material  silver alloy, gold flashed  contact rating  10 a  maximum allowable contact load  10a at 240vac/28vdc  contact resistance, initial  50 milliohms max at 6vdc  3/27/2014 | page 1 of   3

 coil  coils available  ac and dc  nominal coil power ac  3 va  nominal coil power dc  1.5 w  input voltage tolerance - ac  85% to 110% of nominal  input voltage tolerance - dc  80% to 110% of nominal  drop-out voltge  10% of nominal  duty  continuous  timing  operate time (max)  25 ms  release time (max)  20 ms  dielectric strength  across open contacts  1000 vrms  between mutually insulated point  1250 vrms  insulation resistance  1000 megohms at 500vac  temperature  operating -10 to 60 oc 14 to 140 of  storage  -30 to 105 oc -22 to 221 of  life expectancy  electrical (full load)  100,000  mechanical (no load)  5,000,000  3/27/2014 | page 2 of   3

 miscellaneous  shock  20 gs 11ms, 1/2 sine wave  vibration  5 gs 10hz to 55hz  mounting position  any  enclosure  hermetically sealed metal case  weight  5.0 oz 142 g  3/27/2014 | page 3 of   3
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