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		  Datasheet File OCR Text:


		  65 shark river road, neptune, new jersey 07753-7423 toll free 1 (888) 922-8330    fx (732) 922-6363   e-mail: globalcomponents@msn.com n features ? industrial control relays ? power type ? large capacity 10a ? 1,2 and 3 poles gp10 ul e155906 c-ul e155906 n coil rating rated coil resistance max. pick-up min. drop-out max. allowable voltage voltage voltage voltage (v) ( w)   10% at  20c voltage resistive inductive motor load 28vdc 10a 7a 120vac 10a 7a 1/6 hp 240vac 10a 1/3 hp n contact rating power consumption % of rated voltage at 20c 66 12 21 24 85 ac 110 1900 30 min.         approx. 2.1 va 120 2250 220 7200 240 9110 6 32.1 12 120 24 472 48 1800 110 10000 125 10000 dc 10 min.          approx. 1.2w      80 max.                                                110 max. note: inductive load: p.f. = 0.4, l/r = 7msec resistive load: p.f. = 1  

 65 shark river road, neptune, new jersey 07753-7423 ph (732) 922-6333    fx (732) 922-6363    e-mail: globalcomponents@msn.com n how to order n dimensions gp10  2c      -  ac120  -  lb model contact arrangement:  1a, 1b, 1c, 2a, 2b, 2c,            3a, 3b, 3c contact material:   blank = agcdo       g = gold flashed coil voltage:  ac:  6,12,24,110, 120, 220, 240     dc:  6, 12, 24, 48, 110, 125 options:   l = neon lamp;  b = test button  lb = lamp & button n specifications contact resistance less than 50m w    maximum operate time approx. 15ms maximum release time approx. 10ms maximum insulation resistance 100m  w  minimum at 500vdc between open contacts:  ac 500v for 1 minute dielectric strength between contact and coil:  ac 1500v for 1 minute between live parts and ground:  ac 1500v for 1 minute ambient temperature -10c ~ +40c mechanical life more than 10,000,000 operations electrical life more than 100,000 operations contact material agcdo weight 85g approx. 
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