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		  Datasheet File OCR Text:


		    smart - ups sc   apc smart-ups sc 620va 230v     standard lead time : usually in stock  apc smart-ups sc, 390 watts / 620  va,input 230v / output 230v, interface port  db-9 rs-232  includes : cd with software, smart ups  signalling rs-232 cable, user manual   

   smart-ups sc features & benefits  SC620I features  battery-protected and  surge-only outlets  reserves power capacity  and run time for connected equipment that require  battery back-up while providing surge  only protection for less critical  equipment mana g eabilit y    network manageable  provides remote mana gement of the ups over the network.  audible alarms  actively let you know  if the unit is on ba ttery, if the battery is low or if there  is an overload condition.  automatic self-test  periodic battery self-test ensure s early detection of a battery that needs to be  replaced.  battery failure  notification  provides early-warning fault analysis on  batteries enabling timely preventive  maintenance  serial connectivity  provides manageme nt of the ups via a serial port.  led status indicators  quickly understand unit a nd power status with visual indicators.  infrastruxure  manager compatible  enables centralized management via  the apc infrastruxure? manager.  econom y    boost and trim  automatic voltage  regulation (avr)  gives higher application availabilit y by correcting low and high voltage  conditions without  using the battery.  adjustable voltage- transfer points  maximizes useful battery life by wi dening the input voltage window or  tightening the output  voltage regulation.  safety-agency  approved  ensures the product has been tested and approved to work safely with the  connected service provider equipment a nd within the specified environment.  ul, fcc, ce, c-tick approvals.  availabilit y    dataline surge  protection  provides protection of connected equipm ent from power surges on the data  lines.  power conditioning  protects conne cted loads from surges, spik es, lightning, and other power  disturbances.  intelligent battery  management  maximizes battery performance, life,  and reliability through intelligent,  precision charging.  automatic restart of  loads after ups  shutdown  automatically starts up the connected  equipment upon the return of utility  power.  cold-start capable  provides temporary batt ery power when the utility power is out.  hot-swappable  batteries  ensures clean, uninterrupted power to  protected equipment while batteries  are being replaced  resettable circuit  breakers  enables a quick recovery from overload events. 

 output  output power capacity  390 watts / 620 va  max configurable power  390 watts / 620 va  nominal output voltage  230v  output voltage distortion  less than 5% at full load  output frequency (sync to mains)  47 - 53 hz  for 50 hz nominal,57 - 63  hz for 60 hz nominal  crest factor  up to 5 : 1  waveform type  stepped a pproximation to a sinewave  output connections  (1) iec 320 c13    (3) iec 320 c13    (1) iec jumpers  input  nominal input voltage  230v  input frequency  50/60 hz +/- 3 hz (auto sensing)  input connections  iec-320-c14 inlet  input voltage range for main  operations  160 - 286v  input voltage adjustable range for  mains operation  151 - 302v  batteries & runtime  battery type  maintenance-free sealed lead-acid  battery with suspended electrolyte : leakproof  typical recharge  time  5.50 hour(s)  replacement battery  rbc4   rbc? quantity  1  typical backup time  at half load  15.7 minutes (195 watts)  typical backup time  at full load  5.5 minutes (390 watts)  runtime chart  smart - ups sc  

 communications & management  interface port(s)  db-9 rs-232  control panel  led status display with on line  : on battery : replace battery and overload  indicators  audible alarm  alarm when on batt ery : distinctive low  battery alarm : overload continuous tone  alarm  emergency power off (epo)  n /a  surge protection and filtering  surge energy rating  320 joules  filtering  full time multi-pol e noise filtering : 0.7% ieee surge let-through : zero clamping  response time : meets ul 1449  data line protection  rj-45 mode m/fax/dsl/10-100 base-t protection  physical  maximum height  168.00 mm  maximum width  119.00 mm  maximum depth  368.00 mm  net weight  12.27 kg  shipping weight  13.18 kg  shipping height  318.00 mm  shipping width  262.00 mm  shipping depth  508.00 mm  color grey  units per pallet  40.00  environmental  operating environment  0 - 40 c  operating relative humidity  0%  operating elevation  0-3000 meters  storage temperature  -15 - 45 c  storage relative humidity  0%  storage elevation  0-15000 meters  audible noise at 1 meter from  surface of unit  45.00 dba  online thermal dissipation  70.00 btu/hr 

 **the time to recharge to 90% of full battery capacity follow ing a discharge to shutdown using  a load rated for 1/2 the full  load ratin g  of the ups.   conformance  regulatory approvals  ce,gost,vcci,vde  standard warranty  2 years repair or replace  rohs/weee compliance  rohs 7b exemption 
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