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		  Datasheet File OCR Text:


		  electrical solutions order number of pieces required, in multiples of standard package quantity. prime items appear in  bold. b2. cable accessories c1. wiring duct c3. abrasion protection c4. cable management d1. terminals d2. power connectors e1. labeling systems e2. labels e3. pre-printed  & write-on markers f. index b3. stainless steel ties c2. surface raceway e5. lockout/ tagout & safety solutions b1. cable ties a. sys te m overview d3. grounding connectors e4. permanent identification ? greater resistance to damage caused by ultraviolet light C indoor or outdoor use   ? a fast and economical method to secure and separate  three bundles ? third loop can be installed with panduit cable tie installation tools pan-ty ? triple loop cable tie  C weather resistant nylon 6.6 part number max. combined bundle dia. d1 + d2 + d3  length width thickness min. loop tensile str. recommended installation tool std. pkg. qty. std. ctn. qty. in. mm in. mm in. mm in. mm lbs. n extra-heavy cross section pl3b5eh-c0 5.00 127 20.0 508 .500 12.7 .075 1.9 125 556 gs4eh, st3eh 100 1000 d1 d2 d3 assembled view ? greater resistance to damage caused by ultraviolet light C indoor or outdoor use   ? holds and separates two gasoline, hydraulic, or pneumatic hoses   ? holds each hose individually to prevent abrasion and twisting double hose clamp  C weather resistant nylon 6.6 assembled view fixed adj. curved tip up gs4h 1) wrap clamp around hose 2) position second hose  in clamp 3) loop tail around second hose  and thread tail through both  spacer heads 4) tension and cut off with  recommended tool part number length width  thickness  fixed loop dia. adjustable loop dia. min. loop tensile str. recommended installation tool std. pkg. qty. std. ctn. qty. in. mm in. mm in. mm in. mm in. mm lbs. n dhc1.12x1.75-d0 11.0 279 0.28 0 7.1 0.05 0 1.3 1.12 28 1.00 C 1.75 25 C 44 100 445 gth, gs4h, pth, sth2, st3eh 500 2500
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