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		  Datasheet File OCR Text:


		  cc 05 cera mic core c hip ind uctors rated current (ma) cc05-2n8k-rc cc05-3n0k-rc cc05-3n3k-rc cc05-5n6k-rc cc05-6n8k-rc CC05-7N5K-RC cc05-8n2k-rc cc05-10nk-rc cc05-12nk-rc cc05-15nj-rc cc05-18nj-rc cc05-22nj-rc cc05-24nj-rc cc05-27nj-rc cc05-33nj-rc cc05-36nj-rc cc05-39nj-rc cc05-43nj-rc cc05-47nj-rc cc05-56nj-rc cc05-68nj-rc cc05-82nj-rc cc05-91nj-rc cc05-100nj-rc cc05-110nj-rc cc05-120nj-rc cc05-150nj-rc cc05-180nj-rc cc05-220nj-rc cc05-240nj-rc cc05-270nj-rc cc05-330nj-rc cc05-390nj-rc cc05-470nj-rc cc05-560nj-rc cc05-680nj-rc cc05-820nj-rc allied part number i ndu ct an ce (n h) t ol erance (%) q min. test freq. (mhz) srf min. (mhz) dcr max. ( ) 2.8 3.0 3.3 5.6 6.8 7.5 8.2 10 12 15 18 22 24 27 33 36 39 43 47 56 68 82 91 100 110 120 150 180 220 240 270 330 390 470 560 680 820 250 250 250 250 250 250 250 250 250 250 250 250 250 250 250 250 250 200 200 200 200 150 150 150 150 150 100 100 100 100 100 100 100 50 25 25 25 80 65 50 65 50 50 50 60 50 50 50 55 50 55 60 55 60 60 60 60 60 65 65 65 50 50 50 50 50 44 48 48 48 33 23 23 23 1500 1500 1500 1000 1000 1000 1000 500 500 500 500 500 500 500 500 500 500 500 500 500 500 500 500 500 250 250 250 250 250 250 250 250 250 100 50 50 50 7900 7900 7900 5500 5500 4500 4700 4200 4000 3400 3300 2600 2000 2500 2050 1700 2000 1650 1650 1550 1450 1300 1200 1200 1000 1100 920 870 850 690 650 600 560 375 340 188 215 0.06 0.06 0.08 0.08 0.11 0.14 0.12 0.10 0.15 0.17 0.20 0.22 0.22 0.25 0.27 0.27 0.29 0.34 0.31 0.34 0.38 0.42 0.48 0.46 0.48 0.51 0.56 0.64 0.70 1.00 1.00 1.40 1.50 1.76 1.90 2.20 2.35 800 800 600 600 600 600 600 600 600 600 600 500 500 500 500 500 500 500 500 500 500 400 400 400 400 400 400 400 400 350 350 310 290 250 230 190 180 test freq. (mhz) 10 10 10 10 10 10 10 10 10 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 rohs a llie d com po nents in te rna tio nal 949-356-1780 www .a ll iedcom po nents.com 0.090  (2.29)  max. 0.068  (1.73)  max.  min. 0.060  (1.52)  max. 0.030  (0.76) 0.070  (1.79) 0.040  (1.02)  0. 020 0. 004 (0.510.10)  0. 006 (0.15)  0. 050 0. 004 (1.270.10) dimensions: inches (mm) cc05-200nj-rc 200 100 50 250 860 0.68 400 5 cc05-250nj-rc 250 100 45 250 660 1.20 350 5 cc05-620nj-rc 620 25 23 50 220 2.20 210 5 cc05-1r0nj-rc 1000 25 20 50 100 2.50 170 5 features ?  0805 size suitable for pick and place ?  ceramic core provide high self resonant ?  high q values at high frequencies electrical inductance range: 2.70nh to 4700nh tolerance: 5% over entire range, excpet   t est frequ en cy: at specified frequency with operating temp:  -40oc ~ 125oc irms: based on 15oc temperature rise @  test equipment (l/q): hp4286a / hp4287a / agilent e4991a  te st met hod: ref low solder the  dev ide  on to  p cb physical packaging: 2000 pieces per 7 inch reel. ?  low profile under 1.52mm ?  ceramic core also provides excellent thermal resistance to soldering heat  solder  composit ion: sn /ag3 .0/ cu0 .5  t ot al test time:  6  minu tes (srf): hp8753d / agilent e4991 (rdc ): chen hwa 502bc irms:  hp 4284 a + hp42841a / hp4285a + marking: single dot color code system     automation    frequency.     and batch consistency most values available in tighter tolerances test osc @ 200mv 25o ambient.  peak temp: 260oc  5oc  for  10 s ec. hp42841a 2.8nh thru 12nh they are available in 10%  revised 10/14/2014 also available in 5% = j and 2% = g cc05-2n7k-rc 2.7 250 50 1500 7900 0.06 800 10 cc05-300nj-rc 300 100 25 250 450 1.40 310 5 cc05-510nj-rc 510 25 23 50 340 1.90 230 5 cc05-1r8nj-rc cc05-3r3nj-rc 1800 3300 7.9 7.9 16 15 7.9 7.9   80   40 2.50 4.40 170   90 5 5 cc05-1r2nj-rc 1200   7.9 25 100 2.50 170 5 cc05-4r7nj-rc 4700 7.9 7.9   40 6.40 5 18 15   90 all specifications subject to change wtihout notice. 
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