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		  Datasheet File OCR Text:


		  1 pasternacks umcx 2.1 series ultra-miniature coaxial cable assemblies  (also called 2.1mm umcx) have a mated connection  height of only 2.1mm. they are constructed using a fexible micro-coax cable and are compatible with ultra-miniature products  from companies such as hirose, ipex, and other umcx connector and cable manufactures. our umcx 2.1 plug connectors  are comparable  in design  to the hirose u.fl series of connectors and the ipex mhf series connectors. pasternack also  provides three additional connector options for our between-series 0.81mm micro-coax jumper cables including umcx 2.5,  wmcx 1.6 and hmcx32 1.2 low profle connectors with differing form factors and mated heights.  our umcx 2.1 between series cables can be ordered with female bulkhead versions of sma, reverse polarity sma and  type n connectors as well as an sma male option. these cables provide a convenient connector interface for applications that  require and rf signal to be routed to an external rf component such as an antenna or to provide a test point for the rf printed  circuit board. these u.fl and mhf compatible umcx 2.1 cable assemblies are available from stock in standard lengths, and  custom lengths are available upon request. standard length umcx 2.1 cables ship the same day they are ordered. features ?   1.2mm, 1.6mm, 2.1mm and 2.5mm mated assembly  height s ?   operate from dc to 3ghz ?   100% rf and continuity tested ?   compatible with hirose u.fl  and ipex mhf products ?   small foot print with easy snap on/of f mating applications ?   wireless lan, mini pci ?   mobile  antenna/gps/radio  systems ?   pda/pcs/cellular handset  applications ?   wireless communications  systems (lan,gsm,pcs,  wcdma, umts) confguration connector 1   n female bulkhead connector 2   umcx 2.1 plug cable type   0.81mm electrical specifcations frequency range   dc to 3 ghz impedance   50 ohms max vswr   1.35:1 performance by frequency frequency 1 frequency   250 mhz vswr   1.35:1 return loss   16.54 db insertion loss   0.55 db/ft [1.80 db/m] frequency 2   frequency   500 mhz vswr   1.35:1 return loss   16.54 db insertion loss   0.78 db/ft [2.56 db/m] click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   n female bulkhead to umcx 2.1 plug cable using 0.81mm coax, rohs  PE3CA1013 PE3CA1013  rev 1.1 PE3CA1013 n female bulkhead to umcx 2.1 plug  cable using 0.81mm coax, rohs  technical data sheet  technical data sheet 

 2 frequency 3 frequency   1000 mhz vswr   1.35:1 return loss   16.54 db insertion loss   1.25 db/ft [4.1 db/m] frequency 4 frequency   2.5 ghz vswr   1.35:1 return loss   16.54 db insertion loss   1.9 db/ft [6.23 db/m] frequency 5 frequency   3 ghz vswr   1.35:1 return loss   16.54 db insertion loss   2.07 db/ft [6.79 db/m] mechanical specifcations temperature temperature operating range   -55 to +125 deg c size . cable cable type   0.81mm inner conductor type   stranded cable inner conductor   copper , silver no of shields   1 cable outer conductor 1   t inned copper dielectric type   fep jacket material   fep jacket diameter   0.032 in  [0.81 mm] connector 1 type    n female bulkhead confguration   straight mount method   bulkhead inner conductor material and plating    phosphor bronze, gold body material and plating   brass, nickel connector 2 type   umcx 2.1 plug confguration   straight PE3CA1013  rev 1.1 PE3CA1013 click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   n female bulkhead to umcx 2.1 plug cable using 0.81mm coax, rohs  PE3CA1013 n female bulkhead to umcx 2.1 plug  cable using 0.81mm coax, rohs  technical data sheet  technical data sheet 

 3 compliance certifcations   (visit www.pasternack.com for current document)   rohs compliant   y es reach compliant   12/19/201 1 plotted and other data notes:   ?   values at +25 c, sea level how to order part number confguration:   PE3CA1013   -   xx     uu                      |            |          |                  unit of measure:   |            |                              cm = centimeters   |            |                                     = inches                |                                   length                                                                                      |                                                            base number example:    PE3CA1013-12 = 12 inches long cable   PE3CA1013-100cm = 100 cm long cable n female bulkhead to umcx 2.1 plug cable using 0.81mm coax, rohs from pasternack enterprises has same day  shipment for domestic and international orders. our rf, microwave and millimeter wave products maintain a 99% availability  and are part of the broadest selection in the industry. click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   n female bulkhead to umcx 2.1 plug cable using 0.81mm coax, rohs  PE3CA1013 url:  http://www.pasternack.com/n-female-umcx-2.1-plug-0.81mm-cable-assembly-PE3CA1013-p.aspx       PE3CA1013  rev 1.1 PE3CA1013 n female bulkhead to umcx 2.1 plug  cable using 0.81mm coax, rohs  technical data sheet  technical data sheet 

 4 PE3CA1013  rev 1.1 n female bulkhead to umcx 2.1 plug cable using 0.81mm coax, rohs PE3CA1013  cad drawing  
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