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		  Datasheet File OCR Text:


		  6 v primary lithium manganese dioxide (li-mno 2 ) battery primar y lithium batter y system ba 5372 el ectric al char acht eris tics nominal oc v                                                                                                         6.5 v oper ating v olt age                                                                                                5 .6 v cut-off v olt age                                                                                                      4 v maximum c ons t ant curr ent                                                                               3 00 ma maximum pulse current                                                                                   400 ma typical capacity at 20 ma to 4v cut-off                                                     at 70f(21c)                                                            560 ma at 4.5 ma at 4v cut-off   at -4f(-20c)                                                           450 ma  at 4.5 ma at 4v cut-off operating temperature                                                         -29  c to +71  c /-20  f to +160  f storage temperature   recommended maximum                                                                  +35  c / +95  f   p os sibl e                                                                 -40  c t o + 71  c / -40  f t o +160  f physic al char act eris tics                                                                                 metric      imperial maximum w eight                                                                                                 20 g      0.7 oz w eight of li met al c ont ent                                                                                0.4 g      diamet er (max) body                                                                                   1 6.8mm     0.66 in length (max)                                                                                                  3 3 mm     1.3 in   ref er enc es ref er enc e specifc ations                               mil-prf-32271 or saft s t andar d specifc ation                                                                                           na t o st ock number                                                                                     6135-01-214-6441                   the batt ery c onsis ts of 2 lm 17130  c ells c onnect ed in series, arr anged in a  cylindric al c ons truction with nick el plat ed  butt on t erminals at either end. key features    no passivation delay effect    low self-discharge rate    long shelf life    nickel plated button terminals     mylar sleeve    n o n - r e s t r i c t e d t o c l a s s 9 typical applications    memory hold    an/grc-210    an/prc-119    an/psq-4    patriot    others  http://

 0 1 00 2 00 3 00 4 00 5 00 6 00 0 50 1 00 1 50 2 00 2 50 c ap ac i t y ( m a h ) d i sch ar g e r ate(ma ) -20c 0c 20c 54c 71c 3.0 3 .5 4 .0 4 .5 5 .0 5 .5 6 .0 6 .5 7 .0 7 .5 0 50 1 00 1 50 2 00 2 50 3 00 3 50 4 00 4 50 5 00 5 50 v ol t a ge disc ha r ge d  ca pa c i ty (m a h) 10 ma 20 ma 50 ma 100 ma 150 ma 200 ma 4.0 4 .5 5 .0 5 .5 6 .0 6 .5 0 50 1 00 1 50 2 00 2 50 v ol t a ge d i sch ar g e r ate(ma ) -20c 0c 20c 54c 71c typical discharge curves at 20  c at various temperatures ba 5372 saft 12, rue sadi carnot 93170 bagnol et f r anc e t el.: +33 (0)1 49 93 19 18 f ax: +33 (0)1 49 93 19 69 www .saftbatt eries.c om saft america, inc. 313 crescent st. valdese, nc 28690 - usa tel.: +1 (828) 874 4111  fax: +1 (828) 874 3981 www.saftbatteries.com doc n 32043-2-0713 edition: july 2013 infor mation in this document is subject to change  without notice and becomes contractual only after  written confr mation by saft. published by the communications depar tment photo credit: saft mid-discharge voltage vs. rate at various temperatures capacity vs. discharge rate at various temperatures storage   v s t ore in d r y a r e a n o t > 3 0  c handling   v do not disassemble   v do not short circuit   v do not charge   v do not incinerate
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