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		  Datasheet File OCR Text:


		                                                                              sot-323 plastic-encapsulate diodes          DA204U     switching    diode   features  z   bias circuits  z   protection circuits                        marking:   k        maximum ratings @t a =25    parameter symbol  limit  unit  non-repetitive peak  r everse  v oltage    v rm   20  v  peak repetitive peak  r everse  v oltage  dc blocking voltage  v rrm   v r   20  v  forward continuous current  i fm   100  ma  average rectified output current  i o   100  ma  power dissipation  p d   200  mw  junction  t emperature    t j   150     storage  t emperature  r ange                            t stg -55 ~+ 1 50            electrical characteristics @t a =25    parameter  symbol min ty p     ma x unit  conditions  reverse  b reakdown  v oltage   v  (br)    20      v i r =100  a  forward voltage  v f       1  v i f =10ma  reverse current  i r     0.1  ua v r =15v            sot-323  1 2 3                                                                                              1 of 2 4008-318-123 sales@twtysemi.com http://www.twtysemi.com                                                                                                                  product specification  a,may,2011

 0.2 0.4 0.6 0.8 1.0 0.1 1 10 100 0 5 10 15 20 1 10 100 1000 10000 0 25 50 75 100 125 150 0 50 100 150 200 250 048121620 1.0 1.1 1.2 1.3 1.4 1.5 forward current      i f      (ma) forward voltage    v f    (v) ta=100  ta=25  forward characteristics     DA204U typical characteristics reverse current   i r     (na) reverse voltage    v r     (v) ta=25  ta=100  reverse  characteristics     ambient temperature    t a    ( )  power dissipation    p d     (w) power derating curve     capacitance characteristics junction capacitance c j     (pf) reverse voltage    v r     (v) t a =25  f=1mhz                                                                                                  2 of 2 4008-318-123 sales@twtysemi.com http://www.twtysemi.com                                                                                                                  product specification  a,may,2011
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