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		  Datasheet File OCR Text:


		  avs-541 specifcations processor system chipset intel c216 chipset cpu intel lga1155 xeon e3-1200v2 single processor (up to 95w tdp) l2 cache 2/3/6/8 mb memory ecc & register or ecc or non ecc ddr3 1600/1333/1066 mhz udimms, maximum 16 gb graphics controller aspeed ast2300 (needs being disabled when mura mpx is installed) vram 64 mb expansion slot slot location 1 (ppciex4_1) pciex16 slot (gen2 x4 link), for mura mpx-v8/-v16 installation slot location 2 (p1pciex8_1) pcie x16 slot (gen3 x8 link), for mura mpx-4/4 installation slot location 3 (p1pciex4_3) pcie x4 slot (gen3 x4 link), for mura mpx-v8/-v16 installation slot location 4 (p1pciex4_4) pcie x4 slot (gen3 x4 link), for mura mpx-v8/-v16 installation slot location 5 (p1pciex8_2) pcie x16 slot (gen3 x8 link), for mura mpx-4/4 installation slot location 6 (p1pciex4_5) pcie x16 slot (gen3 x4 link), for mura mpx-v8/-v16 installation slot location 7 (p1pciex4_6) pcie x16 slot (gen3 x4 link), for mura mpx-v8/-v16 installation slot location 8 (p1pciex8_3) pcie x16 slot (gen3 x8 link), for mura mpx-4/4 installation slot location 9 (p2pciex4_1) pcie x16 slot (gen3 x4 link), for mura mpx-v8/-v16 installation slot location 10 (p2pciex4_2) pcie x4 slot (gen3 x4 link), for mura mpx-v8/-v16 installation slot location 11 (p2pciex4_3) pcie x4 slot (gen3 x4 link), for mura mpx-v8/-v16 installation slot location 12 (p2pciex8_1) pcie x16 slot (gen3 x8 link), for mura mpx-4/4 installation slot location 13 (p2pciex4_4) pcie x16 slot (gen3 x4 link), for mura mpx-v8/-v16 installation slot location 14 (p2pciex4_5) pcie x16 slot (gen3 x4 link), for mura mpx-v8/-v16 installation slot location 15 (p2pciex8_2) pcie x16 slot (gen3 x8 link), for mura mpx-4/4 installation slot location 16 (p2pciex4_6) pcie x16 slot (gen3 x4 link) drive bay 5.25" front-accessible 3 3.5" (front accessible) 1 3.5" internal 1 ethernet interface dual 10/100/1000 mbps gigabit ethernet controller intel 82579lm + intel 82574l front i/o interface usb 2 x usb2.0 ps/2 1 rear i/o interface usb 1 x usb 3.0 ps/2 1 (kb & ms through the y cable) disaplay 1 x vga rj-45 2 watchdog timer output interrup, system reset interval programmable, 1~255 sec power supply power output wattage 810w 3+1 redundant power supply (front-accessible) input range ac 115 ~ 230 v (full range) cooling chassis fan 3 (12 cm / 114 cfm each) air filter 4 (200 x 45 mm) + 1 (128 x 95 mm) miscellaneous led indicators power, hdd, fan, temperature, and power voltage status remote management advantech remote monitoring utility, iamt 8.0 environment operating non-operating temperature 0 ~ 40 c (32~104 f) -20 ~ 60 c (-4 ~ 140 f) humidity 10 ~ 85% @ 40 c 10 ~ 95% @ 40 c vibration (5 ~ 500 hz) 1 grms 2 grms shock 10g (with 11ms duration, half since wave) 30g physical characteristics dimension 482 x 177 x 657 mm (19" x 7" x 26") 4u intel ?  xeon ?  e3-1200v2 video wall controller,  supporting 20-output video wall   ? validated by matrox   ? supports mura cards: 5 mura mpx-4/4 & 10 mura mpx-v16   ? maximum video input: 20 analog/digital & 160 analog   ? maximum video output: 20 analog/digital   ? processor: intel xeon e3-1200v2 series up to 4 cores/ 8 threads   ? memory : ddr3-1333/1600 mhz (ecc) u-dimm up to 16 gb   ? remote management: advantech remote monitoring utility, iamt 8.0 rohs compliant 2002/95/ec powered  by  mura mpx ? new all product specifications are subject to change without notice  last updated : 4-mar-2014  avs (advantech video wall controllers) features     

 dimensions unit: mm [inch]  avs-541 ordering information advantech p/n description avs-541-01a1e 4u rackmount xeon e3-1200v2 video wall controller,  supporting 5 matrox mura mpx-4/4 & 10 mura mpx-v16 1960047831n001 avs-541 proprietary cpu cooler PCA-AUDIO-HDA1E audio extension module pca-tpm-00a1e trusted platform module compliant tcg 1.2 1700020277-01 2 ports of usb 3.0 cable w/ bkt(30cm) 1700008822 dvi-d cable  note: purchasing this cpu cooler is a must, other brand cpu cooler may result in compatibility issue. system contents items advantech p/n quantity avs-541 bare-bone system n/a 1 driver cd 2066512700 1 1701260305 com + printer ports cable kit x1 1700060202 keyboard and mouse y-cable x1 1700008461 4-port usb cable kit x1 note: cpu cooler needs to be purchased separately.  compatible processors advantech p/n description 96mpxe-3.2-8m11t1 xeon 3.2g 8m 1155p 4core e3-1225v2(g) 96mpxe-3.5-8m11t xeon 3.5g 8m 1155p 4core e3-1275v2(g) 96mpi3-3.3-3m11t1 core 3.3g 3m 1155p 2core i3-3220(g) front view rear view 85.8 [3.38] 482 [19.0] 465 [18.3] 176.9 [6.97] 656.7 [25.88] 703 [27.7] 426.0 [16.78] 92.0  [3.62] 92.0  [3.62] 92.0  [3.62] 92.0  [3.62] 92.0  [3.62] 94.7  [3.73] 101.5 [4.00] 172.0 [6.78] one 3.5" drive bay three 5.25" disk  drive bays up to four system  reset buttons power  button alarm reset  button dual lans 5 mura mpx-4/x 10 mura mpx-v8/v16/sdi hot-swappable  redundant power supply validated matrox mura cards advantech p/n model output input 96vg-2g-pe-ma mura mpx-4/0 4 0 96vg-2g-pe-ma1 mura mpx-4/2 4 2 96vg-2g-pe-ma2 mura mpx-4/4 4 4 96vg-1g-pe-ma mura mpx-sdi  2  2 96vg-128m-pe-ma  mura mpx-v8 0 8 96vg-256m-pe-ma mura mpx-v16 0 16 optional parts  item advantech p/n mobile rack for converting dual 5.25" drive bays to three  3.5" sas/sata hdd trays idt-5230e mobile rack for converting a 3.5" drive bay to dual    2.5" sata hdd trays idt-3120e mobile rack for converting a 5.25" drive bay to four    2.5" sas/sata hdd trays 96rack-5ss-cage-cr sata cable with lock 1700003194 acp-4000 rail kit 9680006905 hd audio-card    PCA-AUDIO-HDA1E (occupying 1 expansion slot) note: 1.  to support 2 2.5 sata hdds raid with on-board raid: 1700003194 x 2 + idt-3120e x 1 2.  to support 3 3.5 sata hdds raid with on-board raid: 1700003194 x 3 + idt-5230e x 1 3.  to support 4 2.5 sata hdds raid with on-board raid: 1700003194 x 4 + 96rack-5ss- cage-cr x 1 validated os advantech p/n os for embedded system 968qs28f08 windows server ?  2008 with hyper-v? standard 64 bit 968qsv2845 windows server ?  2008 without hyper-v? standard 64 bit 968qw7proe windows ?  7 professional 64 bit  www.advantech.com/products online download




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of PCA-AUDIO-HDA1E 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























