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		  Datasheet File OCR Text:


		  https://www.phoenixcontact.com/us/products/1803277 2/18/14???page? 1 ?/? 8 base strip?-?mc 1,5/ 2-g-3,81?-?1803277 please be informed that the data shown in this pdf document is generated from our online catalog. please find the complete data in the user's documentation. our general terms of use for downloads are valid (http://download.phoenixcontact.com) header, nominal current: 8 a, rated voltage (iii/2): 160 v, number of positions: 2, pitch: 3.81 mm, color: green, contact surface: tin, assembly: soldering the figure shows a 10-position version of the product product features ?versions with engagement noses for locking plugs with self-locking flanges ?low-profile pin strips with compact pitches ?plug-in direction parallel and vertical to the pcb ?individual position coding by inserting coding profiles key commercial data packing unit 1 pc gtin weight per piece (excluding packing) 0.64 grm custom tariff number 85366990 country of origin germany technical data dimensions length 9.2 mm pitch 3.81 mm dimension a 3.81 mm pin dimensions 0,8 x 0,8 mm hole diameter 1.2 mm general  8 a 3,5 (3,81) 2,45 (2,6) ? 1,2  100 80 60 40 20 0 16 0 2 4 6 8 10 12 14 = 2-pos. = 5-pos. = 12-pos. = 20-pos. ambient temperature [c] current strength [a]  18,7 9,2 11,1 7,25 3,4 8 a+5,2 2,6 3,81 a

 https://www.phoenixcontact.com/us/products/1803277 2/18/14???page? 2 ?/? 8 base strip?-?mc 1,5/ 2-g-3,81?-?1803277 technical data general range of articles mc 1,5/..-g insulating material group iiia rated surge voltage (iii/3) 2.5 kv rated surge voltage (iii/2) 2.5 kv rated surge voltage (ii/2) 2.5 kv rated voltage (iii/3) 160 v rated voltage (iii/2) 160 v rated voltage (ii/2) 250 v connection in acc. with standard en-vde nominal current i n 8 a maximum load current 8 a insulating material pbt inflammability class according to ul 94 v0 color green number of positions 2 classifications ecl@ss ecl@ss 4.0 272607xx ecl@ss 4.1 27260701 ecl@ss 5.0 27260701 ecl@ss 5.1 27260701 ecl@ss 6.0 27260704 ecl@ss 7.0 27440402 ecl@ss 8.0 27440402 etim etim 3.0 ec001121 etim 4.0 ec002637 etim 5.0 ec002637 unspsc unspsc 6.01 30211810 unspsc 7.0901 39121409 unspsc 11 39121409 unspsc 12.01 39121409 unspsc 13.2 39121409  8 a 3,5 (3,81) 2,45 (2,6) ? 1,2  100 80 60 40 20 0 16 0 2 4 6 8 10 12 14 = 2-pos. = 5-pos. = 12-pos. = 20-pos. ambient temperature [c] current strength [a]  18,7 9,2 11,1 7,25 3,4 8 a+5,2 2,6 3,81 a

 https://www.phoenixcontact.com/us/products/1803277 2/18/14???page? 3 ?/? 8 base strip?-?mc 1,5/ 2-g-3,81?-?1803277 approvals approvals approvals csa / ul recognized / vde gutachten mit fertigungsberwachung / cul recognized / gost / iecee cb scheme / gost / cca / culus recognized ex approvals approvals submitted approval details csa? ? b d nominal current in 8 a 8 a nominal voltage un 300 v 300 v ul recognized? ? b d nominal current in 8 a 8 a nominal voltage un 300 v 300 v vde gutachten mit fertigungsberwachung? ? ? nominal current in 8 a nominal voltage un 160 v  8 a 3,5 (3,81) 2,45 (2,6) ? 1,2  100 80 60 40 20 0 16 0 2 4 6 8 10 12 14 = 2-pos. = 5-pos. = 12-pos. = 20-pos. ambient temperature [c] current strength [a]  18,7 9,2 11,1 7,25 3,4 8 a+5,2 2,6 3,81 a

 https://www.phoenixcontact.com/us/products/1803277 2/18/14???page? 4 ?/? 8 base strip?-?mc 1,5/ 2-g-3,81?-?1803277 approvals cul recognized? ? b d nominal current in 8 a 8 a nominal voltage un 300 v 300 v gost? iecee cb scheme? ? ? nominal current in 8 a nominal voltage un 160 v gost? cca? ? ? nominal current in 8 a nominal voltage un 160 v culus recognized? accessories accessories coding element  8 a 3,5 (3,81) 2,45 (2,6) ? 1,2  100 80 60 40 20 0 16 0 2 4 6 8 10 12 14 = 2-pos. = 5-pos. = 12-pos. = 20-pos. ambient temperature [c] current strength [a]  18,7 9,2 11,1 7,25 3,4 8 a+5,2 2,6 3,81 a

 https://www.phoenixcontact.com/us/products/1803277 2/18/14???page? 5 ?/? 8 base strip?-?mc 1,5/ 2-g-3,81?-?1803277 accessories coding profile?-?cp-mstb?-?1734634 coding profile, is inserted into the slot on the plug or inverted header, red insulating material ? ? labeled terminal marker marker cards?-?sk 3,81/2,8:fortl.zahlen?-?0804109 marker cards, card, white, labeled, horizontal:?consecutive numbers 1 - 10, 11 - 20, etc. up to 91 - (99)100, mounting type: adhesive, for terminal block width: 3.81 mm, lettering field: 3.81 x 2.8 mm ? ? marker pen marker pen?-?b-stift?-?1051993 marker pen, for manual labeling of unprinted zack strips, smear-proof and waterproof, line thickness 0.5 mm ? ? fiber optics?-?mc 1,5/10-lwl 1,5-3,81?-?1841174 fiber optics, pitch: 3.81 mm, number of positions: 10, dimension a: 1.5 mm, color: transparent ? ? fiber optics?-?mc 1,5/10-lwl 2,3-3,81?-?1841190 fiber optics, pitch: 3.81 mm, number of positions: 10, dimension a: 2.3 mm, color: transparent ? ?  8 a 3,5 (3,81) 2,45 (2,6) ? 1,2  100 80 60 40 20 0 16 0 2 4 6 8 10 12 14 = 2-pos. = 5-pos. = 12-pos. = 20-pos. ambient temperature [c] current strength [a]  18,7 9,2 11,1 7,25 3,4 8 a+5,2 2,6 3,81 a

 https://www.phoenixcontact.com/us/products/1803277 2/18/14???page? 6 ?/? 8 base strip?-?mc 1,5/ 2-g-3,81?-?1803277 accessories fiber optics?-?mc 1,5/10-lwl 4-3,81?-?1841213 fiber optics, pitch: 3.81 mm, number of positions: 10, dimension a: 4 mm, color: transparent ? ? additional products printed-circuit board connector?-?fk-mcp 1,5/ 2-st-3,81?-?1851041 plug component, nominal current: 8 a, rated voltage (iii/2): 160 v, number of positions: 2, pitch: 3.81 mm, connection method: spring-cage connection, color: green, contact surface: tin ? ? printed-circuit board connector?-?mc 1,5/ 2-st-3,81?-?1803578 plug component, nominal current: 8 a, rated voltage (iii/2): 160 v, number of positions: 2, pitch: 3.81 mm, connection method: screw connection, color: green, contact surface: tin ? ? printed-circuit board connector?-?mcvw 1,5/ 2-st-3,81?-?1826979 plug component, nominal current: 8 a, rated voltage (iii/2): 160 v, number of positions: 2, pitch: 3.81 mm, connection method: screw connection, color: green, contact surface: tin ? ? printed-circuit board connector?-?mcvr 1,5/ 2-st-3,81?-?1827127 plug component, nominal current: 8 a, rated voltage (iii/2): 160 v, number of positions: 2, pitch: 3.81 mm, connection method: screw connection, color: green, contact surface: tin ? ?  8 a 3,5 (3,81) 2,45 (2,6) ? 1,2  100 80 60 40 20 0 16 0 2 4 6 8 10 12 14 = 2-pos. = 5-pos. = 12-pos. = 20-pos. ambient temperature [c] current strength [a]  18,7 9,2 11,1 7,25 3,4 8 a+5,2 2,6 3,81 a

 https://www.phoenixcontact.com/us/products/1803277 2/18/14???page? 7 ?/? 8 base strip?-?mc 1,5/ 2-g-3,81?-?1803277 accessories printed-circuit board connector?-?mcc 1/ 2-stz-3,81?-?1852176 plug component, nominal current: 8 a, rated voltage (iii/2): 160 v, number of positions: 2, pitch: 3.81 mm, connection method: crimp connection, color: green, corresponding female crimp contacts with current [a] and conductor cross section range [mm2] data: 5a/mcc-mt 0,2-0,35 (1859988); 8a/mcc-mt 0,5-1,0 (1859991) ? ? printed-circuit board connector?-?qc 0,5/ 2-st-3,81?-?1897393 plug component, nominal current: 6 a, rated voltage (iii/2): 200 v, number of positions: 2, pitch: 3.81 mm, connection method: insulation displacement connection quickon, color: green, contact surface: tin ? ? base strip?-?imcv 1,5/ 2-g-3,81?-?1875425 header, nominal current: 8 a, rated voltage (iii/2): 160 v, number of positions: 2, pitch: 3.81 mm, color: green, contact surface: tin, assembly: soldering ? ? base strip?-?imc 1,5/ 2-g-3,81?-?1862577 header, nominal current: 8 a, rated voltage (iii/2): 160 v, number of positions: 2, pitch: 3.81 mm, color: green, contact surface: tin, assembly: soldering ? ? printed-circuit board connector?-?front-mc 1,5/ 2-st-3,81?-?1850660 plug component, nominal current: 8 a, rated voltage (iii/2): 160 v, number of positions: 2, pitch: 3.81 mm, connection method: screw connection, color: green, contact surface: tin ? ? drawings  8 a 3,5 (3,81) 2,45 (2,6) ? 1,2  100 80 60 40 20 0 16 0 2 4 6 8 10 12 14 = 2-pos. = 5-pos. = 12-pos. = 20-pos. ambient temperature [c] current strength [a]  18,7 9,2 11,1 7,25 3,4 8 a+5,2 2,6 3,81 a

 https://www.phoenixcontact.com/us/products/1803277 2/18/14???page? 8 ?/? 8 base strip?-?mc 1,5/ 2-g-3,81?-?1803277 diagram type: imc 1,5/...-g-3,81 with mc 1,5/...-g-3,81 drilling diagram dimensioned drawing diagram type: mc 1,5/...-st-3,81 with mc 1,5/...-g-3,81 ? phoenix contact 2013 - all rights reserved http://www.phoenixcontact.com  8 a 3,5 (3,81) 2,45 (2,6) ? 1,2  100 80 60 40 20 0 16 0 2 4 6 8 10 12 14 = 2-pos. = 5-pos. = 12-pos. = 20-pos. ambient temperature [c] current strength [a]  18,7 9,2 11,1 7,25 3,4 8 a+5,2 2,6 3,81 a
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