

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						B3555			SP78LXX			LA7151			ST1633			CR105			TSOP5038			RT1N436C			T6000918			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				BXMP1010 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  typical intermodulation performance at 25 o c second order harmonic intercept point ....... +74 dbm (typ.) second order two tone intercept point ........ +69 dbm (typ.) third order two tone intercept point ............ +35 dbm (typ.) legend                + 25 oc                + 65 oc  - - - - - -  0 oc power  vdc                    +15                                 +15 ma 160 175 max. rf amplifier model       BXMP1010 features ! ! ! ! !   high ip2: +69 dbm typical ! ! ! ! !   gain: +18 db typical ! ! ! ! !   operating temp. 0 oc to +65   oc ! ! ! ! !   units are unconditionally stable characteristic typical min/max ta= 25 oc ta = 0 oc to +65 oc frequency 5 -  500 mhz 5 - 500  mhz note: care should always be taken to effectively ground the case of each unit. noise figure (db)                     4.5                             6.0 max. vswr in     BXMP1010:  sma connectorized housing = ===================================================================================== 5 5 0 1 00 2 00 3 00 4 00 5 00 .09 .12 .11 .06 .01 .04 .13 8.05 8.21 8.02 7.78 7.69 7.91 7.83 -168 155 128 77 25 -29 -93 .0423 .0432 .0433 .0418 .0383 .0343 .0308 13 -13 -29 -59 -91 -122 -150 .13 .08 .10 .15 .16 .13 .13 128 77 45 -4 -54 -118 138 l inear s-parameters mhz freq. mag   deg mag   deg mag   deg mag   deg ----s11---- ----s21---- ----s12---- ----s22---- 147 159 131 80 75 95 -11 start 5 mhz stop 500 mhz start 5 mhz stop 500 mhz stop 500 mh z start 5 mhz stop 500 mhz start 5 mhz stop 500 mhz start 5 mhz stop 500 mh z - 10 0 - 20 - 30 - 40 2.0 1.5 1.0 1.5 1.25 1.0 6 4 2 19 20 18 17 16 + 22 + 23 + 21 + 20 + 19 start 5 mhz 5 3 gain (db) noise figure (db) 1 db comp. (dbm) input vswr output vswr reverse isolation (db) spectrum microwave  2144 franklin drive n.e.  palm bay, florida 32905  ph (888) 553-7531  fax (888) 553-7532 spectrum microwave (europe)  2707 black lake place  philadelphia, pa. 19154   ph (215) 464-4000   fax (215) 464-4001 www.spectrummicrowave.com  
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