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		  Datasheet File OCR Text:


		  v-5 avionic cat 6a ethernet cable  963-003   spline insulation jacket binder spline (not shown) shield 1 conductors shield 2 963-003: 10g base-t ethernet cable with fep jacket construction details 963-003-24 963-003-26 conductor 24 awg silver plated copper 26 awg stranded silver plated copper insulation fep pfa colors pair #1 white/blue and blue stripe pair #2 white/orange and orange stripe pair #3 white/green and green stripe pair #4 white/brown and brown stripe pair #1 white/blue and blue stripe pair #2 white/orange and orange stripe pair #3 white/green and green stripe pair #4 white/brown and brown stripe final assembly 963-003-24 963-003-26 conductors silver plated copper silver plated copper insulation fep pfa cable four twisted pairs cabled around  a center fller four twisted pairs cabled around  a center fller spline fep fluoropolymer binder skive ptfe tape fluoropolymer tape shield 1 aluminum mylar n/a shield 2 38 awg silver plated copper braid  90% coverage silver plated copper braid 80% coverage jacket fep color: translucent blue .275" nominal od ptfe laser printable jacket color: white .220" nominal od notes ?  cable identifed with manufacturers name and part number. ?  cable is sold in 1 foot increments. specify desired length on  purchase order. ?  meets tia-568b cat-6a requirements when terminated to  appropriate high speed connectors. ?  skydrol resistant, rohs compliant and passes famability  requirements of far part 23 and 25, appendix f. how to order 963-003-24 24 awg 963-003-26 26 awg properties 963-003-24 963-003-26 impedance 100 ohms  10% 100 ohms  10% attenuation (db/100 ft) 10 mhz - 2.4 100 mhz - 7.5 500 mhz - 17.7 10 mhz - 3.7 100 mhz - 11.2 500 mhz - 24.0 next 10 mhz - 59.3 100 mhz - 44.3 250 mhz - 38.3 500 mhz - 33.8 10 mhz - 59.3 100 mhz - 44.3 250 mhz - 38.3 500 mhz - 33.8 srl 10 mhz - 25.0 100 mhz - 20.1 250/500 mhz - 15.2 10 mhz - 25.0 100 mhz - 20.1 250/500 mhz - 15.2 capacitance (pf/ft) 14.5 (nominal) 14.5 (nominal) velocity of propogation 70% (nominal) 70% (nominal) dwv 1.5 kv rms 1.5 kv rms temperature rating -55 to +200 c -55 to +200 c minimum bend radius 1.4 inches 1.13 inches weight 5.5 lbs/100 ft 3.05 lbs/100 ft max cabling distance 240 feet (10gbase-t) 188 feet  high-speed cable www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912   ? 2014 glenair, inc.   series 80 mighty mouse  u.s. cage code 06324  printed in u.s.a. dimensions in inches (millimeters) are subject to change without notice. v
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