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		  Datasheet File OCR Text:


		   patlites exclusive hybrid prism cut lens: for en hanced visibility from any direction and distance.  original  dual  reflection  system:  for  enhanced  ligh t  diffusion,  creating  bright  distinctive  illumination while saving energy (patent pending).  built-in alarms (fb type): 2 selectable sound patterns with adju stable volume up to 85db at 1m.  installation: direct or pole mount  color-coordinated wiring: corresponds to the lens colors for qu ick wiring verification.   interchangeable led modules: no re-wiring even after install ation for le model. the led module  of les-a cannot be added, removed or interchanged.  main body: abs resin with superior resistance to impact and heat.  lens: superior impact resistant and light translucent as resin.  npn/pnp compatible: except le 100/220v ac, compatible with n pn only.   available colors: red, amber, green, blue, clear. available by special order  les 24v: ip65 for direct mount and ip54 for pole mount types.  ul type (e215660). reflection system high visibility from any direction versatile, cost and energy efficient led signal  tower for every need. patlites original double reflection system with  its exclusive hybrid prism-cut lens and 5 color  led modules create distinctive illumination that is  bright and even (patent pending). dual reflection system interchangeable led modules the wiring remains the same each color of led module corresponds to  the lead wire color. easy to add and remove if the number of led  module is changed, center shaft must be purchased.   changeable  color  sequence:  easy  to  add  /  remove up to 5 colored modules even after  installation.   note: led  modules  of  the  same  color  will  light up simultaneously.   note: the led module of les-a  cannot be added, removed  or interchanged. npn/pnp open collector ? 50 led ip54 (pole-mount type ip23) 85 db at 1m (le-fb type) le/les signal tower les-a le le/les 39

 dimensions wiring diagram le type how to order  (mm) height (mm) 1 light: 72.2 2 lights: 102.4 3 lights: 132.6 4 lights: 162.8 5 lights: 193.0 les-aw type les-a type side-mount bracket mounting dimension ?50 max. panel thickness 8 vinyl tube height height ?50 mounting screw (m4) max. panel thickness 10 vinyl tube 27 20 57 32 30 44.5 10 30 name plate    2- ?5 (m4 through hole)  ?8 wire exit m17p1.5 3 height (mm) 1 light: 72.2 2 lights: 102.4 3 lights: 132.6 4 lights: 162.8 5 lights: 193.0 2- ?9 pole hole ?17.3 ?17.3 (287) standard mounting bracket sz-012 optional  mounting bracket sz-021 optional  mounting bracket sz-014 optional  mounting bracket sz-011 color of led unit red amber green blue clear/white color of lead wire red orange green blue white alarm alarm1 alarm2 color of lead wire purple skyblue color designator chart * voltage all voltage types fuse 1a fuse for customer-supplied contact protection le-fb 12/24v ac/dc le-fb 100/220v ac     black(yellow)     black     yellow     gray power supply fuse  1a flashing com  brown flashing com brown continuous com yellow gray black (yellow) continuous  alarm flashing continuous  alarm flashing     black     gray power supply fuse  1a fuse  1a alarm 1  purple alarm2 skyblue  alarm 1  purple alarm2 skyblue  power supply power supply fuse  1a 5 3 42 1 5 3 42 1 5 3 42 1 5 3 42 1 *le type: all 5 light wires are supplied even if   all colors are not used.    *alarm wires do not exist for continuous only models. signal line voltage and current per led module signal line current signal line voltage r, a: 50ma     g, c: 40ma     b: 44ma r, a: 25ma     g, c: 20ma     b: 22ma r, a: 25ma     g, c: 20ma     b: 22ma alarm signal line current 40ma rated voltage 12v ac/dc 100v,220v ac 12v ac/dc 24v ac/dc 24v ac/dc 24v dc led model les/le le 12/24v ac/dc (les: 24v type only) led, b blue led, c white led, a orange led, g green led, b blue led, c white led, r red led, a orange led, g green led, r red led, b blue led, c white led, b blue led, c white led, r red led, a orange led, g green led, r red led, a orange led, g green le 100/220v ac le le les type model 2 lights 1 light number of stacks rated voltage power consumption 4 lights 5 lights les-102a les-202a les-402a 0.6w 1.2w 2.2w les-302a 1.7w 24v ac/dc 24v ac/dc 24v ac/dc 24v ac/dc les-502a 2.7w 24v ac/dc 3 lights les-502aw-rygbc color r: red y: amber g: green b: blue c: clear/white top to bottom blank: pole mount (with sz-012) w: direct mount rated voltage stacks mount 02: 24v ac/dc 1~5 inrush current 150ma height (mm) 1 light: 204.8 2 lights: 235.0 3 lights: 265.2 4 lights: 295.4 5 lights: 325.6  (mm) le type le-fb type 100/220v ac type height (mm) 1 light: 135.0 2 lights: 165.2 3 lights: 195.4 4 lights: 225.6 5 lights: 255.8 12/24v ac/dc type mounting dimension 120  1 20 name plate wire entry hole ?13 audible alarm 12.5 mounting hole 3- ?4 ?30 side-mount bracket 27 20 57 32 30 44.5 3 height ?50 3-m3 max. panel thicknes   5 baffle height 33 254 ?50 m17p1.5 ?17.3 2- ?9 pole hole ?17.3 LE-502FBW-RYGBC color r: red y: amber g: green b: blue c: clear/white top to bottom p: pole mount (with sz-012) w: direct mount rated voltage stacks mount 01: 12v ac/dc 02: 24v ac/dc 10: 100v ac 20: 220v ac 1~5 type blank: continuous light fb: continuous or flashing light        with audible alarm le-402 le-410 le-420 8.3w 9.1w le-502 le-510 le-520 24v ac/dc le-401 3.2w  12v ac/dc 100v ac 220v ac 24v ac/dc 3.7w le-501 12v ac/dc 100v ac 220v ac le-202 le-210 le-220 6.7w 7.5w le-302 le-310 le-320 24v ac/dc le-201 2.2w  12v ac/dc 100v ac 220v ac 24v ac/dc 2.7w le-301  12v ac/dc 100v ac 220v ac le-102 le-110 le-120 5.7w 24v ac/dc le-101 1.6w 2.7w 3.2w 1.7w 2.2w 1.1w  12v ac/dc 100v ac  220v ac model number of stacks rated voltage power consumption 2 lights 3 lights 1 light 4 lights 5 lights fb type:approx. 60 flashes per minute. for continuous light for continuous light note: see page 168 for wiring diagram le/les 40
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