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		  Datasheet File OCR Text:


		    http : //www.wenshing.com.tw   ;   http://www.rf.net.tw                                       rfid  module   datasheet  p. 1   we nshing? ?                  trw - rfidsa c usb     rf id   module       900 mh z   uhf rfid m odule                                                                 version history   version   date   changes   v0.01   december   1 0 , 2014   1st. edition  

   http : //www.wenshing.com.tw   ;   http://www.rf.net.tw                                           rfid  module   datasheet  p. 2       key   features   ?   complaint with epc c1 gen2 / iso 18000 - 6c and fcc modular approval  requirements   ?   on - board antenna without extra cost   ?   adjustable transmit output level control from 5 dbm to  27   dbm in 1 db step   ? maximum tag read rate of over 100 tags per second   ?   supporting dense reader mode (drm) and listen - before - talk (lbt) features   ? maximum tag read distance of 4.5 feet (1.5 m)       applications    ?   rfid e - tag - street parking  management   ?   rfid in manufacturing  management   ?   asset management   ?   uhf rfid track time application   ?   library management   ?   apparel management   ?   supermarket management   ?   jewelry management   ?   management of firearms   ?   logistics management   ?   livestock management   ?   livestock management         hardware specification   1.1   specification   parameter   specification   supply voltage range   vdc  3.6 v ? 5v   current consumption   scan mode  360ma(vdc=4.2v peak current)      operating frequency   902mhz ? 9 28 mhz   channel spacing   500khz   tx power   2 7 dbm ( 500mw )   tag read  distance   4.5 feet (1.5   m)   tag read rate   over 100   tags per second   interface   logic levels 3.3v  uart   data encoding   fm0 or miller code   temperature range   operating  - 10 ? +60      storage  - 30 ? +85    dimensions   41.45   *   22. 75   *  4 .5 mm  

   http : //www.wenshing.com.tw   ;   http://www.rf.net.tw                                           rfid  module   datasheet  p. 3     1.2   view                                                                    
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