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		  Datasheet File OCR Text:


		  6 0 w   u l t r a m i n i a t u r e   o p e n   f r a m e   s w i t c h i n g   p o w e r   s u p p l i e s a s l 6 0   s e r i e s www.astrodyne.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458 2w  x 4l x 1.2h up to 60w output power universal 90-264vac input single and dual outputs from 5vdc to 48vdc high efficiency up to 86% 3000v isolation 1u compatible height model number  output voltage   max. o/p amps   min. o/p amps   efficiency @ 230vac   r&n p-p   current limit  single output asl60-5(a)*  5vdc  9  0  73%  100mv  112%     asl60-9(a)*  9vdc  6.66  0  82%  100mv  135%     asl60-12(a)*  12vdc  5  0  84%  150mv  162%     asl60-15(a)*  15vdc  4  0  84%  150mv  162%     asl60-24(a)*  24vdc  2.5  0  86%  150mv  162%     asl60-36(a)*  36vdc  1.66  0  85%  100mv  125%     asl60-48(a)*  48vdc  1.25  0  86%  400mv  162%     dual output   (v1/v2)  (i1/i2)  asl60d-1  5/12vdc  5/3  1/0.60  81%  100/120mv  150%     asl60d-2  5/15vdc  5/2.4  1/0.48  82%  100/150mv  150%     asl60d-3  5/24vdc  5/1.5  1/0.30  82%  100/240mv  150%     asl60d-5  5/48vdc  5/0.73  1/0.15  82%  100/400mv  150%     *note: the single outputs can be ordered with molex 09-50-30x1 i/o connectors.. simply add the suffix a to the end of the model number.  for example, asl60-5a

 6 0 w   u l t r a m i n i a t u r e   o p e n   f r a m e   s w i t c h i n g   p o w e r   s u p p l i e s a s l 6 0   s e r i e s www.astrodyne.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458 *   these are stress ratings. exposure of the devices to any of these conditions  may adversely affect long term reliability. proper operation under conditions  other than the standard operating conditions is neither warranteed nor implied.   all specifications are typical at nominal input, full load, and 25c unless other - wise noted astrodyne products are not authorized or warranteed for use  as critical components in life support systems, equipment used  in hazardous environments, nuclear controls systems, or other  mission-critical applications.  input specifications   input voltage range   90-264 vac   frequency range  47-63 hz  inrush current, typ:  30a @ 100vac input  *       60a @ 200vac input  *   leakage current   6 0 w   u l t r a m i n i a t u r e   o p e n   f r a m e   s w i t c h i n g   p o w e r   s u p p l i e s a s l 6 0   s e r i e s www.astrodyne.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458 mechanical dimensions  with jst c onnectors -  standard 0  5  1  .  0  0  8  .  3  43.20   1.701  3.80   0.150  4  9  1  0  7  .  3  29.60  1.165  l  )  5  2  1  .  0  o  (  7  1  .  3  o      x  4  50.80   2.000  n  0  6  .  1  0  1  0  0  0  .  4  1 2 3 4 5 6 pin #  single outputs  dual outputs  1  ac line  ac line  2  ac neutral  ac neutral  3  + output  + output 2  4  gnd  gnd  5  gnd  gnd  6  + output  + output 1  all 4 corner holes need to be bonded accordingly to the end  product pe (protective earth) path. input connector: jst b3p-vh input mating connector: jst vhr-3n or  molex 51144 series output connector: jst b4p-vh  output mating connector: jst vhr-4n  or molex 53520 & 53521 series use with jst # svh-21t-p1.1 or molex  # 50539-8100 crimp terminals

 6 0 w   u l t r a m i n i a t u r e   o p e n   f r a m e   s w i t c h i n g   p o w e r   s u p p l i e s a s l 6 0   s e r i e s www.astrodyne.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458 0  5  1  .  0  0  8  .  3  43.20   1.701  3.80   0.150  4  9  1  0  7  .  3  29.60  1.165  l  )  5  2  1  .  0  o  (  7  1  .  3  o      x  4  50.80   2.000  n  0  6  .  1  0  1  0  0  0  .  4  1 2 3 4 5 6 input connector: molex 09-50-3031 input mating connector: jst vhr-3n or  molex 51144 series output connector: molex 09-50-3041  output mating connector: jst vhr-4n  or molex 53520 & 53521 series use with jst # svh-21t-p1.1 or molex  # 50539-8100 crimp terminals all 4 corner holes need to be bonded accordingly to the end  product pe (protective earth) path. pin #  single outputs  1  ac line  2  ac neutral  3  + output  4  + output  5  gnd  6  gnd  mechanical dimensions  with molex c onnectors (a versions single outputs  only)
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