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		  Datasheet File OCR Text:


		  dc/dc converte r pv40-27bxx series 2015.03.17-a/2 page 1 of 5 mornsun guangzhou science & technology co., ltd. reserves the copyright and right of final interpretation 40w, 200-1200vdc ultra wide input voltage dc/dc converter for renewable energy rohs features z 6:1 ultra-wide input voltage range:200~1200vdc z 4000vdc high isolation voltage z conversion efficiency up t o8 4 % z under input voltage protection, against reverse protection, output over-voltage protection, short circuit protection z can be equipped w ith w iring package o r rail package uses pv40-27bxx series are regulated output dc/dc converters with features of 200-1200vdc ultra-high voltage input, high efficiency and high reliability. they can be widely used in photovoltaic power generation, high-voltage inverter and so on, which provide stable operating voltage to the equipment and improve the power and the load's safety performance with multiple protection when working under abnormal conditions. selection guide model output power nominal output voltage and current (vo/io) efficiency (200vdc,%/typ.) max. capacitive load(uf) pv40-27b12 4 0w 12v/3.33a 83 1200 pv40-27b15 15v/2.67a 84 1000 PV40-27B24 24v/1.67a 84 680 note:*product model with a suffix of ?a5? means chassis mounting and that with a suffix of ?a6? indicates din-rail mounting (e.g. pv40-27b12a5 means c hassis mounting; pv40-27b12a6 means din-rail mounting). output specifications item operating conditions min. typ. max. unit output voltage accuracy -- 1 2 % linear regulation -- 0.5 1 load regulation -- 0.5 1 output ripple & noise* 20mhz bandwidth (peak-peak value) -- 100 200 mv temperature drift coefficient -- 0.02 -- %/  c short circuit protection continuous, self-recovery over-current protection  110%io self-recovery over-voltage protection (feedback-clamp) voltage limited min. load 0----% power-off holding time 600vdc input -- 5 -- ms note: *parallel line t est method is adopted t o t est t he ripple and noise, please see a c-d c converte r applicatio n note s for specific operation methods. input specifications item operating conditions min. typ. max. unit input voltage range 200 -- 1200 vdc input current 200vdc -- -- 320 ma 600vdc -- -- 100 1200vdc -- -- 55 inrush current 600vdc -- 60 -- a input under-voltage protection under voltage protection range: 175~185v under voltage release range:185~195v external input fuse 3.15a slow blow hot plug unavailable

 dc/dc converte r pv40-27bxx series 2015.03.17-a/2 page 2 of 5 mornsun guangzhou science & technology co., ltd. reserves the copyright and right of final interpretation general specifications item operating conditions min. typ. max. unit isolation voltage input-output test time: 1min 4000 -- -- vdc operating temperature -25 -- +70  storage temperature -25 -- +85 storage humidity -- -- 95 %rh w elding temperature wave-soldering 2605  ; time:5~10s manual-welding 36010  ; time:3~5s switching frequency -- 65 -- khz power derating +50  to +70  3---- %/  mtbf mil-hdbk-217f@25  c > 300,000h physical specifications casing material black flame-retardant and heat-resistant plastic (ul94-v0) package dimensions horizontal package 89.00*63.50*25.00 mm a5 wiring package 135.00*70.00*33.50 mm a6 rail package 137.00*70.00*39.00 mm weight horizontal package/a5 wiring package/a6rail package 210.00g/295.00g/365.00g(typ.) cooling method free air convection emc specifications emi ce cispr22/en55022, class a(recommended circuit refer to figure2) re cispr22/en55022, class a (recommended circuit refer to figure2) ems esd iec/en61000-4-2 6kv/8kv perf. criteria b rs iec/en61000-4-3 10v/m perf. criteria a eft iec/en61000-4-4 4kv(recomme nded circuit refer to figure2) perf. criteria b surge iec/en61000-4-5 2kv(reco mmended circuit refer to figure2) perf. criteria b cs iec/en61000-4-6 10 vr.m.s perf. criteria a pfm iec/en61000-4-8 10a/m perf. criteria a immunities of voltage dip, drop and short interruption iec/en61000-4-11 0%-70% perf. criteria b product characteristic curve 50 70 40 100 -25 input voltage: 200~1000vdc ambient temperature( )  te mp e ra tu re d er a ti ng cu r ve output power  percentage(%) 1000 1200 20 40 100 60 80 200 input voltage vdc  a mbi ent temp er atur e: 25  input voltage derating curve     note:  input voltage should be derated based on temperature derating when it is 1000-1200vdc;  this product is suitable for use in natural air cooling environmen ts, if in a closed environment, please contact our company?s fae.

 dc/dc converte r pv40-27bxx series 2015.03.17-a/2 page 3 of 5 mornsun guangzhou science & technology co., ltd. reserves the copyright and right of final interpretation pv40-27b15 PV40-27B24 pv40-27b12 70  75  80  85  90  95  100  200 400 600 800 1000 1200 efficiency(%) input voltage(vdc) efficiency vs input voltage (full load) pv40-27b15 PV40-27B24 pv40-27b12 70  72  74  76  78  80  82  84  86  88  90  10 20 30 40 50 60 70 80 90 100  efficiency(%) output power percentage(%) efficiency vs output load(vin=600vdc) design reference 1. typical application circuit +vo -vo tvs + +input -input +v in -vin mov c5 c6 rl fuse ntc fig. 1: typical application circuit model fuse mov ntc c5(  f c6(  f) tvs tube pv40-27b12 3.15a slow fusing s20k1000 10d-20 1 220 smbj20a pv40-27b15 PV40-27B24 120 smbj30a note: output filtering capacitor c5 is ceramic capacitor, recommend parameter is 1uf; output filtering capacitor c6 is electrolytic capacitors, it is rec ommended to use high frequency and low impedance electrolytic capacitors. for capacitance and current of capacitor please refer to manufacture?s datasheet. vo ltage derating of capacito r should be 80%. tvs is a recommended component t oprotectpost-circuits(i f converte r fails). 2. emc solution-recommended circuit mov ntc fuse c5 c6 tvs rl +vin -vin +vo -vo + + + + +input -input r1 r2 r3 r4 c1 c2 c3 c4 lcm fig 2: emc recommended circuit (output external circuit refer to the typical application circuit) fig 3: recommended emc circuit-pcb layout suggestions for safety regulation and wiring width: wire width  3mm, distance between wires  6mm, and distance between wire and ground  6mm element model recommended value mov s20k1000 c1, c2, c3, c4 47  f/450v r1, r2, r3, r4 1m ? /2w ntc 10d-20 lcm 10mh, recommended to use mornsun?s fl2d-z5-103 fuse 3.15a/250v, slow fusing, necessary 3. for more information please find application notes on w ww.mornsun-power.com

 dc/dc converte r pv40-27bxx series 2015.03.17-a/2 page 4 of 5 mornsun guangzhou science & technology co., ltd. reserves the copyright and right of final interpretation dimensions and recommended layout third�angle�projection 1 7 6 5 4 3 front�view bottom�view 2 89.00�[3.504] 81.30�[3.201] 25.40�[1.000] 55.88�[2.200] 63.50�[2.500] ?1.20�[0.047] 25.00�[0.984] 6.00�[0.236] notegrid�2.54*2.54mm 7 5 3 1 2 ? 1.70�[ ? 0.067] 6 4 1 2 3 4 6 5 7� function -vin +vo no�pin -vo nc no�pin +vin pin-out pin note: unit�:mm[inch] pin�diameter�tolerances�:0.10[0.004] general�tolerances:0.50[0.020] 1104003302-a0 a5 wiring package dimensions +vo -vin 1 2 3 4 6 5 7� 1104006604-b0 8� nc -vo nc nc note: unit:mm[inch] wire�range:24~12�awg general�tolerances:1.00[0.040] 135.00�[5.315] 70.00�[2.756] 33.50�[1.319] 1 2 3 4 5 6 7 8 top�view front�view pin pin-out function third�angle�projection 120.00�[4.724] 52.00�[2.047] ? 3.300.20�[ ? 0.1300.008] +vin nc

 dc/dc converte r pv40-27bxx series 2015.03.17-a/2 page 5 of 5 mornsun guangzhou science & technology co., ltd. reserves the copyright and right of final interpretation a6 rail package dimensions 135.00�[5.315] 70.00�[2.756] 137.00�[5.394] 4.50�[0.177] 34.50�[1.358] +vo -vin 1 2 3 4 6 5 7� 1104006603-b0 8� 1 2 3 4 5 6 7 8 nc -vo nc nc top�view front�view note: unit:mm[inch] installed�on�din�rail�ts35 wire�range:24~12�awg general�toleranc es:1.00[0.040] pin pin-out function third�angle�projection 120.00�[4.724] 52.00�[2.047] nc +vin note: 1. packing information please refer to 'product packing information'. packing bag number: 58220021(horizontal package), 58220031(a5/a6 package); 2. unless otherwise specified, data in this data sheet should be tested under the conditions of ta=25  c, humidity
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