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		  Datasheet File OCR Text:


		  high - reliability discrete products and engineering services since 1977 r t100kp33a - rt100kp400ca 100 kw transient voltage suppressor rev. 2 0150306 features ? available as hr (high reliability) screened per mil - prf - 19500, jantx level.  add hr suffix to base part number. ? available as non - rohs (sn/pb plating), standard, and as rohs by adding  - pbf suffix. maximum ratings peak pulse power dissipation @ 25c 100kw @ 6.49/69s waveform impulse repe tition rate 0.005% t clamping   (0 volts to v br  min) < 100 ps theoretical for unidirectional and  high - reliability discrete products and engineering services since 1977 r t100kp33a - rt100kp400ca 100 kw transient voltage suppressor rev. 2 0150306 electrical character istics  ( t a  = 25c unless otherwise specified) rated stand - off voltage breakdown voltage maximum clamping @ i pp  ( 2) maximum reverse leakage @ v wm maximum peak pulse current  ( 3) @ 6.4/69s maximum v  ( br) temperature coefficient v wm v  ( br) i  ( br) v c i d i pp  v(br) volts part number  ( 1) volts min max ma volts amps amps mv/c rt 100kp170a 170 189 209 5 275 10 3 66 207 rt 100kp180a 180 200 221 5 291 10 346 219 rt 100kp200a 200 222 245 5 322 10 313 243 rt 100kp220a 220 245 271 5 356 10 280 269 rt 100kp250a 250 278 308 5 403 10 246 306 rt 100kp260a 260 289 320 5 419 10 236 318 rt 100kp280a 280 311 345 5 451 10 220 3 44 rt 100kp300a 300 333 369 5 483 10 206 368 rt 100kp350a 350 389 431 5 564 10 176 430 rt 100kp400a 400 444 492 5 644 10 153 490 1. for bidirectional construction, indicate a ca suffix (instead of a) after the part number. 2. clamping voltage does not include a ny variable parasitic lead inductance effects observed during the 6.4s rise time due to lead length. 3. the maximum peak pulse current (i pp  )  shown represents the performance capabilities by design. mechanical characteristics case digi i marking body - pa inted, alpha - numeric polarity cathode band (no band required for bidirectional
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