

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						OV5653			571RCCP			JANSR2N			24000			7906A			NTE3300			ICS8705I			STB6075			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				MIC-3002A6 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  specifcations backplane slots 6 compactpci slots  (one system slot and 6 peripheral slots) bus 64-bit/33 mhz i/o voltage 3.3 v or 5 v, jumper selectable cooling system air flow two 46 cfm fans, 12 v dc  brush less, dual ball  bearing (with removable flter) life span 80,048 hours @ 25c power supply input 100 ~ 240 v ac   @ 47~63 hz, full range output 250 w atx power supply mtbf 105,405 hours @ 25c +5 v -5 v +12 v -12 v +3.3 v +5 vsb max. load 24 0.5 12 0.5 20 1.5 min. load 3 0 2 0 1 0.1 environment operating temperature 0 ~ 60c (32~140f) storage temperature -40 ~ 80c (-40~112f)  storage humidity 95% @ 60c (140f), non-condensing vibration 0.5 grms 2.0 grms shock 20 g peak-to-peak, 11 ms duration physical model mic-3002a/6 dimensions (w x h x d)  (not inc.mnt fanges) 220 x 190 x 245 mm (8.7" x 7.5" x 9.7") weight 5.6 kg (12.32 lb) for mic-3002a u height (slots) 3 u mounting options wall, panel on front or rear side, desktop feet included enclosure materials aluminum frame and galvanized sheet steel reliability mtbf 87,191 hours @ 25c compliance picmg compliance picmg 2.0, ver. 3.0 compactpci   picmg 2.1, ver. 2.0 hot swap ordering information part number description mic-3002a/6 4u compactpci chassis with 6-slot backplane mic-3002a  4u compactpci ?  enclosure with  6-slot 3u backplane   ? 6-slot 3u compactpci ?  backplane   ? compact size, 4u high enclosure for 3u cpci modules   ? side handle design   ? stand feet on the bottom side for desktop applications   ? hot swap compliant backplane   ? logic ground and chassis ground can be isolated or common  www.advantech.com/products online download features  all product specifications are subject to change without notice  last updated : 19-mar-2014
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