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		  Datasheet File OCR Text:


		  kmp_78250jc_a03   page 1 of  3 for full details go to www.murata-ps.com/rohs features n  j-std-020d refow n  rohs compliant n  maxim max250/max251 compatible n  isolation to 4kvrms n  industry-standard pinout n  surface mount option n  ul 94 v-0 package materials n  low profle n  toroidal construction n  industrial temperature range description the 78250 series of converter transformers  are specifcally designed for use with maxim  chipsets to provide isolated rs232 interfaces.  carefully controlled turns ratios ensure consistent  performance whilst a toroidal construction  minimises emi.  for through hole versions see 78250 datasheet. characteristics 78250jc parameter conditions min. typ. max. units primary inductance, l p 10khz, 100mv 1.0 2.0 2.5 mh leakage inductance, l l 100khz, 100mv 0.6 3.0 h interwinding capacitance, c ww 100khz, 100mv 48 90 pf primary d.c. resistance, r dc  kmp_78250jc_a03   page 2 of  3 package specifications mechanical dimensions recommended footprint details 0.354 (9.0) max. 0.375 (9.52) max. 0.5 (12.70) 0.025 (0.63) 0.021 (0.53) 0.035 (0.90) 0.012 (0.30) 0.008 (0.20) 0.25 (6.35) 0.1 (2.54) 78250jc xyyww primary secondary soldering information 1 pin fnish matte tin max. peak refow temperature 245c moisture sensitivity level 2 1 max. time above liquidous (217  c) 100s 1  for further information, please visit www.murata-ps.com/rohs 2  representative samples of the product were subjected to the conditioning described in ipc/jedec  j-std-020d and passed electrical testing, package coplanarity and visual inspection which  revealed no external cracks or changes in package body fatness. 6 5* 4 1 2 3 unless otherwise stated all dimensions in inches (mm)  0.01 ( 0.25). all pins on a 0.1 (2.54) pitch and within  0.01 ( 0.25) of true position . unless otherwise stated all dimensions in inches (mm)  0.01 ( 0.25).    all pins on a 0.1 (2.54) pitch and within  0.01 ( 0.25) of true position . *  pin 5 is connected to secondary center tap.  package weight 1.0g typ. 0.10 (2.54) 0.10 (2.54) ?0.05 (1.20) +0.006 (0.15) -0.000 (0.00) 0.45 (11.50) 0.10 (2.54) 0.04 (1.00) 0.06 (1.60) tube outline dimensions 0.023 0.005 (0.60  0.15) 0.16 (4.00) 0.22 (5.50) 0.43 (10.95) 0.51 (12.95) 0.15 (3.80) 0.62 (15.70) unless otherwise stated all  dimensions in inches (mm)  0.01 ( 0.25). tube length: 18.3 0.08  (465 2 ). tube material: antistatic coated  clear pvc.  78250j series max250/max251 compatible converter sm transformers  www.murata-ps.com/ support

 kmp_78250jc_a03   page 3 of  3 murata power solutions, inc. makes no representation that the use of its products in the circuits described herein, or the use of other  technical information contained herein, will not infringe upon existing or future patent rights. the descriptions contained herein do not imply  the granting of licenses to make, use, or sell equipment constructed in accordance therewith. specifcations are subject to change without  notice.                ?  2011  murata power solutions, inc. tape & reel specifications reel outline dimensions tape outline dimensions 1.20  (30.4) max.  0.94-1.08 (23.9-27.4) 0.53 (13.50) 0.50 (12.80) 0.059 (1.50) min.  2.36 (60) min. 0.80 (20.20) min. 3.9 (100) min. leader section 15.7 (400) min. goods enclosure section trailer section 6.3 (160) min. ?15.039 (382) max. ? ? * 0.96 (24.4) 1.04 (26.4)      ? ? unless otherwise stated all    dimensions in inches  (mm) 0.01(0.25).  *   includes fange distortion at outer edge. ?   measured at hub. 0.024 (0.60) max. 0.283 (7.20) 0.369 (9.37) direction of unreeling 0.069 (1.75) 0.453 (11.50) 0.157 (4.00) 0.079 (2.00) 0.472 (12.00) cover tape 0.059              (1.50          ) +0.004 -0.000 +0.10 -0.00 0.945              (24.00           ) +0.012 -0.004 +0.30 -0.10 78250jc xyyww unless otherwise stated all    dimensions in inches  (mm) 0.01(0.25).   78250j series max250/max251 compatible converter sm transformers   murata power solutions, inc.   11 cabot boulevard, mansfeld, ma 0204 8 -1151 u.s.a. iso   9001   and   14001   registered www.murata-ps.com/ support
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