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		  Datasheet File OCR Text:


		  tqp8080     5ghz wlan front end module   datasheet: rev c  10/28/13  -  1 of 9  -   disclaimer: subject to change without notice  ? 2013 triquint  www.triquint.com       applications  ?   802.11a/n/ac wireless lan systems   ?   set top box  ?  access points  ?  telematics  ?   gaming and infotainment  ?   portable devices    16 pin 2.5x2.5 mm qfn package   product features  ?   fully integrated, 802.11a/n/ac front-end module  ?   internally matched input/output   ?   integrated power detector   ?   temperature compensated bias network   ?   typ. pout=+18 dbm at evm=1.8% (-35db)  (t=+25c, v dd =+5 v), 802.11ac/mcs9/ht40  ?   typ. pout=+20 dbm at evm=3% (-30db)  (t=+25c,  v dd =+5 v), 802.11n/mcs7  ?   leadless 2.5 x 2.5 x 0.40 mm smt pb-free    functional block diagram  orderin g  information  part no.  description  tqp8080  wlan front end module  standard t/r size = 10,000 pcs. on a 13" reel  pin configuration  pin no.   label   1, 3, 7, 12, 14, 17  gnd  2  rx  4  v dd1   5  vdet  6  pa_en  8  tx  9  no connect  10  v dd2   11  v dd3   13  ant  15  vc1  16  lna_en  backside paddle  rf/dc ground  general description  the tqp8080 is fully integrated wlan front-end  module for 802.11a/n/ac applications. the tqp8080 contains 5ghz pa, power detector, front-end spdt  switch, and lna with bypass mode.  the architecture and interface are optimized for next generation wlan integration into high throughput 802.11ac devices providing outstanding stable performance across temperature and voltage range.      the front-end module features cmos compatible control voltages to facilitat e ease of use. with its low power dissipation, the front-end module contributes to the extended battery life and lower heat dissipation o f next generation wlan solutions.     the front-end module is manufactured in triquint?s high-reliability e/d phemt technology and is assembled in ultra thin profile 2.5mm x 2.5mm x 0.40mm qfn - 16 pb-free package.  
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