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		  w ww.cherryswitches.com  page 1 of 2, last update 2015-09-08, specifications subject to change without notice. sealed rocker switch  single and double pole  km series  features  ? snap-in mounting ? rohs compliant ? 100,000 cycles mechanical life ? ip56 ? switches up to 20 a ? lighted and non-lighted versions available s tandard parts 1 north america and europe  kmd2amb7bbbnr1  kmd2cnb1bbnnnn  KMD3CMB8BBBRG2  1 the part number configuration matrix below provides details to the part numbers above.  for configurable part numbers that are not listed above, not listed in your region, or for custom part numbers, contact the factory or  your distributor.   part number breakdown   kmd2amb7bbbnr1 k m d 2 a m b  series  contact rating 2   circuitry  switch function  lighting options  termi nal type  km  d   2   single pole  a   on-off  n  non-lighted  b  6.35 mm (0.250?)  quick connect  3   double pole  b   on-on  c  28 vdc led  c   on-off-on  m  14 vdc led  d   (on)-off  e   on-(off)  f   on-(on)  h   on-off-(on)  j   (on)-off-(on)  2 see electrical specifications section  7 b b b nr 1 actuator type   actuator color  housing color  actuator marking  len s colors (1, 2)  number of led  1   non-lighted   b  black  b   black  b   blank  a  amber   n  none  7  single light  d   o   ??  g  green  1  one  8  dual lights  e   o   i  l  blue  2  two  n   i   o   ii  r  red  w  white  n  none 

   www.cherryswitches.com    page 2 of 2, last update 2015-09-08, specifications  subject to change without notice.     electrical specifications   dielectric strength  1500 vac for 1 minute  insulation resistance  100 m ?    ?                                                                         
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