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		  Datasheet File OCR Text:


		      13C5000PA4K   pressure transducer; series 13mm,  compensated, pressure range: 0 psi to  5000 psi, absolute, 1/8-27 npt, 10 vdc  excitation  actual product appearance may vary.     features   l      rugged, isolated stainless steel  package  l      reliable semiconductor technology  l      calibrated and temperature  compensated  l      voltage or supply current options  l      aboslute and sealed gage pressures  l      low-cost cell package  l      absolute pressure  l      0 psi to 500 psi, 1000psi, 2000 psi,  3000 psi, and 5000 psi  potential applications   l      industrial controls  l      hydraulic controls  l      tank pressure  l      pressure transmitters  l      process control  systems  description   honeywell's 13mm series stainless steel pressure sensors are designed for high  pressure applications that involve measurement of hostile media in harsh  environments. this series uses honeywell's proven piezoresistive semiconductor  sensor chip in an oil-isolated housing with or without an integral ceramic for  temperature compensation and calibration. this design has proven to be highly  reliable, stable, and accurate. these sensors feature a weld-ring collar and special back support ring for high  cycle life capability as they are designed for further package integration in oem  applications.

 product specifications supply voltage version "k" 15 vdc pressure range 0 psi to 5000 psi burst pressure 10000 psi proof pressure 10000 psi temperature compensation yes operating temperature range -40 c to 125 c [-40 f to 257 f] compensated temperature range 0 c to 82 c [32 f to 180 f] storage temperature range -40 c to 125 c [-40 f to 257 f] vibration 10 g at 20 hz to 2000 hz shock 100 g for 11 ms life 1 million cycles min. availability global series name 13 mm
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